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OChicEPA
~ State of Ohio Environmental Protection Agency

STREET ADDRESS:

MAILING ADDRESS.

Lazarus Government Center TELE: (614) 644-3020 FAX: (614) 544-3184 P.O. Box 1049

122 S. Front Street www.epa.state.oh.us Columbus, Ohio 43216-1049
Columbus, Chio 43215

CERTIFIED MAIL

June 30, 2006 Re: U.S.DOE Miamisburg Closure Project
' : EPA ID No: OH6 890 008 984
Ohio ID No: 05-57-0677
Modified Hazardous Waste Permit . .

U.S. DOE Miamisburg Closure Project
Attn: John Fulton

PO Box 66

Miamisburg, Ohio 45343

Dear Mr. Fulton:

On July 9, 2004 and January 27, 2003, Ohio EPA received U.S. DOE Miamisburg Closure
Project’s (DOE Closure Project) requests to remove references to active hazardous waste
storage facilities from the Part B application as a result of certified closure of building 72
storage area; and to change the operator from BWXT of Ohio, Inc. to CH2MHill Mound, Inc.
The permit has been modified to include a provision of Corrective Action only. For these
modifications, DOE Closure Project submitted Class 2 and Class 3 modification
applications'. The Agency did not receive written comments concerning the Class 2 and
Class 3 modification applications. | have enclosed the final modified Ohio hazardous waste
facility installation and operation permit (Permit) that was issued by the director today.
Please note that the modified Permit remains in effect until it is renewed,. withdrawn,
suspended or revoked.

You have the right to appeal this Permit decision to the Environmental Review Appeals
Commission (ERAC) no later than 30 days after the public notice (See Ohio Revised Code
§ 3745.04). You may file your appeal with ERAC at the following address: Environmental
Review Appeals Commission, 309 South Fourth Street, Room 222, Columbus, Ohio 43215.

If you file an appeal, you must put it in writing. Your appeal must explain why you are
appealing these actions and the grounds you are using for your appeal. You must send
a copy of the appeal to the director of the Ohio Environmental Protection Agency no later
than three (3) days after you file it with ERAC.

'Ohio EPA assigned tracking #s 040709-2-1 & 030127-3-1 to these modification applications.
Bob Taft, Governor
Bruce Johnson, Lieutenant Governor

Printed an Recycled Paper Joseph P. Koncelik, Director

Ohio EPA is an Equal Opportunity



Mr. John Fulton

U.S. DOE Miamisburg Closure Project
June 30, 2006

Page 2

If you have any quéstions, please contact Jeff Smith of Ohio EPA’s Southwest District
Office at (937) 285-6357.

Sincerely,

Gamete. S Oller

Pamela S. Allen, Manager
Regulatory and Information Services
Division of Hazardous Waste Management

ce: Jeremy Carroll/Christopher Hunt, ERAS, DHWM
Harriet Croke, U.S. EPA, Region V
Harold O'Connell/Jeff Smith, SWDO, DHWM
Carol Hester, Ohio EPA, PIC '

G\USERS\LternAU.S.DOEMiamisburgCPClass2&3cvitrg'06



PUBLIC NOTICE
' Montgomery County
OHIO EPA ISSUES FINAL CLASS 2 AND CLASS 3
HAZARDOUS WASTE PERMIT MODIFICATIONS

On June 30, 2006, Ohio EPA issued final class 2 and class 3 hazardous waste facility installation and
operation permit (Permit) modifications to U.S. DOE Miamisburg Closure Project (DOE Closure Project) for

its facility at 1 Mound Road, Miamisburg, Ohio 45343. The EPA Identification Number for this facility is
OHE890008984. '

Why is DOE Closure Project modifying its Permit?

. DOE Closure Project is a closed facility but was engaged primarily in the manufacture of detonators and other
camponents for nuclear weapans. This activity resulted in the generation of various hazardous wastes. DOE
Closure Project stores these hazardous wastes in two on-site storage units. DOE Closure Project is requesting
a class 2 modification to remove references to active hazardous waste storage facilities from the Part B
application as a result of certified closure of building 72 storage area and a class 3 modification to change the
operator from BWXT of Ohio, Inc. to CH2MHIll Mound, Inc. The permit has been modified to include a
provision of Corrective Action only.

Can | appeal this final modified Permit?

Yes, if you are an officer of an agency of the state or of a political subdivision, acting in a representative
capacity, or any person who would be aggrieved or adversely affected by this modified Permit, you have the
right to appeal this Permit decision to the Environmental Review Appeals Commission (ERAC).

if 1 decide to appeal this final modified Permit, how and when must | make the appeal?

If you file an appeal, you must put it in writing no later than August 7, 2006. Your appeal must explain why
you are appealing the action and the grounds you are using for your appeal. You must file your appeal,
according to Ohio Revised Code §§ 3745.04 and 3745.07, with ERAC at the following address:
Environmental Review Appeals Commission, 309 South Fourth Street, Roem 222, Columbus, Chio
43215. You must send a copy of the appeal to the director of Ohio EPA at the following address no later than

three (3) days after you file it with ERAC: Joseph P. Koncelik, Director of Ohio EFA, P.O. Box 1049,
Columbus, Ohio 43216-1049.







OHI05: A ENVIRONMENTAL PROTECTION AGENCY

JUH 30 2006
MODIFIED OHIO HAZARDOUS WASTE FACILITY

ENTERED DIRECTORAESAUANAR TION AND OPERATION PERMIT

Date of Issuance: - June 30, 2006
Effective Date: June 30, 2006

U.S. EPAID No.; OHB 830 008 984
Ohio Permit No.:  05-57-0677

Name of Permitiee: WS DOE Miamisburg Closure Project

Mailing Address: US DOE Miamisburg Closure Project
: P.O. Box 66

Miamisburg, OH 45342-0066

Facility Location: 1 Mound Road
Miamisburg, OH 45343

Person tc Contact: John Fulton

This Modified Ohio Hazardous Waste Facility Installation and Operation Permit is issued
pursuant and subject to Section 3734.05(1) of the Ohio Revised Code and Rule 3745-50-
51(D) of the Ohio Administrative Code.

The Ohio Hazardous Waste Facility Installation and Operation Permit with the above-
referenced permit number as issued by the Ohio Environmental Protection Agency and
journalized on March 22, 2002 is hereby incorporated by reference in its entirety, except
as it may be modified herein.

This modification of the permit shall remain in effect until such time as the Ohio Hazardous -
Waste Facility Installation and Operation Permit is renewed, modified, withdrawn,
suspended or revoked. : '

The Permittee shall comply with all requirements of the modified Part B permit application
as amended July 9, 2004. The information contained in the modified Part B permit
application is incorporated herein by reference. Specifically, all written statements
regarding the specifications, locations or capabilities of the processes, equipment,
containment devices, safety devices or programs or other matters made by the applicant
in the permit modification application are hereby incorporated as express, binding terms
and conditions of this modified permit.
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US DOE Miamisburg Closure Project
C2 Modification {7/9/2004)
Page 2 of 2

The modified Terms and Conditions of this permit are attached hefeto and are
incorporated herein by reference. The modified Terms and Conditions supersede and
replace the corresponding pages found in the Ma %2 2002 renewal permit.

L

permitpg_Class2 jms.wpd

- OHIO EPADHWM

JUN 3 0 2006



* OHIO ENVIRONMENTAL PROTECTION AGENGY

MODIFIED OHIO HAZARDOUS WASTE FACILITY
INSTALLATION AND OPERATION PERMIT

Date of Issuance: Jupe 30, 2006
Effective Date: June 30, 2006

U.S. EPAID No.: OHG6 890 008 984
Ohio Permit No.:  05-57-0677

Name of Permittee: U.S. Department of Energy Mlamisburg Closure
Project

Mailing Address: PO Box 66.
- Miamisburg, OH 45343

Facility Location: 1 Mound Road
Miamisburg, OH 45343

9002 0€ NP
*¥d'3 OIHO

Person to Contact: John Fulton

TYNENON S 0130 QIYALING

This Modified Ohio Hazardous Waste Facility Installation and Operation Permit is issued

pursuant and subject to Section 3734.05(l) of the Ohio Revised.Code and Rule 3745-50-
51(D) of the Ohio Administrative Code.

The Ohio Hazardous Waste Facility Installation and Operation Permit with the above-.
referenced permit number as issued by the Ohio Environmental Protection Agency and

journalized on March 22, 2002, is hereby incorporated by reference in its entirety, except
as it may be modified herein.

This modification of the permit shall remain in effect until such time as the Ohio Hazardous

Waste Facility Installation and Operation Permit is renewed, modlfled withdrawn,
suspended or revoked -

The Permittee shall comply with all requirements of the modified Part B permit application
as amended or supplemented on January 27, 2003. The information contained in the
modified Part B permit application is incorporated herein by reference. Specifically, all
written statements regarding the specifications, locations or capabilities of the processes,
equipment, containment devices, safety devices or programs or other matters made by the

applicantin the permit modification application are hereby incorporated as express, binding
terms and conditions of this modified permit.
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U.8. DOE MCP
C3 Modification {1/24/03)
Page 2 of 2

The modified Terms and Ccmd:tlons of this permtt are attached hereto and are
incorporated herein by reference. The modified Teims and Conditiohs supersede and
replace the corresponding pages found in the March/22, 2202 renewal permit.

i

Joseph
Director

OHI0 EPADHWM

JUN 3 0 2006



- OHIO ENVIRONMENTAL PROTECTION AGENCY
DIVISICN OF HAZARDOUS WASTE MANAGEMENT

SUMMARY OF MODIFICATIONS TO HAZARDQOUS WASTE
INSTALLATION AND OPERATION PERMIT

US DOE Miamisburg Closure Project
U.S. EPA ID # OH6 890 008 984
Ohio ID #: 05-57-0677

Modifications -of the Hazardous Waste Facility Installation and Operation Permit will
authorize US DOE Miamisburg Closure Project to make the following changes:

Class 2 Modification:

Removal of references to active hazardous waste storage facilities from the Part B
application as a result of certified closure of Building 72 storage area. Authorization for
only Corrective Action. :

Class 3A Modification:

Change in operatbrfrom BWXT of Chio Inc. To CH2M Hill Mound, Inc.

ex_sumim_Class2&3.jms.wpd

OHIO EPA DHWM

JUN 3 0 2006



OHIO ENVIRONMENTAL PROTECTION AGENCY

OHIO HAZARDOUS WASTE FACILITY
INSTALLATION AND OPERATION PERMIT RENEWAL

Permittee: U.S. DOE Miamisburg Closure Project (MCP)
Mailing
Address: U.S. DOE MCP
P.C. Box 66
Miamisburg, OH 45343
Owner, U.S. Department of Energy
P.O. Box 66
Miamisburg, OH 45343
Operator: CH2MHill Mound, Inc.
P.O. Box 3030

Miamisburg, OH 45343

Location: 1 Mound Road
Miamisburg, OH 45343

AUTHORIZED ACTIVITIES

In reference to the application of U.S. DOE Miamisburg Clesure Project (formerly known as Mound
Laboratory) for an Ohio Hazardous Waste Facility Installation and Operation Renewal Permit under Ohio
Revised Code (ORC) Chapter 3734 and the record in this matter, you are authorized to conduct at the above-
named facility the following hazardous waste management activities:

¢ Address Corrective Action Requirements per Ohio Administrative Code Rule 3745-54-101

USDOEMoundCACIass2, jms.wpd

OHIO EPA DHWM

JUN 3 0 2008



U.S. DOE Mijamisburg' Closure Project
Class 2 Permit Modification
Page 2 of 16

A2

MODULE A - GENERAL PERMIT CONDITIONS

GENERAL PERMIT CONDITIONS

Effect of Permit

ORC Sections 3734.02 (E) and (F) and 3734.05
OAC Rule 3745-50-58(G)

(a) The Permittee is authorized to conduct Corrective Action activities in
accordance with the terms and conditions of this permit, ORC Chapter 3734,
all applicable Ohio hazardous waste rules, all applicable regulations
promulgated under the Resource Conservation and Recovery Act (RCRA),
as amended, and the approved hazardous waste facility instaliation and
operation permit renewal application, as such application has been revised
and supplemented and as such application may be modified pursuant to the
hazardous waste rules. The approved Part B permit application as submitted
to Ohio EPA on April 17, 2001, and any subsequent amendment thereto, is
hereby incorporated into this permit. Inthe instance ofinconsistent language
or discrepancies between the above, the language of the more stringent
provision shall govern.

(b)  Any management of hazardous waste not authorized by this permit is -
prohibited, unless otherwise expressiy authorized or specifically exempted
by law. Issuance of this permit does not convey property rights of any sort
or any exclusive privilege; nor does it authorize any injury to persons or
property, or invasion of other private rights. Compliance with the terms and
conditions of this permit does not obviate Permittee's obligation to comply
with other applicable provisions of law governing protection of public health
or the environment including but not limited to the Community Right to Know
law under ORC Chapter 3750.

Permit Actions
OAC Rule 3745-50-58(F)

This permit may be modified, revoked, suspended, or renewed as specified by Ohio
law. The filing of a request for a. permit modification, revision, revocation,
suspension, or renewal or the notification of planned changes or anticipated
noncompliance on the part of the Permittee, does not stay the applicability or

enforceability of any permit term or condition.

© OHIO EPA DHWM

JUN 3.0 2006



U.S. DOE Miamisburgblosure Project
Class 2 Permit Modificaticn
Page 3 of 16

A3, Permit Effective/Expiration Date
- QAC Rule 3745-50-54

The effective date of this permit is the date the permit is entered into the Director's
Journal. The permit expiration date is five years after the date of journalization of
this permit.

A.4. Severability

The provisions of this permit are severable, and |f any provision of this permit, orthe
application of any prowsmn of this permit to any circumstance, is held invalid, the
‘application of such provision to other circumstances, and the remainder of this
permit, shall not be affected thereby.

A5. Dulyto ComApI\g :
OAC Rule 3745 50 58(A)

. The Permittee shall comply with all apphcabie provisions of ORC Chapter 3734, a[I
applicable Ohio hazardous waste rules, and all terms and conditions of this perm:t
except to the extent and for the duration such noncompliance is authorized by the
laws of the State of Ohio. Any permit noncompliance, other than noncompliance
authorized by the laws of the State of Ohio, constitutes a violation of ORC Chapter
3734 and the rules adopted thereunder and is grounds for enforcement action,
suspension, revocation, modification, revision, denial of a permit renewal application
or other appropriate action.

AB. Duty to Reapply and Permit Expiration ‘
OAC Rules 3745-50-40(E); 3745-50-58(B); 3745-50-56 and ORC Section
3734.05(H)

(a) Ifthe Permittee wishes to continue an activity allowed by this permit after the
expiration date of this permit, the Permittee must submit a completed
application for a hazardous waste facility instaliation and operation permit
renewal and any necessary accompanying general plans, detailed plans,
specifications, and such information as the Director may require, to the
Director no later than one hundred eighty (180) days before to the expiration
date of this permit or upon approval of the director a later date prior to the
expiration date if the Permittee can demonstrate good cause for late
submittal. '

OHIO EPADHWM

JUN 3 0 2006



U.S. DOE Miamisburg Closure Project
Class 2 Permit Modification
Page 4 of 16

AT

A.8.

(b)  The Permittee may continue to operate in accordance with the terms and

condition of the expired permit until a renewal permit is issued or denied if:

(i) the Permittee has submitted a timely and complete application for a
renewal permit under OAC Rule 3745-50-40; and

(i)  through no fault of the Permittee, a new permit has not been issued
pursuant to OAC Rule 3745-50-40 on or before the expiration date of
this permit. .

()  The corrective action obligations contained in this permit will continue

regardless of whether the facmty continues to operate or ceases operation -
and closes. The Permittee is obligated to complete facility-wide corrective
action under the conditions of this permit regardless of the operational status
of the facility. The Permittee must submit an application for permit
reissuance at least 180 days before the expiration date of this permit
pursuant to OAC 3745-50-40(D) unless a) the permit has been maodified o
terminate the corrective action schedule of compliance and the Permittee .

. has been released from the requirements for financial assurance for
corrective action; or b) permission for a later date has been granted by the
Director. The Director shall not grant permission for applications to be
submitted later than the expiration date of the existing permit.

Need to Halt or Reduce Activity Not a Defense
OAC Rule 3745-50-58(C)

It shall not be a defense for the Permittee in an enforcement action that it would
have been necessary to halt or reduce a permitted activity in order to maintain
compliance with the conditions of this permit.

Duty to Mitigate
OAC Rule 3745-50-58(D)

The Permittee shall expeditiously take all reasonable steps necessary to minimize
or correct any adverse impact on the environment or the public health resulting from
noncompliance with this permit.

OHIQ EPA DHWM

JUN 3 ¢ 7005



U.S. COE Miamisburg\CIosure Project
Class 2 Permit Modification
Page 5 of 16

A.8. Proper Operation and Maintenant;e
OAC Rule 3745-50-58(E)

The Permittee shall at all times properly operate and maintain the facility (and
related appurtenances) to achieve compliance with the terms and conditions ofthis
permit. Proper operation and maintenance includes, but is not limited to, effective
management practices, adequate funding, adequate operator staffing and training,
and where appropriate, adequate laboratory and process controls, inciuding
appropriate quality assurance/quality control procedures. This provision requires
the operation of back-up or auxiliary facilities or similar systems only when
necessary to achieve compliance with the terms and conditions of this permit.

A10. Duty to Provide Information
OAC Rule 3745-50-58(H)

The Permittee shall furnish the Director, within a reasonable time, any relevant
infornration whictrthe Birectormay requestto-determine whethér cause exists for
modifying, revising, revoking or suspending this permit or to determine compliance
with this permit. The Permittee shall also furnish the Director, upon request, copies
of records requured to be kept by this permit. :

A.11. Inspection and Entry
OAC Rule 3745-50-58(l), 3745-50-30 and ORC Section 3734.07

(@  The Permittee shall allow the Director, or an authorized representative, upon
stating the purpose and necessity of the inspection and upon proper
identification to:

(i) enter at reasonable times upon the Permittee's premises where a
regulated facility or activity is located or conducted, or where records
must be kept under the terms and conditions of this permit;

(i)  have access to and copy, at reasonable times, any records required
to be kept under the terms and conditions of this permit;

(i)  inspectand photograph at reasonable times$ any facilities, equipment
(including monitoring and control equipment), practices, or operations
regulated or required under the terms and condition of this permit; and

(iv)  sample, document, or monitor, at reasonable times, for the-purposes
of assuring permit compllance or as otherwise authorized by ORC

OHIO EPA DHWM
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U.S. DOE Miamisburg Closure Praject
Class 2 Permit Modification
Page 6 of 16

Chapter 3734 and the rules adopted thereunder any substances or
parameter at any location.

(b}  Anyrecord, report or other information obtained under the hazardous waste
rules or Chapter 3734 of the Revised Code shall not be available to the
public upon the Permittee's satisfactory showing to Ohio EPA that all or part
of the information would divulge methods or processes entitled to protection

- as trade secrets pursuant to Ohio Trade Secret Law and OAC Rule 3745-50-
-~ 30.

A.12. Monitering and Records
- OAC Rules 3745-50-58(J)

(a) Any sample and measurement taken for the purpose of monitoring shall be
a representative sample or measurement, as such term is defined and used
in the Ohio hazardous waste rules. The method used to obtain a
representative sample of the waste to be analyzed must be the appropriate
method from Appendix | of OAC Rule 3745-51-20, Laboratory Methods.
| aboratory methods must be those specified in Test Methods for the
Evaluation of Solid Waste: Physical /Chemical Methods: SW-846:Third
Edition, November 1992; and additional supplements or editions thereof;
Standard Methods for the Examination of Water and VWastewater:
Seventeenth Edition, 1989; or an equivaleni method as specified in the
approved waste analysis plan, or as such term is defined and used in the
Ohio hazardous waste rules.

(b)  Records of monitoring information shall specify the:
(i} - date(s), exact place(s), and time(s) of éamp]ing or measurements;
(i) | individual(s) who performed the sampling or measurements;
(i)  date(s) analyses were performed,; |
(v)  individual(s) who performed the analyses;
(v)  analytical technique(s) or methdd(s) used; and

(vi}  results of such analyses.

CHIO EPADHWM
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U.S. DOE Miamisburg Closure Project
Class 2 Permit Modification
Page 7 of 16

A.13. Signatory Requirement and Certification of Records
OAC Rule 3745-50-58(K) and 3745-50-42

All applications, reports or information shall be properly signed and certified in
accordance with OAC Rule 3745-50-58(K).

A.14. Reserved

A.15. Planned Changes .
OAC Rules 3745-50-51 and 3745-50-58(L){(1)

The Permittee sﬁall give notice to the Director as soon as possible of any planned '
physical alterations or additions to the permitted facility. All such changes must be
made in accordance with OAC Rule 3745-50-51.

A.16. Waste Shipments e
OAC Rule 3745-52-12, ORC 3734.15(C)

The Permittee shall only use properly registered transporters of hazardous waste
to remove hazardous waste from the facility, in accordance with all applicable laws
and rules. ' _

A.17. Anticipated Noncompliance
OAC Rule 3745-50-58(L)(2)

The Permittee shall give advance notice to the Director of any planned changes in
the permitted facility or operations which may result in noncompliance with the
terms and conditions of this permit. Such notification does not waive the
Permittee's duty to comply with this permit pursuant to Condition A.5.

A.18. Transfer of Permits ‘
OAC Rules 3745-50-52; 3745-50-58(L.){3) and 3745-54-12

(a)  This permit is not transferable to ‘any person except after notice of the
director. ' '

(b)  The permit may be transferred to a new owner or operator only if such
transfer is conducted in accordance with ORC Chapter 3734 and the rules
adopted thereunder. This permit may be transferred by the Permittee to a
new owner or operator only if the permit has been modified under OAC Rule

OHIO EPADHWM
JUN 3 0 2005



U.S. DOE Miamisburg Closure Project
Class 2 Permif Modification
Page 8 of 16

A.19.

A.20.

3745-50-51. Before transferring ownership or operation of the facility the
Permittee shall notify the new owner or operator in writing of the
requirements of ORC Chapter 3734 and the rules adopted thereunder
(including all applicable corrective action requirements).

() The Permittee's failure to notify the new owner or operator of the
requirements of the applicable Ohio law or hazardous waste rules does not
relieve the new owner or operator of its obligation to comply with all
applicable requirements.

Compliance Reporis

OAC Rule 3745:50-58(L)(5) and 3745-50-50

Reports of compliance or noncompliance with, or any progress reports on, interim
and final requirements contained in any compliance schedule (developed in
accordance with OAC Rule 3745-50-50) of this permit shall be submitted Director
no later than fourteen (14) days following each scheduled date.

Immediate Reporting of Noncompliance
OAC Rule 3745-50-58(L)(6)

(a)  The Permittee shall report orally to Ohio EPA’s Division of Emergency and
Remedial Response within twenty-four hours from the time the Permittee
becomes aware of any noncompliance with this permit, ORC Chapter 3734
or the rules adopted thereunder, which endangers human health or the
environment, including: :

(i) information concerning the release of any hazardous waste that may
cause an endangerment fo public drinking water supplies; and

(i)  anyinformation of a release ordischarge of hazardous waste orafire
or explosion from the hazardous waste facility, which could threaten
the environment or human health outside the facility.

(b)  The report shall consist of the following information (if such information is
available at the time of the oral report):

(1) name, address, and telephone number of the owner or operator;

(il  name, address, and telephone number of the facility;
‘JHIO EPADHWM

JUN 3 0 2008



U.S. DOE Miamisburg Closure Project
Class 2 Permit Modification
Page 9 of 16

(i)  name and quantity of material(s) involved;
(iv)  the extent of injuries, if any;

(v)  anassessment of actual or potential hazards to the environment and
human health outside the facility, where this is applicable; and

(vi)  estimated quantity and disposition of recovered material that resulted
from the incident.

"A.21. Follow-Up Written Report of Noncompliance
OAC Rule 3745-50-58(L)(6)(c)

(a)  Awritten report shall also be provided to Ohio EPA's Division of Emergency
and Remedial Response and the Division of Hazardous Waste Management
at the Southwest District Office within five (5) days of the time the Permittee

- becomes-aware of the circumstances reported-in Condition-A.20. .

(b}  The written report shall address the items in A.20 and shall contain a
description of such noncompliance and its cause; the period(s) of
noncompliance (including exact dates and times), whether the
noncompliance has been corrected; and, if not, the anticipated time it is
expected to continue; and steps taken or planned to minimize the impact on
human health and the environment and to reduce, eliminate, and prevent
recurrence of the noncompliance.

(c) The Permittee need not comply with the five (5) day written report

: requirement if the Director, upon good cause shown by the Permittee, waives
that requirement and the Permittee submits a written report within fifteen (15)
days of the time the Permittee becomes aware of the circumstances.

A22. Oti‘\er Noncompliance
OAC Rule 3745-50-58(L)(10) and 3745-50-58(L)(4)

The Permittee shall report to the Director, all other instances of noncompliance not
provided for in Condition A.20. These reports shall be submitted within a month of
the time at which the Permittee is aware of such noncompliance. Such reports shall
contain all information set forth within Condition A.20 of this permit.

A.23. Reserved

OHIO EPA DHWM

JUN 3 0 2006



~ U.S. DOE Miamisburg Closure Project
Class 2 Permit Modification
Page 10 of 16

A24.

A.25.

A.26.
A27.
A.28.

A.28.

QOther Information
QAC Ruje 3745-50-58(L)}(11)

If at any time the Permittee becomes aware that it failed to submit any relevant
facts, or submitted incorrect, misleading, or incomplete information to the Director,
the Permittee shall promptly submit such facts, information or corrected information
to the appropriate entity.

Confidential Information
OAC Rule 3745-50-30

In accordance with ORC Chapter 3734 and the rules adopted thereunder, the
Permittee may request confidentiality of any information required to be submitted
by the terms and conditions of this permit. Including any information obtained by -
the Director, or an authorized representative, pursuant to the authority provided
under condition A.11 of this permit.

Reserved

Reserved

| Reserved

Reserved

OHIO EPADHWM

JUN 3 0 2006



U.S. DOE Miamisburg Clostire Project
Class 2 Permit Medification

Page 11 of 16

B.1.

Design. Maintenance and Qperation of Facility

MODULE B - GENERAL FACILITY CONDITIONS

OAC Rule 3745-54-31

(a)  The Permittee shall design, construct, maintain and operate the facility to
- minimize the possibility of a fire, explosion, or any unplanned sudden or
non-sudden release of hazardous waste constituents to air, soil, and ground
or surface waters which could threaten human health or the environment.

B.2.
B.3.
B.4.
B.5.
B.6.
B.7.
B.5.
B.9.
B.10.
B.11.
B.12.
B.13.
B.14.
B.15.

B.16.

(b) The Permittee shall not accept any hazardous waste from off-site sources.

Reserved
Reserved--
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved

Reserved

OHIO EPA DHWM
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U.S. DOE Miamisburg Closure Project
Class 2 Permit Modification
Page 12 of 16

B.17. Reserved
B.18. Reserved
B.19. Reserved
B.20. Reserved
B.21. Reserved
B.22. Reserved
B.23. Reserved

B.24. Manifest System
OAC Rules 3745-54-70, 3745-54-71, 3745-54-72 and 3745-54-76

(a)  In the management of waste at the facility the Permittee shall comply with
the provisions of OAC Chapter 3745-52 and OAC Rules 3745-54-71,
3745-54-72 and 3745-54-76 with regard to the manifest system.

B.25. Reserved
B.26. Reserved
B.27. Reserved
B.28. Reserved
B.29. Reserved
B.30. Reserved
B.31. Reserved
B.32. Reserved

B.33. Reserved

B.34. Reserved : _ OHIC EPA DHWH
| | JUN 30 2005



U.S. DOE Miamisburg Closure Project
Class 2 Permit Modification
Page 13 of 16

B.35.
3,36.
B.37.
B.38.
B.39.

B.40.

Reserved
Reserved
Reserved
Reserved

Reserved

General Requirements for Land Disposal Restrictions

OAC Chapter 3745-270

(a) The Permittee shall comply with all applicable regulations regarding land
disposal prohibitions and restrictions as required by OAC Chapter 3745-270.

OHIO EPADHWM

JUN 3 0 2006
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MODULE G - Reserved
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U.5. DOE Miamisburg Clostre Project
Class 2 Permit Modification
Page 150f 16 -

MODULE D - Reserved
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U.S. DOE Miamisburg Closure Project
Class 2 Permit Modification
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MODULE E - CORRECTIVE ACTION REQUIREMENTS

E.1. CORRECTIVE ACTION AT THE FACILITY

OAC Rules 3745-50-10 & 3745-54-101

(a)

(b)

U.S. Department of Energy (U.S. DOE) shall address releases of
hazardous substances, inciuding hazardous waste and hazardous waste
constituents, from any waste management unit at the facility using
authority granted to U.S. DOE under the Comprehensive Environmental
Response, Compensation, and Liability Act (CERCLA) Section 104, to
implement removal or remedial actions necessary fo protect human health
and the environment. U.S. DOE shall address releases from any waste
management unit at the facility in a manner consistent with and in
compliance with applicable Ohio law and rules. The authority for U.S.
DOE to implement response actions for releases at the facility was
granted by Executive Order 12580, which gave U.S. DOE the authority to
implement response actions for releases at DOE facilities. The authority
for U.S. DOE to implement response actions for releases at the facility is

- also contained in the Federal Facilities Agreement (FFA), negotiated

under CERCLA Section 120 between the U.S. Environmental Protection
Agency (U.S. EPA) and U.S. DOE. The State of Ohio became a party to
this agreement in 1993,

U.S. DOE shall address releases of hazardous substances, including-
hazardous waste and hazardous waste constituents, beyond the facility
boundary using authority granted to U.S. DOE under CERCLA Section
104, to implement removal or remedial actions necessary to protect
human health and the environment. U.S. DOE shall address releases
beyond the facility boundary in a manner consistent with and in
compliance with applicable Ohio law and rules. The authority for U.S.
DOE to implement response actions for releases beyond the facility
boundary was granted by Executive Orde12580, which gave U.S. DOE
the authority to implement response actions for releases at DOE facilities.
The authority for U.S. DOE to implement response actions for releases
beyond the facility boundary is also contained in the FFA, negotiated
under CERCLA Section 120 between U.S. EPA and U.S. DOE. The State
of Ohio became a party to this agreement in 1993,

END OF PERMIT CONDITIONS

USDOEMoundCAGIass2 jms.wid ’ OH\O EPA DHWM

JUN 3 0 2008
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State of Ohio Enwronmental Protcctwn Agency

401 East Fifih Sireet
Dayton, Ohio 45402-2911

TELE: (937) 285-6357
FAX: (937) 285-6249

L MA .
CERTIFIED MAIL ; Y 27 2004
echnicaj Suppert ang p,
May 19, 2004 Wasts, ee Manosement s socton

Mr. John Fulton

U.S. DOE Mound

P.O. Box 66
Miamisburg, Ohio 45342

Re: Final Facility Closure; Miamisburg Environmental Management Project;
OH6890008984/05-57-0677

Dear Mr. Fulton:

On March 22, 2002, Ohic EPA approved a closure plan for a hazardous waste container
storage unit associated with Building 72 which is located at the Miamisburg Environmental
Management Project (MEMP) at One Mound Road, Miamisburg, Ohio 45342. On
November 25, 2003, the Director received final certification documents for this unit. Within
these documents you and Mr. Micheal D. Giordano, P.E., have certified that the container

storage unit within Building 72 has been closed accordlng to the specifications in the
approved closure plan.

To verify MEMP closure activities, Jeff Smith from Ohio EPA’s Southwest District Office
conducted a final inspection of Building .72 on December 15, 2003. He also reviewed
documents pertaining to the closure of the unit and determined that the activities proposed
in the closure plan were conducted adequately. Based on this inspection and review, Ohio
EPA has determined that MEMP has closed the unit in accordance with the approved
closure plan and Ohio Adminisirative Code (OAC) rules 3745-55-11 through 3745-55-15.
This area is the last remaining unit authorized by the facility’'s Ohio Hazardous Waste
Installation & Operation Permit for conducting long-term storage of hazardous wastes.
Therefore closure of this unit constitutes full facility closure

Although MEMP has now satisfactorily addressed the facility closure requirements under
Ohio’s hazardous waste laws, MEMP will remain subject to permitted facility requirements
for the purpose of addressing RCRA Corrective Actions obligations, as required by OAC
3745-55-011. Therefore, in accordance with OAC 3745-50-51, in order to update the
facility’s permit and corresponding information within the permit application, MEMP officials
are currently in the process of pursuing the appropriate permit modification.

_ ' - FULTON.HO.WFD
@ Printed on Recycled Paper Bob Taft, Governor
Ohio EPA is an Equal Opportunity Employer Jennette Bradley, Lt. Governor

Christopher Jones, Director



DOE Mound Closure Project
Final Closure Letter
Page 2 of 2

Please contact Jeff Smith by phone at (937) 285-6070 if you have any questions
concerning either the closure or permit-related issues that are addressed within this
correspondence.

Sincerely,

L )

Harold O'Connell, Supervisor
Division of HazardousyWaste Management

e Pamela Allen, Manager, RISS, CO
Ed Lim, Manager, ERAS, CO
Harry Sarvis, Manager, CAS, CO
Harriet Croke, U.S. EPA - Region V
Jeff Smith, DHWM, SWDO
Tim Stiager, DHWM, SWDO
Brian Nickel, OFFO, SWDO

ec: Jeremy Carroll, Supervisor, ERAS, DHWM
Stephanie Beak, Supervisor, ERAS, DHWM
Jeff Patzke, DDAGW, CO
DDAGW District File

HO/br



State of Ohio Environmential Protection Agency

STREETADDRESS: WMAJLING ADDRESS:

Lazarus Government Center TELF: (614) 844-3020 FAX: (614) 644-3184 P.0O. Box 1049

122 3. Front Street Columbus, OH 43216-1049
Columbus, Ohic 43215

' Certified Mail Re: U.S. DOE Miamisburg Closure Project
Return Receipt Requested EPA ID #: OH8.890. 008 !’»384—7
November 14, 2003 fs f

: NOV 2 8 2003
Mr. John Fuiton Technical Suppert g o
U.S DOE Miamisburg Closure Project Was gv?:;ratmanag? ont Brs sy oction
P.O. Box 68 G5 TS 7 Toves i
Miamisburg, Ohio 45343

Dear Mr. Fulton:

The Ohio EPA, Division of Hazardous Waste Management (DHWM) staff have
reviewed your January 24, 2003, Ohio hazardous waste facility installation and
operation permit (Permit) Class 3 Modification request (tracking number 030127-3A-1).
It is the recommendation of the staff that the director issue a draft Permit modification
for U.S. DOE Miamisburg Closure Project located at 1 Mound Road, Miamisburg, Ohio
45343, since the proposed modification to the permit appears to comply with applicable
hazardous waste rules. Therefore, | have enclosed a draft Class 3 Permit Modification
in accordance with Rule 3745-50-51 of the Ohio Administrative Code.

A public notice concerning the issuance of the draft Class 3 Permit Modification will
appear on November 18, 2003, in the Dayton Daily News newspaper. A public
announcement in similar form will be made over a local radio station. Ohio EPA will
accept written comments relevant to the modification application and the draft Permit
Modification untit December 17, 2003. Written comments and/or requests to hold a
public meeting should be submitted to Ohio EPA, Division of Hazardous Waste
Management, P.O. Box 1049, Columbus, Ohio, 43216-1049, (614) 644-2977 before
the close of the public comment period. Deta:ls about this draft actlon can be viewed
on Ohio EPA’s website under Stakeholders Involvement at
http.//web.epa.state.oh.us/dhwm/ You can review copies of the Permit application and
the draft Permit Modification at the Ohio EPA offices and the following location:

Miamisburg Senior Adult Center
305 Central Avenue
Miamisburg, Ohio 45343

(937) 866-8999

Bob Taft, Gavermnor
Jennette Bradley, Lieutenant Gevernor
Christopher Jones, Director

@ Printed en Racydlad Paper Ohic EFA is an Equal Opportunity Employer



Mr. John Fulton
U.S. DOE Miamisburg Closure Project
November 14, 2003

. Page 2

After carefully considering public comments, Ohio EPA will reconsider the draft Permit
Modification and should issue or deny the final Permit modification by January 16,
2004,

If you have any questions concerning the draft Class 3 Permit Modification, please call
Jeff Smith of the Southwest District Office at (937) 285-6357.

Sincerely,

/o { a | ]
(Pl b Wl )

Pamela S. Allen, Manager
Regulatory and Information Services
Division of Hazardous Waste Management

g;\users\iterryUSDOEMiamisurgClass 3CoverlLtNov03r.wpd

cc: - Edwin Lim, ERAS, DHWM, CO
Jeremy Carroll, ERAS, DHWM, CO
Dennis DeNiro, ERAS, DHWM, CO
Harriet Croke, EPA, Region 5
Paul Pardi, DHWM, SWDO
Jeff Smith, DHWM, SWDO
Susan Willeke, PIC, Ohio EPA
file



PUBLIC NOTICE
Montgomery County

OHIO EPA ISSUES DRAFT MODIFIED HAZARDOUS WASTE PERMIT

On November 14, 2003, Ohio EPA issued a draft class 3 modified Hazardous Waste Facility Installation and
Operation Permit (Permit) to the U.S. Department of Energy for its Miamisburg Closure Project (MCP) facility at 1
Mound Road, Miamisburg, Ohio 45343. The EPA ldentification Number for this facility is OH6890008984.

Why is U.S. Department of Energy MCP modifying its Permit?

The U.S. Department of Energy (U.5. DOE) MCP is a closed facility but was engaged primarily in the manufacture
of detonators and other components for nuclear weapons. This activity resulted in the generation of various
hazardous waste. U.S. DOE MCP stores these hazardous wastes in two on-site storage units. U.S. DOE MCP
wishes to change the name of the facility operator from BWXT of Ohio, Inc. to CH2M Hill Mound, Inc. The draft
modification Permit contains the conditions under which the facility must operate if the Permit receives finat approval.
To issue this draft Permit modification, Ohio EPA determined that the Permit application is complete and meets
appropriate standards and that the applicant has a history of compliance with relevant environmental laws and
demonstrates sufficient reliability, expertise and competency to operate a hazardous waste facility under this chapter
and Chapters 3704. and 6111. of the Revised Code, all rules and standards adopted under them, and terms and
conditions of a hazardous waste facility installation and operation permit, given the potential for harm to the public
health and safety and the environment that could result from the irresponsible operation of the facility. If issued, the
draft Permit modification will allow U.S. DOE MCP to make the requested changes. Details about this draft action
can be viewed on Ohio EPA’s website under Stakeholders Involvement at http://web.epa.state.oh.us/dhwm/

When and where will Ohio EPA hold a Public Meeting?

You may request Ohio EPA to hold a public meeting for this draft permit modification. You should send your request
to: Ohio EPA, Division of Hazardous Waste Management, Attn: Regulatory and Information Services, P.O. Box
1049, Columbus, Ohio 43216-1049, telephone number (614) 644-2977, fax number (614) 728-1245, e-mail:

dhwmcomments@epa state oh.us  If the request is granted, Ohio EPA will announce the time and location of the
pubic meeting.

When and how do | submit written comments?

You can submit written comments anytime between November 18, 2003, and December 17, 2003. Send your
commentis to Ohio EPA, Division of Hazardous Waste Management, Attn: Regulatory and Information Services, P.O.
Box 1049, Columbus, Ohio 43216-1049, telephone number (614) 644-2977, fax number (614) 728-1245, e-mail:
dhwmcomments@epa.state.oh.us.

Where can | review the Permit Application and Draft Modified Permit?
You can review this information at one of the following locations:

Miamisburg Senior Adult Center, 305 Central Avenue, Miamisburg, Ohio 45342, (937) 866-8999;
Ohio EPA Southwest District Office, 401 East Fifth Street, Dayton, Ohio 45402, (937) 285-6357: and,

Ohio EPA, Division of Hazardous Waste Management, 122 South Front Street, Columbus, Ohio 43215
(614) 644-2917.

What wiil Ohio EPA do with the comments?

After carefully considering public comments, Ohio EPA will reconsider the draft modified Permit, making any
necessary changes, and issue or deny the final Permit modification. Ohio EPA will issue a "response to public
comments," specifying any changes made to the draft Permit modification. If you commented on the draft
moedification, Ohio EPA will send you a copy of the "response to public comments” and the final permit decision.




Fact Sheet

Draft Hazardous Waste Permit Modification
Ohio Administrative Code Rule 3745-50-51

Public Participation Procedures and Comment
Period
OAC Rule 3745-50-22 B(5)(a)&(b)

All persons, including the applicant, may submit
written comments relating to this draft action. Written
comments or requests for a public meeting may be
submitted before the end of the comment period to
Ohio EPA, Division of Hazardous Woaste
Management, Regulatory and Information Services
Section, P.O. Box 1049, Columbus, Chio 43216-1049,
(614) 644-2980, or via e-mail at
dhwmcomments@epa.state.oh.us.

The comment period begins on November 18, 2003,
and ends on December 17, 2003. A copy of the

‘weapons.

permit application and the draft permit is available for
review by the public at the following locations:

Miamisburg Senior Adult Center
305 Central Avenue
Miamisburg, OH 45342
037-866-8999

Ohio EFA, Southwest District Office
401 E. Fifth Street

Dayton, OH 45402

937-285-8357

Ohio EPA, Central Office

Division of Hazardous Waste Management
l.azarus Government Center

122 South Front Street

Columbus, Ohio 43215

614-644-2917

After the close of the public comment period, Ohio EPA
will, without prior meeting, issue a modified permit (or
deny the request) in accordance with Chapter 3734 of
the Revised Code. If Ohio EPA approves the
application, a modified permit will be issued with terms
and conditions as are necessary to ensure compliance
with hazardous waste rules.

-Description of Facility

OAC Rule 3745-50-22 (B)}(1)

The U.S. Department of Energy’'s (U.S. DOE’s)
Miamisburg Closure Project (MCP), formerly known as
Mound Laboratory, is an inactive facility which made
detonators and other components for nuclear
Hazardous waste activities consist of
storage of containers of remnant waste inside
buildings.

Description of Requested Permit
Modification
OAC Rule 3745-50-22 (B){2)

The facility proposes to change its operator from
BWXT of Ohio Inc. to CH2MHill Mound, [nc.




Ohio EPA Fact Sheet
Page 2 of 2

Requlatory Basis to Support the Decision

to Modify the Permit Application
OAC Rule 3745-50-22 (B)(3)

When applying for a Class 3 permit modification, an
applicant (U.S. DOE MCP) is required (by OAC Rule
3745-50-51 (D)) to submit the relevant informational
requirements of OAC Rule 3745-50-43 (Part A
application contents), OAC Rule 3745-50-44 (Part B
application contents) and OAC Rule 3745-50-62 (Trial
Burn). U.S. DOE MCP submitted the Class 3
modification application with the relevant required
information on January 24, 2003. Ohio EPA has
reviewed the application and has determined that the
proposal complies with Ohio EPA rules.

Accordingly, Ohio EPA is issuing a draft action
indicating the Director’s intention with respect to the
issuance of a modified permit to U.S. DOE MCP.

Contact Person
OAC Rule 3745-5_0-22 {B)(6)

For additional information, please contact Jeff Smith
at 937-285-6357.




OHIO ENVIRONMENTAL PROTECTION AGENCY 5

MODIFIED OHIO HAZARDOUS WASTE FACILITY Ui,
INSTALLATION AND OPERATION PERM!ngi
o
Date of Issuance;
Effective Datas, S,

U.S. EPAID No *“; OH6 830 008 984

Ohio PermitiK 05-57-0677
Name of Permittee: U.S. Department of Energy Miamisburg Closure
Project
Mailing Address: P.O. Box 66

Miamisburg, OH 45343

Facility Location: 1 Mound Road , g,
Mlamlsburg - 4

Person to Contact:

l!-‘
pursuant and subject to Section 373 OS(L}’ of the Ohio Revised Code and Rule 3745-50-
51(D) of the Ohio Administrative GGd“j

The Ohio Hazardous Waste Facility Installation and Operation Permit with the above-
referenced permit number as issued by the Ohio Environmental Protection Agency and
journalized on March 22, 2002, is hereby incorporated by reference in its entirety, except
as it may be modified herein.

This modification of the permit shall remain in effect until such time as the Ohio Hazardous
Waste Facility Installation and Operation Permit is renewed, modified, wnthdrawn
suspended or revoked.

The Permittee shali coggplﬁgvﬁ? th all requirements of the modified Part B permit application
as amended or suppig é’nt 3dOn January 24, 2003. The information contained in the
modified Part B permLt@ppllcatlon is incorporated herein by reference. Specifically, all
written statements ﬁ? @mg the specifications, locations or capabilities of the processes,

equipment, contai devices, safety devices or programs or other matters made by the

applicant %ﬁh% erii mod ification application are hereby incorporated as express, binding
terms and e&‘ndrti&ns of this modified permit.




U.S. DOE MCP
Page 20f 2

- The modified Terms and Conditions of this permit are attached;
* incorporated herein by reference. The modified Terms and Conqﬁ;ifgpgn s'supersede and
replace the corresponding pages found in the March 22, 20%2 r%@e\ggffﬁermit.

Christopher Jones
Director




OHIO ENVIRONMENTAL PROTECTION AGENCY
DIVISION OF HAZARDOUS WASTE MANAGEMENT,

SUMMARY OF MODIFICATIONS TO HAZARDOUS W
INSTALLATION AND OPERATION PERM

U.S. Deparif
Closure Proj

nergy Miamisburg

Modification of the Hazardous Waste Facility Installation and Operation Permit will

authorize U.S. Department of Energy Miamisburg Closure Project to make the following
change: :

=

Class 3A Modification:

Change in operator from BWXT of Ohio | A HOMHill Mound, Inc.




OHIO ENVIRONMENTAL PROTECTION AGENCY

OHIO HAZARDOUS WASTE FACILITY
INSTALLATION AND OPERATION PERMIT RENEWAL

Permittee: U.S. DOE Miamisburg Closure Project (MCP)

Mailing
Address: U.s. DOE MCP
P.O. Box 66
Miamisburg, OH 45343
Cwner: U.S. Department of Energy
P.O. Box 66
Miamisburg, OH 45343
Operator: |
BAR T ofOlde—irne-
P.0. Box 3030
Miamisburg, OH 45343
Location: 1 Mound Road

Miamisburg, OH 45343

AUTHORIZED ACTIVITIES

In reference to the application of U.S. DOE K
Laboratory) for an Ohio Hazardous Waste Fa
Revised Code (ORC) Chapter 3734 and the rec
above-named facility the following hazard

4 Storage of hazardous waste (generated by on-site activities) in containers in Buildings 23 and 72.




State of Ohio Environmental Protection Agency

‘REETADORESS: MAILING ADDRESS:

Lazarus Government Center ‘ TELE: (514} 644-3020 FAX: (B14)644.3184 £.0. Box 1049

122 S. Front Street Columbus, OH 43216-1049
Columbus, Chio 43215

July 21, 2003 ' Re: U.S. DOE, Mound Closure Project
Building #23-Radioactive Mixed Waste
Completion of Partial Closure
OH6 890 008 984

CH2M Hill, Mound, Inc.

Attn: Mr. John Fulton, Site Manager
1 Mound Road

P.0O. Box 3030

Miamisburg, Ohio 45343-3030

Dear Mr. Fulton:

On March 22, 2002, Ohio EPA approved the closure plan for the U.S. DOE Mound
Closure Project (DOE Mound) facility for Building #23 Radioactive Mixed Waste
Storage Unit located at 1 Mound Road in Miamisburg, Ohio. This date coincides with
DOE Mound’'s Chio Hazardous Waste Facility Installation & Operation Final Permit
renewal issuance date. The renewal permit application was submitted in April 2001.

On April 24, 2003, Ohio EPA, Southwest District Office (SWDOQ) received final
certification documents from you and Mr. Michael D. Giordano, independent P.E.,
stating that the Building #23 storage unit had been closed according to the
specifications in the approved closure plan. To verify DOE Mound’s closure activities,
Mr. Jeff Smith from Ohio EPA's Southwest District Office, conducted a final inspection
of the storage unit on March 17, 2003. He also reviewed documents pertaining to the

closure of the unit and determined that the activities proposed in the closure plan were
conducted adequately.

Based on this inspection and review, Ohio EPA has determined that U.S. DOE Mound
has closed the radioactive mixed waste storage unit at Building #23 according to the
approved closure plan and rule 3745-55-11 of the Ohio Administrative Code (OAC).
There is one other unit at this facility that remains subject to closure requirements.
Therefore, the U.S. DOE Mound Closure Project will retain its TSD status.

Since Building #23 Radioactive Mixed Waste Storage Unit is now being closed, you are
requested to submit a permit modification in accordance with OAC rule 3745-50-51 to
reflect the reduction in the number of waste management units at the facility.

Bob Taft, Governer
Jennette Bradley, Lieutenant Governor
Christopher Jones, Director

@ Printed on Recycled Paper Ohia EPA is an Equal Cpportunity Emplaysr



Mr. John Fulton, Site Manager
CH2M Hill, Mound, Inc.

July 21, 2003

Page 2

Although DOE Mound has satisfied its closure obligations under Ohio’'s hazardous
waste laws for the storage unit, DOE Mound is still required to investigate and possibly
clean up contamination of hazardous waste or constituents at the site, despite the time
at which the waste was placed in the site. This obligation to investigate and possibly
clean up contamination from past activities is also known as RCRA Corrective Action.

If you have any questions concerning the closure process or the status of the facility,
please contact Tim Smith by phone at (937) 285-6357. His mailing address is: Ohio
EPA, Southwest District Office, Attn: Tim Smith, 401 East Fifth Street, Dayton, Ohio
45402-2911.

Sincerely,

Pamela S. Allen, Manager
Regulatory and Information Services -
Division of Hazardous Waste Management

G:\USERS\LTERRY/DCEMoundFinalLetter.wpd

ccC: Jeremy Carroll, DHWM, CO
John Schierberl, DHWM, CO
Tammy McConnell, DHWM, CO
Harriet Croke, USEPA, Region 5
Harold O’Connell, DHWM, SWDO
Tim Smith, DHWM, SWDO
file



RECEIVED

OHIO EPA
JUN & 12003
Ny, OF HAZARDOUS
WASTE MGT
INTER-OFFICE COMMUNICATION
TO: Pamela Allen, Regulatory and information Services Section, DHWM, Central
Office
o < L
FROM: Jeff Smith through Tim Staiger through Harold O'Connell, DHWM, SWDO

SUBJECT: Closure Certification for Unit at:
U.S. DOE Mound Closure Project
- OHS6 890 008 984
Montgomery County

DATE: June 10, 2003

U.S. DOE Mound Closure Project has submitted a closure certification for Building 23,
Radioactive Mixed Waste Storage Unit at their facility located at 1 Mound Road
Miamisburg, Ohio. The approved closure plan is contained within the permit renewal

issued on March 22, 2002. The original closure certification document was submitted to
Ohio EPA on April 24, 2003.

On March 17, 2003, a closure ceriification inspection was conducted. Ohio EPA
conducted a visual inspection and did not observe any signs of contamination and the
building appeared to be structurally sound. Building 23 and the surrounding area is also

subject to the decommissioning activities being conducted at the facility as part of the
CERCLA cleanup.

At the time of the inspection, the units appeared to be free of any residual waste. To the
best of my ability fo determine from a visual examination, and based on information
submitted with the certification received at this office on April 24, 2003, there was no
contamination associated with the unit and units closure appears to be protective of human
- health and the environment, in accordance with the approved closure plan. Thus, the

closure performance standards as specified by Ohio Administrative Code Rule 3745-55-11
have been met.

The closure certification was prepared by SAIC, and certified by Michael D. Giordano, P.E.
and CHMM, and John C. Fulton, Site Manager, for the Mound Closure Project. The

owner/operator certification contained the correct wording as specified in OAC Rule 3745-
50-42 (D).



U.S. DOE Mound Closure Project
Closure Certification
Page 2 of 2

The correspondence address for this facility is:

John Fulton, Site Manager
CH2M Hill, Mound, Inc.

1 Mound Road

P.O. Box 3030

Miamisburg, OH 45343-3030

Environmental Measures

As a result of closure activities, no waste was generated.

There is one unit at this facility that remains subject to closure requirements. Therefore,
U.S. DOE Mound Closure Project will retain their TSD status, and remain subject to
financial assurance requirements for closure.

Please consider incorporating within your certification letter-to Mound representatives- a--
request that the permit application be medified in accordance with OAC 3745-50-51 to
reflect the reduction in waste management units at the facility.

Should you have any questions, please feel free to contact me at (837) 285-6070.

ceC: Ed Lim, DHWM, CO
Harry Sarvis, DHWM, CO



OHD 68900039 54

@ cHz2MmuILL
= Mound, ing.

; John C. Fulton

1’3 Site Manager

3000 Mound Ave.
Miamisburg, OH 45343
(937) 865-4386
fultonje@doe-md.gov

December 11, 2002

Mr. Thomas Skinner

Regional USEPA Representative
77 W. Jackson Blvd.

Chicago, IL 60604

Dear Mr. Skinner:

As you are aware, the U.S. Department of Energy recently announced the selection of
CH2M HILL to complete the accelerated closure and transition of the Miamisburg
Closure Project (MCP). As the Site Manager for CH2M HILL Mound, Inc., | will be
responsible and accountable for ensuring the safe, on-time closure and transition of the
former Mound plant by March 31, 2006.

For the MCP to be successful, however, all interested parties need to work
collaboratively to achieve the end-state vision for the site. | want you to know that, to

‘this end, my staff and | are committed to partnering with you and your organization to
ensure that your concerns are seriously considered and addressed.. CH2M HILL boasts
a 56-year history of working closely with clients, regulators and stakeholders. In fact,
close partnering with all stakeholders is a fundamental tenet of our corporate Project
Delivery System™. Similarly, partnering with you is a fundamental tenet of our approach
to completing the Miamisburg Closure Project.

We believe that the working relationships delineated in the Mound 2000 Approach are
consistent with our corporate philosophy of close parinering with stakeholders to achieve
project goals. We will continue to work within the framework of the Mound 2000
Approach, and we will work with you to strengthen and improve our partnering
relationship. All of us at CH2M HILL, the site workforce, the residents and leaders of
Miamisburg, the State of Ohio and the U.S. Department of Energy have a vested interest
in cleaning up and transitioning the site safely and as quickly as possible.

Sincerely,

ohn C. Fulton

Site Manager
CH2M HILL Mound, Inc.



®p &

State of Ohio Environmental Protection Agency

"REET ADDRESS: - MAILING ADDRESS:

Lazarus Government Center TELé: (614) 644-3020 FAX: (614) 544,‘2329 U5 EFPA—REGIDN 5 P.O.Box 1049

122 S, Front Strest Columbus OH 43216-1049
Columbus, OH 43215-1099

August 14, 2001/ ‘ Re: U.S. DOE Mound Facility
\ v Completion of Partial Closure
: : uildings 1 i n g
@890008 JCE FE WJ
— AUG 2 2 2001
Mr. Oba Vincent WASTE MANAGEMENT BRANCH
U.S. DOE Mound Facility Waste, Pesticides & Toxics Division
P.O. Box 66 U.S. EPA—REGION 5

Miamisburg, Ohio 45343

Dear Mr. Vincent:

On January 18, 2000, the director of Ohio EPA approved the closure plan for the
filtration units in Buildings 1 and 27 at the Mound facility located at One Mound Road,
Miamisburg, Ohio 45343. On May 3, 2001, the director received final certification
documents from you and Michael P. May, P.E., of SRW Environmental Services, Inc.
stating that the filtration units in Buildings 1 and 27 have been closed according to the
specifications in the approved closure plan. To verify U.S. DOE’s closure activities, Mr.
Chris Cotton from Ohio EPA’s Southwest District Office, reviewed documents pertaining
to the closure of the filtration units in Buildings 1 and 27 and determined that the
activities proposed in the closure plan were conducted adequately.

Based on this inspection and review, Ohio EPA has determined that U.S. DOE Mound
has closed the hazardous waste filtration units in Buildings 1 and 27 according to the

approved closure plan and Rules 3745-66-11 through 3745-66-15 of the Ohio
Administrative Code (OAC).

There are two other units at this facility that remain subject to closure requirements.
Therefore, U.S. DOE Mound will retain its TSD status.

Although U.S. DOE Mound has satisfied its closure obligations under Ohio’s hazardous
waste laws, your company may still be required to investigate and possibly clean up
contamination of hazardous waste or constituents from any waste management unit at
the facility, despite the time at which the waste was placed in the unit. This obligation to

investigate and possibly clean up contamination from past activities is also known as
RCRA Corrective Action.

Bob Taft, Governor
Maureen O'Connor, Lieutenant Governor
Christopher Jones, Director
@ Printed on Recycled Paper



Mr.Oba thcent
U.8. DOE Mound
Page' 2

If you have any questions concerning the closure process or the status of the facility,
please contact Chris Cotton by phone at (937) 285-6093. His mailing address is Ohio
EPA, Southwest District Office, Attn; Chris Cotton, 401 East 5™ Street, Dayton, Ohio
45402, ' '

Sincerely,

TN I

Pamela S. Allen, Manager
Information Technologies and Technical Support Section
Division of Hazardous Waste Management

GWSERSV TERRYWISDOEMoundClesure.wpd

cc.  Jeremy Carroll, DHWM, CO
Harry Sarvis, DHWM, CO
Harriet Croke, USEPA, Region 5/
Chris Cotton, DHWM, SWDO
file



State of Chio Envirenmental Protection Agency

P.O. Box 1049, 1800 WaterMark Dr. E @ E ﬂ v E )
Columbus, Ohio 43266-014% D |

George V. Voinovich

Governor
; ;)(2‘112)3;422 y329 Donald R. Schregardus -
‘ L JuN 9 1qqq bt Director
Certified Mail Re:  Notice of Deficiency

Return Receipt Requested ~ MNOHWI PERMIT SECTION - s Anoniod Clocrmd
Waste, Pesticides & Toxics Division - _
EGlONS U S DOE Mound
US.EPA-R OH6 820 008 984
05-57-0677

May 26, 1999

Mr. Oba Vincent
U.S. DOE Mound Facility
P.O. Box 68

Miamisburg, Ohio 45343

Dear Mr. Vincent:

On February 9, 1998, Ohio EPA received from U.S. DOE - Mound an amended closure plan for
the Bum Area located at One Mound Road, Miamisburg, Ohio.

The owner or operator and the public were given the opportunity o submit written comments
regarding the amended closure plan in accordance with OAC Rule 3745-66-12. The public

comment period extended from March 23, 1998 through April 29, 1998. No public comments
were received by Ohio EPA.

The Ohio EPA, Division of Hazardous Waste Management (DHWM) has conducted a review of

the above referenced closure plan, and has determined it to be incomplete and techmca[ly
inadequate.

We have enclosed, as an attachment to this correspondence, detailed deficiency comments on
the closure plan. Please provide a revised closure plan addressing all areas indicated in the
deficiency comments. OAC Rule 3745-66-12 requires that such a revised amended closure

plan be submitted to the Director of the Ohio EPA for approval within thirty (30) days of the
receipt of this ietter.

The revised amended closure plan shall be prepared in accordance with the following editorial
protocol or convention:

1. Old Language is over-struck, but not obliterated.
2. New Language is capitalized.
3. Page headers should indicate date of submission.

4, If significant changes are necessary, pages should be re-numbered, table of contents
revised, and complete sections provided as required.

@ Printed on recycled paper

EPA 1613 (12/85)



Oba Vincent
U.S. DOE - Moumd
Page 2

The revised amended closure plan should be submitted to: Ohio Environmental Protection
Agency, Division of Hazardous Waste Management, Attn: Tom Crepeau, Manager, Data
Management Section, P.O. Box 1049, Columbus, Ohio 43216-1049. A copy should also be sent
to: Pat Willoughby, Ohio EPA, Southwest District Office, 401 E. 5th St., Dayton, Ohio.

" The Ohio EPA will, pursuant to OAC Rule 3745-66-12, review the re-submitted plan and issue a
final action approving or modifying the plan. Ohio EPA’s final action on the re-submitted plan is
appealable to the Environmental Review and Appeals Commission.

If you wish to arrange a meeting to discuss ycur responses to this Notice of Deficiency, piease
contact Pat Willoughby, at (937) 285-6092. . .

Sincerely,

Donald S. Marshall, Manager
Division of Hazardous Waste Management
Southwest District Office

cc: Tom Crepeau, DHWM, Central File, Ohio EPA
Harriet Croke, U.S. EPA, Region V
Ed Lim, Manager, Engineering & Risk Assessment Section, CO, Ohio EPA
Pat Willoughby, DHWM/SWDO
Chris Budich, DHWM/SWDO



ATTACHMENT 1

Commenf:

In conjunction with the use of industrial exposure scenarios for determining the risk
posed from residual contamination at the former Burn Area, Ohio EPA will require that
Mound representatives agree to:

a) commit to ensuring that the area will be restricted for the purpose of industrial
use during the period in which Mound maintains ownership of the property; and;

b) include within the closure plan a commitment to impose appropriate land use
restrictions (i.e. deed restriction) to the location in which the unit was formerly
operated.

Mound officials have indicated the following, located within Section 4.4, on page 29 of
the amended closure plan, in attempting to address such restrictions:

"Deed restrictions will be put in place to include the Burn Area"

Ohio EPA requests that DOE Mound officials revise the amended closure plan submittal
by supplying specific information on:

1) the proposed process and associated legal mechanism which will be pursued to
ensure that land-use restrictions which correspond to Mound's application of industrial

exposure scenarios when determining risk based remediation standards for closure of
the Burn Area.

2) the specific wording to be contained within the deed restriction. Reference to
attachment 2 provided indicates the appropriate considerations which need to be
addressed within the deed restriction. Initially, such information should be supplied as
an appendix to the amended closure plan. In the event of an ownership transaction
involving the property, Mound representatives will be required to submit a copy of the
deed to Ohio EPA within 30 days of filing the property conveyance with local
authorities.

Please note that specific information pertaining the unit (e.g., description, geographic
coordinates, etc.) must be indicated within deed restriction.



ATTACHMENT 2

The Grantor, United States Department of Energy - Mound hereby provides public notice about,
and imposes restrictions on, the following described real estate which is a sub parcel of the
Property [or whatever term is used in the deed to define the property under ownership],

which sub parcel shall hereinafter be referred to as the "Burn Area," more partlcularly described
as follows:

[metes and bounds definition of the Area]
i In consideration for the Director of Ohio EPA’s , 19 approval of Grantor’s

Hazardous Waste Closure Plan for the Burn Area, Grantor agreed to impose certain

restrictions on the Burn Area and comply with the covenants terms and conditions
related thereto.

2. Pursuant to this agreement, the Grantor hereby imposes the following restrictions on the
Bum Area:

The Burn Area shall not be used for residential activities, but may be used for industrial
activities. The term "residential activities" shall include, but not be limited to, the
following:

(2) Single and multi-family dwelling and rental units;
(b) Day care centers and preschools;

(c) Hotels and motels;

(d)  Educational (except as a part of industrial act1V1tles within the Burn Area)
and religious facilities;

(e} Restaurants and other focd and beverage services (except as a part of
industrial activities within the Bumn Area);

() Entertainment and recreational facilities (except as a part of industrial
activities within the Burn Area);

{(g)  Hospitals and other extended care medical facilities; and
(h)  Transient or other residential facilities.
The term "industrial activities” shall include manufacturing, processing operations and

office and warehouse use, including but not limited to production, storage and sales of
durable goods and other non-food chain products and parking/driveway use.



The covenants, terms, conditions, and restrictions of this instrument shall be binding
upon, and inure to the benefit of, the Grantor and the State of Ohio and their respective
personal representatives, heirs, successors, assigns and transferees and shall continue as a
servitude running in perpetuity with the Burn Area, subject to termination or modification
as described below. The term “Grantor,” wherever used herein, shall include the person
and/or entity named above, identified as “Grantor,” and its personal representative, heir,
successor, assign and transferee.

‘The Grantor may request written approval for a use of the Burn Area which is not
specifically permitted by the restriction set forth above in paragraph 2 by submitting a
written petition, via certified mail, to the Director of Ghio EPA for termination or
modification of this restriction. Any such request which constitutes a change in the
specific prohibition may only be granted by the Director of Ohio EPA, in his sole
discretion, based on the standards described below. In such event, the petition for
modification or termination shall state the specific provision(s) sought to be modified or
terminated and shall further include evidence demonstrating:

(a)  The Burn Area meets Ohio's tisk-based closure performance standard in
effect at the time of such petition for a residential (or equivalent) land-use
scenario; or ' :

(b)  The Burn Area has been sample tested and compared with background
samples taken from land surrounding the Burn Area which has been
unaffected by past treatment, storage, or disposal of hazardous waste, and
such data shows that current conditions present at the Burn Area are not
statistically greater than background conditions.

The petition for termination or modification will be considered by the Director of Ohio
EPA only when it presents new and relevant information not previously considered prior
to the imposition of this restriction by the Agency. The Director of Ohio EPA will issue a
determination based upon the criteria set forth in paragraph 4 above.

Foer violation or breach of the foregoing use restriction, the Director of Ohic EPA shall
have the right to proceed at law or in equity to compel compliance with the terms hereof
or to obtain injunctive relief in order to prevent violation or breach of the foregoing use
restriction. Failure to timely enforce the foregoing covenant and use restriction by any
party shall not bar subsequent enforcement by such party and shall in no manner be
deemed a waiver.



State of Ohio Environmental Protection Agency

iET ADDRESS: ] BAILING ADDRESS:
1800 WaterMark Drive TELE: (§14) 644-3020 FAX: (614) 644-2329 P.O. Box 1049
Columbus, OHM 43215-1099 Columbus, OH 432161049
CERTIFIED MAIL Re: CLOSURE PLAN EXTENSION
~ U.S. DOE-Mound
Burn Area

OH6 890 008 984/05-57-0677
March 14, 1997

Dear Mr. Vincent:

Oba L. Vincent o “QJ
Department of Energy fai oY o»
Ohio Field Office s 8
Miamisburg Area Office {_; ~ 9
P.O. Box 66 = %‘- =
Miamisburg, OH 45343-0066 < o

&5

-

On January 23, 1997, U.S. BOE-Mound, located at 1 Mound Road, Miamisburg, Ohio, submitted a
request for an extension to the closure period specified in the approved closure plan dated August 16,
1996, for fifty-seven (57) days, untl April 10, 1997. The extension request was submitted pursuant o
OAC Rule 3745-66-13(B) as closure will require longer than the 180 day period specified in OAC Rule
3745-66-13. U.S. DOE-Mound has requested this extension because several unforeseen delays have
occurred having to do with the management of soil and demonlition material.

My staff revieweci your request and recommends that the extension be granted per rule 3745-66-13(B) of
the Ohio Administrative Code. I concur and am therefore granting this extension request. This extension
is being granted for the above referenced closure plan and expires on April 10, 1997,

U.S. DOE-Mound shall continue to take all steps to prevent a threat to human health and the environment
from the unclosed, but inactive waste management unit per OAC Rule 3745-66-13(B)(2).

Please be advised that approval of this closure extension request does not release U.S. DOE-Mound from
any responsibilities as required under the Hazardous and Solid Waste Amendments of 1984 regarding
corrective action for all releases of hazardous waste or constituents from any solid waste management unit,
regardless of the time at which waste was placed in the unit.

When closure is completed, the Ohio Administrative Code Rule 3745-66~15 requires the owner or operator

of a facility to submit to the Director of the Ohio EPA certification by the owner or operator and an

independent professional engineer that the facility has been closed in accordance with the specifications in

the approved closure plan. These cemﬁcahons shall follow the format specified in OAC 3745-50-42(D),
st pany of ¥2
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v George V. Voinovich, Governof

Nancy P. Hollister, Lt. Governor
Donaid R. Schregardus, Director




Oba L. Vincent
U.S8. DOE-Mound
Page 2

and should be submitted to: Ohio Environmental Protection Agency, Division of Hazardous Waste
Management, Attn: Tom Crepeau, Data Management Section, P.O. Box 1049, Columbus, Ohio 43216-
1049.

You are hereby notified that this action of the Director is final and may be appealed to the Environmental
Review Appeals Commission (“ERAC”) pursuant to Section 3745.04 of the Ohio Revised Code. The
appeal must be in writing and set forth the action complained of and the grounds upon which the appeal is
based. If must be filed with the Environmental Review Appeals Commission within thirty (30) days from
the receipt of this letter. A copy of the appeal must be served to the Director of the Ohio Environmental
Protection Agency within three (3) days of filing with the ERAC. An appeal must be filed at the following
address:

Environmental Review Appeals Commission
236 East Town Street
Room 300
Columbus, Ohio 43215

Director

‘usdoeltr/CLOSURE.ao

cc:  Tom Crepeau, DHWM Central File, Ohio EPA /
Harriet Croke, Ohio Permit Section, USEPA - Region V'
Montee Suleiman, RES, DHWM, Ohio EPA
Pat Willoughby, DHWM, SWDQO, Ohio EPA

ZHTERED DIRECTOR'S JOURKAL
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State of Ohio Hazardous Waste Facility Board ) ol 7| it E“p Jo
* 700 WaterMark Drive, P.O. Box 1049 OFFICE EF R

lumbus, Ohio 43216-10489 MAETE MANAGEMENT DIV
214} 644-2742 EPA, REGION Vv George V. Voinovich, Governor
FAX: (614) 644-3439 Nancy P. Hollister, Lt. Governor
{800) 686-1591 {in Ohio only) _ Judith French, Chair

September 20, 1996

Ms. Harriet Croke, Chief
Ohio Permitting Section
U.S. EPA

Region 5

77 West Jackson Boulevard
Chicago, IL 60604-3590

Dear Ms. Croke:

Julie Bull requested that I write to inform you that the Board anticipates final action on the U.S.
DOE Mound facility in Miamisburg, Ohio at our October 18, 1996 Board meeting. She expects
the next case to be acted on will be Chemtron Corporation with final action anticipated at an
April 1997 Board Meeting.

If you have any questions or require additional information please do not hesitate to contact us.

Sincerely,

Pt - ol

Linda C. Herrli



State of Ohio Environmental Protection Agency

STREET ADDRESS:

1800 WaterMark Drive
Columbus, OH 43215-1093

BAILING ADDRESS;
TELE: (514} B44-3020 FAX: {614) 544-2325 P.O. Box 1049
Columbus, OH 43216-1049

CLOSURE PLAN APFROVAL
CERTIFIED MAIL - Re: CLOSURE PLAN
USDOE-MOUND
OH6 890 008 984

August 16, 1996 | 05-57-0677

- U.S. DOE
Attn: Patricia Brechlin
Miamisburg Area Office
P.O. Box 66
Miamisburg, OH 45342-0066

Dear Ms. Brechlin;

On May 16, 1996, USDOE-Mound submitted to Ohio EPA a closure plan for the burn area
located at the USDOE-Mound Plant, Miamisburg, Ohio. The closure plan was submitted
pursuant to Rule 3745-66-12 of the Ohio Administrative Code (OAC). in order to demonstrate

that USDOE-Mound’s proposal for closure complies with the requirements of OAC Rules
3745-66-11 and 3745-66-12. -

The public was given the opportunity to submit written comments regarding the closure plan
of USDOE-Mound in accordance with OAC Rule 3745-66-12. No comments were received
by Ohio EPA in this matter.

Based upon review of USDOE-Mound’s submittal, T conclude that the closure plan for the
hazardous waste facility at the USDOE-Mound Plant, Miamisburg, Ohio, as modified herein,
meets the performance standard contained in OAC Rule 3745-66-11 and complies with the
pertinent parts of OAC Rule 3745-66-12.

R o B Y

| cenilly this to bo 3 true and accurate copy of the Uil =24
official document s Rlad inthe records of the Ohls It 18 OF
Bhvironmental Protection Agenoy. RUG 16 Sb

By: )Y‘&Mg Coment  Dats ¢_16_9L CHiLIED DIRECTOR'S JOUkHAL

George V. Voinavich, Govemer
MNancy P. Hollister, Lt. Govemnor

@ . Donald R. Schregardus, Director
Prirtad on Recycled Paper



FPatricia Brechlin
US DOE-Mound
Page 2

The closure plan submitted to OGhio EPA on May 16, 1996, by USDOE-Mound is hereby
approved with the following modifications: '

1)  Section 2.1 on page 14, and section 2.1.2 on page 15 indicates that, "If visible
contamination is less than 5% of the total surface area then decontamination will not
take place”. However this section does not mention any rinseate analysis unless
decontamination is required. Mound must perform rinseate analysis to confirm that no
decontamination is necessary or that the decontamination efforts have been successful in
removing hazardous waste residues to the maximum extent practicable, and that the
rinseate standards have been met, The 5% rule applies to the clean debris surface after
physical extraction methods have taken place, as decribed in the last paragraph on page
26 of the closure plan guidance. Mound must comply with the rinseate standards that
are listed in item 2 of these conditions. '

2)  Mound indicates in bullet 4 on page 15 that rinseate will be evaluated against a set of
criteria that is listed in a table under that same bullet. However, there is no description
in this section that describes how those criteria were established. Mound must ensure
that the following rinseate standards will be met:

a)  Fifteen times the piiblic drinking water maximum ¢ontamiiant level (MCL) for
hazardous constituents as promulgated in 40 CFR 141.11 and OAC 3745-81-11
—for inorganics and 40 CFR 141.12 and OAC 3745-81-12 for organics;

7
) .-If an MCL is not available for a particular contaminant, then fifteen times the
~umaximum contaminant level goal (MCLG) as promulgated in 40 CFR 141.50 shail
~be used as the clean standard. If the MCLG is zero, use fifteen times the
contaminant’s practical quantitation limit in ground water;

MOLB NG e

0T §
96 Y9&INY

&

If the product of fifteen times the MCL or MCLG exceeds 1 mg/l or if neither an
MCL or an MCLG is available for a particular contaminant, 1 mg/1 shall be used
as the clean standard. '

3) Mound must ensure that all pesonnel will be utilyzing necessary personal protective
equipment while performing any/all physical closure activities described in the closure
plan. '

4) - Mound must ensure that the ultimate disposition of all metal going fo a secondary
smelter is conducted in accordance with what is described in the approved closure plan.
Mound must also ensure that the units will be rendered useless and that documentation
(e.g., sales agreements, shipping papers, receipts, etc.) proving the final destination and
disposition of the material must be provided as part of the closure certification.

centily thie to be a true and accurate oopy of the
Lfﬁcial docement as fied in the reconds of the Ohio
Environrrental Profection Ageney.

By: M W Date g‘”ﬂ"cl{ﬁ‘




Patricia Brechlin
US DOE-Mound
Page 3

Please be advised that approval of this closure plan does not release USDOE-Mound from
any responsibilities as required under the Hazardous and Solid Waste Amendments of 1984
regarding corrective action for all releases of hazardous waste or constituents from any solid
waste management unit, regardless of the time at which waste was placed in the unit.

Notwithstanding compliance with the terms of the closure plan, the Director may, on the
basis of any information that there is or has been a release of hazardous waste, hazardous :
constituents, or hazardous substances into the environment, issue an order pursuant to Section
3734.20 ¢t seq of the Revised Code or Chapters 3734 or 6111 of the Revised Code requiring
corrective action or such other response as deemed necessary; or initiate appropriate action;

or seek any appropriate legal or equitable remedies to abate pollution or contammatlon or fo
protect public health or safety or the environment.

. Nothing here shall waive the right of the Director to take action beyond the terms of the
closure plan pursuant to the Comprehensive Environmental Response, Compensation and
Liability Act of 1980, 42 U.S.C. §9601 et seq., as amended by the Superfund Amendments
and Reauthorization Act of 1986, Pub. L. 99-499 ("CERCLA") or to take any other action
pursuant to applicable Federal or State law, including but not limited to the right to issue a
permit with terms and conditions requiring corrective action pursuant to Chapters 3734 or
6111 of the Revised Code; the right to seek injunctive relief, monetary penalties and punitive
damages, to undertake any removal, remedial, and/or response action relating to the facility,
and to seck recovery for any costs incurred by the Director in undertaking such actions.

Strict compliance with each and every provision of this approved closure plan, especially
including the modifications specified herein, is expected. The Ohio EPA will monitor such
compliance. The Director expressly reserves the right to take action, pursuant to Chapters
3734 and 6111 of the Revised Code, and other applicable law, to enforce such compliance
and to seek appropriate remedies in the event of noncompliance with the provisions and
modifications of this approved closure plan.

You are notified that this action of the Director is final and may be appealed to the
Environmental Board of Review pursuant to Section 3745.04 of the Ohio Revised Code. The
appeal must be in writing and set forth the action complained of and the grounds upon which
the appeal is based. It must be filed with the Environmental Board of Review within thirty
(30) days after notice of the Director’s action. A copy of the appeal must be served on the
Director of the Ohio Environmental Protection Agency within three (3) days of filing with
the Board. An appeal may be filed with the Environmental Board of Review at the following
address: Environmental Board of Review, 236 East Town Street, Room 300, Columbus,
Ohio 43266-0557.
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Sfficial document a5 fied in tha recsrds of tha Ohle 2 TEID DIRFOTOR'S JOURIA
Envirovmsital Prolection Ageney. NN

By: T% Caven’  Date )i -3
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Page 4

When closure is completed, the Ohio Administrative Code Rule 3745-66-15 requires the
owner or operator of a facility to submit to the Director of the Ohio EPA certification by the
owner or operator and an independent, registered professional engineer licensed to practice in
the State of Ohio, that the facility has been closed in accordance with the approved closure
plan. The certification by the owner or operator shall include the statement found in OAC
3745-50-42(D). These certifications should be submitied to: Ohio Environmental Protection

. Agency, Division of Hazardous Waste Management, Attn: Thomas Crepeau, Data
Management Section, P.O. Box 1049, Columbus, Ohio 43216-1049.

mound. app/CLOSURE: a0

cc: Tom Crepeau, DHWM Central File, Ohio EPA

Montee Suleiman, DHWM,_ Ohio EPA .. ... ...

Harriet Croke, USEPA - Region V
Pat Willoughby, SWDO, Ohio EPA

| cartify this 1o be a true and accurate copy of tha
official document as fied in the recosds of the Ohio
Environmental Pretection Agency.

By: W Date §-16-9L

COTERED BIMECTOR'S JOUL



OhicEPA

State of Ohio Environmental Protection Agency

STREET ADDRESS: MAILING ADDRESS:
300 WaterMark Drive TELE: (614) 644-3020 FAX: (614) 644-2329 P.O. Box 1049
Columbus, OH 43215-1099 Columbus, OH 43216-1049
May 31, 1996 Re: Receipt of Partial
Closure Plan
U.S. EPA ID No.
OH6890008984
U.S.D.O.E.

Mr. Oba L. Vincent
Miamisburg Area Office

P.O. Box 66

Miamisburg, Ohio 45343-0066

Dear Mr. Vincent;

With this letter the Ohio EPA acknowledges receipt of the hazardous waste partial
closure plan submitted by U.S.D.0.E., Mound Plant, in Miamisburg, Ohio. The closure
plan concerns the facility's hazardous waste burn area (Magazine 53, Pyroshed, Open
Burn Unit, Retort Unit, Energetic Materials Pretreatment Unit, and Thermal Treatment
Unit). A public notice concerning receipt of this plan will appear the week of June 3,
1996 in the legal notice section of the Dayton Daily News. The Director of Ohio EPA will
act upon the plan after the close of the public comment period on July 8, 1996.

A copy of the partial closure plan will be available for public review at the Dayton and
Montgomery County Public Library, Miamisburg Branch, 35 S. Central Street,
Miamisburg, Ohio 45342, and at the Ohio EPA, Southwest District Office, 401 E. Fifth
Street, Dayton, Ohio 45402, tel: (513) 285-6357.

Please contact Pat Willoughby of the Southwest District Office if you have any
guestions on this matter.

Sincgrely,

(NLAIA_

Vanessa Gregory, Management Anal
Data Management Section
Division of Hazardous Waste Management

oo Harriet Croke, U.S. EPA, Region 5
Montee Suleiman, DHWM
Pat Willoughby, SWDO

George V. Voinovich, Govemor
Nancy P. Haollister, Lt. Govemor

@ X Donald R. Schregardus, Director
Prirted on Recycled Paper



PUBLIC NOTICE
MONTGOMERY COUNTY

NOTICE OF RECEIPT OF HAZARDOUS WASTE PARTIAL CLOSURE PLAN

Notice is hereby given of the receipt on May 21, 1996 of a hazardous waste partial
closure plan from U.S.D.O.E. - Mound Plant, Mound Road, Miamisburg, Ohio 45343,
U.S. EPA 1.D. No. OHE6890008984. The plan concerns the hazardous waste burn area
(Magazine 53, Pyroshed, Open Burn Unit, Retort Unit, Energetic Materials Pretreatment
Unit, and the Thermal Treatment Unit) at the site indicated above. A copy of the
facility's partial closure plan will be available for public review at the Dayton and
Montgomery County Public Library, Miamisburg Branch, 35 S. Central Street,
Miamisburg, Ohio 45342, and at the Ohio EPA, Southwest District Office, 401 E. Fifth
Street, Dayton, Ohio 45402, tel: (513) 285-6357. Comments concerning the partial
closure plan may be submitted within 30 days of this notice to the Ohio EPA, Division of
Hazardous Waste Management, Attn: Data Management Section, P.O. Box 1049, 1800
Watermark Dr., Columbus, Ohio 43216-1049, tel: (614) 644-2977.



Department of Energy

Albuquergue Operations

Dayton Area Office

P.O. Box 66

Miamisburg, Chio 45342 “August 22, 1986

Mr. bon Marshall

Ohio Environmental Protectlon Agency
Southwest District Office

7 East FPourth Street

Dayton, Chio 45402-2086

Dear Mr. Marshall:

On August 8, 1638, CEPA approved Mound's partial closure plan for closing
our former storage facility for containerized hazardous waste. The CEPA
also requested that scil sampling and analysis be conducted around the
base of the facility and that soil containing detectable amcunts of
halogenated wolatile organic compounds be considered contaminated.

Mound has sampled the soil, removed contaminated soil, and resampled the
“newly exposed soil, which was found to contain no detectable halogenated
volatile organic compcunds. 21l closure-related work requesued by CEBA
has been completed, as sumnarized in the attachment.

We formally recquest that our former hazardous waste storage facility be
considered closed and that such closure be acknowledged in writing by
CEFPA.

Please forward a copy of this correspondence to:

Ohio Envirgnmental Protection Agency

Division of Solid and Hazardous Waste Management
Attention: Thomas E. Crepeau, Manager

Data Managenment Secticon

P. 0. Box 1949

Columbus, Chio 43268-014%

Sincerely,

} e 56

Area Manager

cc: R, Blauvélt; MRC, w/attach. T
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- ACTIONS COMPLETED FOR CLOSURE
OF .
FORMER HAZARDOUS WASTE STORAGE FACILITY

Te allow the construction of needed facilities, the former
hazardous waste storage facility (Bldg. 72) had to be relocatad
to another area of our site. The o0ld unit was closed and a new
facility of equivalent capacity was comnstructed. The partial
closure plan approved by the Ohio EPA was followed to the extent
necessary, as determined by the findings during the closure
process. The following actions were completed:

1. Some of the waste formerly stored in the old unit was
shipped offsite for disposal while the remainder was
placed in the relocated storage facility.

2. The diked comncrete bays where waste was formerly stored,
the electrical service, and the steel roof-support beams
of the former facility were examined for evidence of
contamination but none was found. Occasional
discolorations or stains were observed and found to be
superficial, Decontamination of the old facility was not
necessary. No major cracks or evidence of waste
penetration through the concrete was noted. We plan to
remove and landfill the concrete base, after closure is
considered completed. i

3. A small concrete floor sump, located in a small diked area
in one corner of the old facility, was found to be
partially full of essentially rainwater. The sump liquid
was removed and containerized for future analysis and
disposal. No cracks or other evidence of waste
penetration through the sump walls or base was noted.
Stains on the sump concrete were superficial.

4. Ohio EPA's letter of August 8, 1985, requested that soil
sampling and analysis be conducted around the former
storage facility. On September 5, 1985, soil samples from
each side of the buildiang were composited and analyzed
using prescribed EPA test methods. 8Soil analytical
results and quality control data are provided in the
enclosed Bowser-Mormer letter dated April 15, 1986,

5. Based on the data reported by Bowser—-Morner and the
criterion established by OEPA for contaminated soil, we
removed and contalnerized some of the s0il adjacent ta the
west, east, and south sides of old Bldg. 72 on February 7,
1986. In addition, we had confirmatory samples taken of
the newly exposed and forwmerly underlying soil.

Analytical data, shown in Bowser-Mormner's letter dated
April 18, 1986, indicated that no halogenated volatile
organic compounds were detected.



6. The results.of the sampling and analysis of soil from

| three sides of the former storage facility were presented
to Mr. Don Marshall of the OEPA Southwest District Office
{ during a meeting at Mouad on May 9, 1986. DMr. Marshall

requested that the soil adjacent to the fourth {north)
side of the facility also be removed and that the newly
exposed underlying soil be resampled. This was completed
on July 1, 1986. Analytical results, shown in
Bowser-Morner's letter dated July 31, 1986, show that no
halogenated volatile organic compounds were detected.

CERTTITFICATTION

I certify that the former waste storage facility (Bldg. 72) has
been closed in accordance with the approved partial closure plan
as noted above. '

Fredrick 6. Krach -
Registered Professional Engineer

Date




BOWSER-MORNER, INC.

CORPORATE: 420 Davis Ave. e P.O.Box 51 e Dayton, OH 45401 e 513/253-8805
TOLEDO DISTRICT: 122 5. St. Clair St. ¢ P.O. Box 838 e Toledo, OH 43696 e 419/255-8200

LABORATORY REPORT

Reportto: ~ Monsanto Research Corporation  Date: July 31, 1986
P. 0. Box 32 Laboratory No.: 5070139

Miamisbu rg, OH 45342 Authorization:
Attn: Mr. Rick Hampel :

Report on: Four {4) Soil Samples from One (1) Location Received for Compositing and
Analysis of Halogenated Volatile Organic Compounds, on July 1, 1986.

SAMPLE IDENTIFICATION:
The sample location was identified as North Bldg. 72.
ANALYTICAL METHOD: B

The sample was analyzed by Method 8010 in "Test Methods for the
Evaluation of Solid Waste, Physical/Chemical Methods," EPA SW-846.

TEST RESULTS:

- No compounds were detected; the detection limits for all compounds ranged
from 0.05 mg/kg to 1.00 mg/kg. Specifically, 1,1,1-trichloroethane was not
detected; the detection limit was 0.10 mg/kg. .

QUALITY ASSURANCE:
To the composited sample, known concentrations of seven (7) organic compounds

were added. The percent recoveries for each compound in the composite sample are
given in the following table.

% Recovery

1,1-dichloroethane 123
1,2-dichloroethane 123
1,1-dichloroethylene 57
Trans~1,2-dichloroethylene 107
1,1,1-trichloroethane - 120 )
Trichloroethylene 141 :

- Continued -

All Reports Remain The Confidential Property Of Bawser-Morner And No Publication Or Distribution
OFf Reports May Be Made Without Qur Express Written Consent. Except As Authorired By Contract.
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Monsanto Research Corporation
Page 2.
Lab. Report No. S070139

Replicate analysis performed
compounds were detectable.

JMK/ Tu
1-Client
2-File

A1l samples reccvered for this project will be retained at this Taboratory for a

on the composited sample indicated no

Respectfully Submitted,
EOWSER-MORNER, INC,

T wom L T e
“James M. Kemper

Chemist 7
Anaiytical Sciences Division

period of 30 days unless we are informed to the conirary.
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BOWSER-MORNER, INC.

CORPORATE: 420 Davis Ave, s P.O. Box 51 ¢ Dayton, OH 45401 e 513/253-B305
TOLEDO DISTRICT: 122 S. St Clair St. @ PO Box 838 e Toledo, OH 43696 e 418/255-8200

REVISED LABORATORY REPORT
Monsanto Research Corporatien
Reportio: P 0, Box 32 Date: April 15, 1986
Miamisburg, Chio 45342 Laboratory No.: R (050643
Attn: Mr. Rick Hampel Authorization:

Reparton: Fayr (4) Soil Samples from each of Four (4) locations received for
compositing and anatysis of haiogenated volatile organic compounds, on
September 6, 1985.

SAMPLE IDENTIFICATION:

The sampling locations were identified as;
North Bldg. 72
South Bldg. 72
East Bldg. 72
West Bldg. 72
ANALYTICAL METHODS:

The samples were analyzed by method 8010 in "Test Methods for the
Evaluation of Solid Waste, Physical/Chemical Methods" EPA SW-846.

TEST RESULTS:

The composite samples are listed one at a time, with the compounds detected
and the concentrations of compounds detected.

1. North Bidg. 72 Composite Sample

1,1,1-trichloroethane 0.500 mg/kg
No other compcunds detected.

2. South Bldg. 72 Composite Sample 1,1,1-trichloroethane 0.750 mg/kg

Trichicroethene 0.813 mg/kg

t

3. East B1dg. 72 Composite Sample 1,1,1-trichloroethane 18.0 mg/kg

Trichloroethene 7.56 mg/kg

],1,]—trich10foethane 0.438 mg/kg
Trichloroethene 4,00 mg/kg

4. West Bldg. 72 Composite Sample

- continued -

All Reports Remain The Confidential Property Of Bowser-Morner And No Publication Or Distribution
Of Reporis May Be Made Without Our Express Written Consent, Except As Authorized By Contract.
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The remaining compounds Pisted in Method 8010 were not detected in the

samp]es.

QUALITY ASSURANCE:

The. detection limit for all compounds was 0.3 mg/ka.

To each of the composited samples, knewn concentrations of three organic

compounds were added.
samples are given in the following table.

North Bldg.
72 Composite

Bromochloromethane 103
2-Bromg-1-chloropropane 79
1,4-dichiorobutane 89

1-Client
2-File
JMK/pc

The percent recoveries for each cempound in the composite

South Bldg. fast 81dg. - West Bldg.
72 Composite 72 Composite 72 Composite
106 103 100 -

99 162 108

95 &4 9t

Respectfuily

BOWSER-MORLZR, INC.

. R I
\/st(/yf“_dd ~F .= d;_',(_,"L
James M. Kemper, Chemist
Analyticel Sciences Oivision~

A1l samples recovered for this project will be retained &t this laboratory for a period
of 30 days unless we are informed to the contrary.

BOWSER
MORNER



BOWSER-MORNER, INC.

CORPORATE: 420 Davis Ave. ¢ P.O.Box 5t = Dayton, OH 45401 e 513/253-8805
TOLEDO DISTRICT: 122 S.St. Clair St ® P.O.Box 838 o Toledo, OH 43696 . 412/255-8200

LABORATORY REPORT
Monsanto Research Corporation

Repertto. P, 0. Box 32 oate: April 18, 1986
Miamisburg, Ohio 45342 Leboratory No.t S 021046

Attn: Mr. Rick Hampe‘l : Authorization:

Reportcn. Four (4) Soil Samples from each of Three (3) locations received for

ES

compositing and analysis of halogenated volatile organic compounds, an
February 7, 1986.

SAMPLE IDENTIFICATION:
The sampling locations were identified as;
South 8ldg. 72
East Bldg. 72
West Bldg. 72
ANALYTICAL METHODS:

The samples were analyzed by method 8010 in "Test Methods for the Evaluation
of Solid Waste, Physical/Chemical Methodsf EPA SW-846.

TEST RESULTS: , . -

No compounds were detected; the detection Timits for all compounds ranged
from 0.05 mg/kg to 1.00 mg/kg. Specifically, 1,1,1-trichloroethane and trichloroethene
were not detected; detection limits were 0.10 mg/kg.

QUALITY ASSURANCE:
To one of the composited samples, known concentrationé of four organic compounds

were added. The percent recoveries for each compound in the composite sample are given
in the following.table.

% Recovery

Benzyl Chloride 68
Chlorabenzene 69
1,3 Dichlorobenzene 72
Chlorotoluene 74

Replicate analysis performed on one of the composited samples indicated no
compounds were detectable. '

Respectfully Submitted,

ZJg?gent BOWSER-MORNER, INC.
-Fiie Qetrrea 997 . '
JMK/pe JJames M. Kemper, Chemist

, Analytical Sciences Division
All Reports Remain The Confidential Property OF Bowser-Morner And Na Publication Or Distribution
01 Reports May Be Made Without Qur Express Writien Consent, Except As Autherized By Contract,
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| BONSER-HORNER
HALOGENATED YOLATILE ORGANICS
DATE RECEIVED 2/11/86
REPLICATE AKD SPIKE ANALYSIS
ATEC SAHPLE NO. - ANALYSIS ANALYSTS AHOQUNT AHOORT 1
SAMPLE DESCRIPTION H 2 SPIKED RECOVERED RECOVERY .
BENZYL CHLORIDE ( 6.05 (9.0 0.22 0.15 £8.00
BIS{2-CHLORGETHOXY) NETHANE {9.10 O (I
B15{2-CHLORDISOPROPYLIETHER {0.10 (o100 meeem mmeeen mees
BROMOBENZENE ( 0.05 (0.05  eeeeem mmmeem mmees
! EROMODICHLORGHE THANE ( 0.10 (8100 memem mmeemm mmmees
j BROHOFORN (0.19 S [ I
5 BROMOME TRANE {1.00 O I
§ CARBON TETRACHLORIDE {0.10 (010 heeem mmmem emeees
% CHLORACE TALBERYDE {010 (010 e s o
t EHLORAL {0.10 [ I et e
f CHLOROBENZENE ( 0.08 1 9.05 0.59 0.41 69.00
CHLOROETHANE { £.00 (1.00  eeeem e memees
CHLOROFORM ( 0.10 S [
1-CHLOROHEXANE { 0.05 (0.5 meeeem o e e
% 2-CHLOROETHYL VINYL ETHER {0.10 {0.10 mewemmmememm eemees
g CHLOROHE THANE (1.00 I I
; CHE OROMETHYL METHYL ETHER ( 0.10 A U0 (e
; CHLOROTOLUENE S {005 { 0.0 0.62 0.46 74.00
: DIEROHOCHLOROHETHANE - ( 0.10 (010 . s s e
! DIEROHONE THANE {1.00 I
: 1,2-DICHLORGBENZENE ( 0.05 (005 - e s
: 1,3-BICHLOROBENZENE { 0.08 (0.0 0.98 9.71 72.00
: 1,4-DICHLOROBERZENE { 0.0 (005 - mmm s
| DICHLORODIFLUOROMETRANE ( 0.18 (000 . eeeem mmeses oo
? 1,1-DICHLOROETHANE {0.10 (.10 s e emeeen
1,2-DICHLOROETHANE (0.10 (o180 e s e
1,1-DICHLOROETHYLENE { 0.10 (.10 e mmmeem o
: © TRANS-1,2-DICHLOROE THYLENE { 0.10 S
g DICHLOROKE THANE (0.10 S e
: 1,2-DICHLOROPROPANE - {0.10 N e i
1,3-DICHLOROPROPYLENE (0.10 (0.0 eeeem s e
1,1,2,2-TETAACHLOROE THANE { 0.10 (000 e mmemem eeeees
1,1,1,2-TETRACHLOROE THARE ( 0.10 10 T T
_ TETRACHLOROETHYLERE { 0.10 (o.,0 - smmmen o
: 1,1,1-TRICHL ORDE THANE ( 0.10 {0.10 e s
; 1,1,2-TRICHLOROE THANE (0.10 (010 e Fmeemm s
: TRICHLOROE THYLENE { 0.10 (010 s mmmeem o
; TRICHLOROFLUGROKE THANE (0.10 S I e
; TRICHLOROPROPANE ( 0.10 {00 - ——e—es e
| VINYL CHLORIDE { 1.00 s T
j ALL RESULTS EXPRESSED AS HB/XG.
4
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BOHSER-HORKER
HALOGENATED YOLATILE ORGANICS
DATE RECEIVED 2/11/36

ATEC SAMPLE ND. 10261 19262 10263
SAMPLE DESCRIPTION EAST HEST SouTH
BENZYL CHLORIDE { .05 { 0.0§ ( 9.05
BIS(2-CHLOROETHOXY JHETHANE ¢ 0.10 {0.10 (0.10
BIS{2-CHLOROISOPROFYL JETHER { 0.i0 {0.10 {0.10
BROKOBENZENE { 0.05 ( 0.05 { 0.05
BRONODICHLORCMETHANE {0.10 {0.10 { 0.10
BROKCFORN { G.10 {0.10 {0.10
BROHOHETHANE (1.00 { 1.00 { 1.00
CARBON TETRACHLORIDE (0.10 (0.10 { 0.10
CHLORACE TALDEHYDE ( 0.190 {0.10 {019
CHLORAL (010 {0.10 £0.19
CHLOROBENZENE { 9.05 { 6.05 {0.05
CHLOROE THAKE {1.09 { 1.00 {1.00
CHLOROF GRY (0.10 { 0.10 {0.10
1-CHLOROHEXANE {0.05 { 0.95 { 0.05
2-CHLOROETHYL VINYL ETHER {0.10 {0.10 € 0.10
CHLOROHE THANE ™ . {1.09 (1.00 (1.00
CHLOROKETHYL METHYL ETHER {6.10 {0.18 {0.10
CHLOROTOLUENE { 0.05 { 0.05 ( 9.05
DIBROMUCHLOROME THANE ( 0.10 {0.10 { 0.10
DIBRGEOMETHANE { 1.00 { L.00 { 1.00
1,2-DICHLORGBENZENE { 0.05 { 0.05 { 0.05
1,3-DICHLOROBENZENE { 0.05 { 9.05 . {0.05
1,4-DICKLOROREKZENE { 0.05 {0.05 { 0.05
DICHLORODIFLUORONE THANE (0.10 {0.10 (0.10
1,1-DICHLOROETHANE {010 {0.10 ( 0.10
1,2-DICHLOROETHARE ( 0.10 {0.10 {0.10
1, 1-BICHLOROETHYLENE { 0.10 {0.10 {(0.10
TRANS~1,2-DICHLOROETHYLENE {0.10 (0.10 (0.10
DICHLOGROMETHAKE {0.10 {0.10 ( 0.10
1,2-DICHLORSPROPANE (0.10 {0.10 {0.10
1,3-DICHLOROPROPYLENE {0.10 {0.10 {0.10
1,1,2,2-TETRACHLOROE THAKE (0.10 { 0.10 { 0.10
1,1,1,2-TETRACHLORGETHARE ( 0.10 { 0.10 (0.18
TETRACHLORGETHYLENE { 0.10 {7030 £0.10
1,1,1-TRICHLOROE THANE (0.10 (0107 { 0.10
1,1,2-TRICHLOROE THANE ¢ 0.10 {0.10 - (0.10
" TRICHLORGETHYLENE { 0.10 ¢ 0.10 { 0.10
TRICHLOROFLUGRGHE THANE {0.10 { 0.10 {0.10
TRICHLOPGPROPANE { 0.10 (0.10 {0.10
TNYL CHLORIDE { 1.00 { 1.00 { 1.00




| certify this to be a true and accurate copy of tr}e
3 1905 fficial document as filed in the records of the Ohio
Environmental Protection Agency.

Date y/f/ﬁ
riF

August 8, 1985

Mr. James Morle i < ot :

B AUG 1 2 N Dhio Emirmenta Protecion Agency
g?ga.r’;l:ingﬁof Energy soud W?F\E{&E%i{é\‘:‘%ﬁ HTEH DIRECTOR'S JOURRAL
Miamisburg, Ohio 45342 US. EPA K o AUG &1985 .
Mr. Morley: - e O es7 00878 V4 ;_"1}7, T [, 750 £

SUBJECT: U.S. Department of Energy, Mound Facility (05-57-0677)

R e e e o S o . ——
On January 24, 1985, the U.S. Department of Energy, Mound Facility, submitted
to Ohio EPA a partial closure plan for the hazardous waste storage area on
Mound Road, Miamisburg, Ohio. The partial closure plan was submitted pursuant
to Rule 3745-66-12 of the Ohio Administrative Code (OAC) in order to
demonstrate that U.S. DOE, Mound's proposal for closure complies with the
requirements of OAC Rules 3745-66-11 and 3745-66-12.

The public was given the opportunity to submit written comments regarding the
partial closure plan of U.S. DOE, Mound in accordance with DAC Rule
3745-66-12. No comments were received by Ohio EPA in this matter.

Based upon review of the company's submittal, I conclude that the closure plan
for the hazardous waste facility at U.S. DOE, Mound meets the performance
standard contained in OAC Rule 3745-66-11 and complies with the pertinent
parts of OAC Rule 3745-66-12. -

The closure plan submitted to Ohio EPA U.S. DOE, 'Mound 1s hereby approved,
with the following conditions:

(1) Soil samples should be taken from near the edges of the drum storage
area's concrete. Samples should be taken at a depth of 0-6 inches. At
least one composite soil sample should be taken on each of the four
sides of the storage area. Each composite sample should be composed of
a minimum of four grab samples.

(2) At a minimum, analyses should be conducted for halogenated volatile
organics as in U.S. EPA's "Test Methods for Evaluating Solid Waste,
Physical/Chemical Methods® (SW-846).

(3) Soils with concentrations of these compounds above the detection Timit
as defined by SW-846 methods shall be considered to be contaminated with
hazardous waste.

State of Ohlo Environmental Protection Agency
361 E. Broad St., Columbus, Ohio 43216-1049, (614) 466-8565




Mr. James Morley, Area Manager

Department of Energy

Page 2

August 8, 1985

You are notified that this action of the Director is final and may be appealed
to the Environmental Board of Review pursuant to Section 3745.04 of the Ohio

Revised Code.

The appeal must be in writing and set forth the action

complained of and the grounds upon which the appeal is based. It must be
filed with the Environmental Board of Review within thirty (30) days after
notice of the Director's action. A copy of the appeal must be served on the
Director of the Ohio Environmental Protection Agency and the Environmental
Enforcement Section of the Office of the Attorney General within three (3)
days of filing with the Board. An appeal may be filed with the Environmental
Board of Review at the following address:

Environmental Board of Review
250 East Town Street

Room 101

Columbus, Ohio  43266-0557

when closure is completed, the Ohio Administrative Code Rule 3745-66-15
requires the owner or operator of a facility to submit to the Director of the
Ohio EPA certification by the owner or operator and a registered professional
engineer that the facility has been closed in accordance with the approved

closure plan.

yl
AS/sc |

cc: Tom Crepeau, DSHWM

These certifications should be submitted to:

Ohio Environmental Protection Agency

Division of Solid and Hazardous Waste Management

Atttn: Thomas E. Crepeau, Manager

Data Management Section

P.0. Box 1049 ] i ;
umbus, Ohto  43266-0149  [lig Envireomental Protection Agency

EATERED BIRECTER'S JOURRAL
AUG 81985

i el ek P 1 R
' et ;

Tom Carlisle, DSHWM
Chris Bowers, DSHWM

Dan Banaszek, U.S. EPA, Region V
Rebecca Strom, U.S. EPA, Region V

CERTIFIED MAIL

| certify this to be a true and accurate copy of the
cfficial document as filed in the records of the Ohio

Don Marshall, SWDO, Ohio EPA Environmental Protection Agency.
o Ll Qa0 ome 2285
/ 7/

1306U
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Mr. Harry N. Hill

Area Manager EPA, REGION V
U.S. Department of Energy
P.0. Box 66

Miamisburg, Ohio 45342
Dear Mr. Hill:

A public notice acknowledging the Ohio EPA's receipt of a closure plan for
U.S. Department of Energy in Miamisburg, will appear the week of February 4,
1985, in the Dayton Daily News. The Director of the Ohio EPA will act upon
the closure plan request following the close of the public comment period,
March 6, 1985.

Copies of the closure plan will be available for public review at the Dayton &
Montgomery County Public Library, 215 E. Third St., Dayton and the Ohio EPA,
Southwest District Office, 7 E. Fourth Street, Dayton, Ohio.

Please contact me at (614) 462-6731 if you have any questions concerning this
matter.

Very truly yours,

Thomas E. Crepeau, Manager
Data Management Section
Division of Solid & Hazardous Waste Management

TEC/dhs

cc: James Mayka, U.S. EPA, Region V
Rebecca Strom, RCRA Activities, Region V w/attachment
Don Marshall, SWDO

State of Ohio Environmental Protection Agency
361 E. Broad St., Columbus, Ohio 43216-1049, (614) 466-8565



RECIIVED
OHIO EPA -

JAN 2.4 1985

DIV, of SCLID & HAZ. WASTE MGT,

Department of Energy

Albuquerque Operations

Dayton Area Office

P.0O. Box 66

Miamisburg, Ohio 45342 January 18, 1985

Mr. Tom Crepeau

Permits and Manifest Records Section
Division of Hazardous Materials Management
Ohio Environmental Protection Agency

361 E. Broad Street

Columbus, Chio 43215

Dear Mr. Crepeau:

To provide space for new construction needed for a current DOE program
we find it necessary to relocate our hazardous waste storage facility
to another area on our site property. We expect to construct during
1985 a new storage facility equivalent in size to our existing unit.
We plan to close the existing facility in accordance with the enclosed
Closure Plan which is submitted for your review and approval. Your
assistance in identifying the appropriate statutes and regulations
that describe the compliance requirements for the construction and
operation of the relocated facility will be appreciated.

Our present storage facility has been in use only since 1982 and we
have observed no evidence of contamination of the structural
materials. For these reasons we do not anticipate an extensive
decontamination effort. However, we will complete any work necessary
to achieve the stated performance standards.

Briefly stated, we will dismantle the structural steel and roof, and
break up the concrete slab, which will be used for on-site landfill if
no contaminaticon is found during dismantling. A new concrete pad,
having the same overall dimensions as the present facility, will be
poured at the new location. The structural steel and roofing from

the current facility will be installed on the new concrete pad. Side
panels and floor grading will be added.



January 18, 1985 -2-

Because we are relocating our waste storage facility and not phasing
out the waste storage activity at this site, and because we must
proceed soon with the construction of a new building at the site

of our current storage facility, we must request your expeditious
approval of our Closure Plan so that dismantling of the present
facility can proceed promptly.

Due to the urgency of relocating this structure and since the
construction of the relocated facility is of the same type, size,
etc., we ask your consideration in waiving the need for a six-
month notification/waiting period, local newspaper notification
and public hearing. This reguest has been previously coordinated
with Mr. Don Marshall, Southwest District Office, Ohio EPA.

We sincerely appreciate your cooperation in helping this facility
respond in a timely manner to essential DOE program reguirements.
If you have any questions, please contact D. S. Ingle, DAO Safety
Manager at (513) 865-3597.

Sincerely,

YA P

Harry N Hill
Area Manager

Attachments: 2 cys Closure Plan

cc: D. Marshall, OEPA, w/cy
R. K. Blauvelt, MRC, w/o cy
R. A. Neff, MRC, w/o cy
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CLOSURE LAN FOR BUILDIHNG 72 STORA FACILITY

1. PROCEDURE

We plan to close the hazardous waste storage facility (Bldg. 72
located near Bldg. 19) at Mound during 2011.

Performance Standard - The hazardous waste storage facility will be
closed in a manner that minimizes the need for further maintenance
and that controls, minimizes, or eliminates, to the extent necessary
to protect human health and the environment, post-closure escape of
hazardous waste or constituents or decomposition products to the at-
mosphere, surface water, and ground water.

Facility Conditions - Hazardous wastes generated at the site are
mostly ignitable and corrosive liguids and waste oils, although other
liquid and solid wastes alsc are produced. Wastes are stored
principally in 55-gallon drums.

The composition of virtually all hazardous waste generated at tnis .
site 1s known from process conditions; hence, hazardous waste charac-
terization is accomplish=d mostly by declaraticn instead of chemical
analysis. However, chemical analyses will be conducted to identify
unknown wastes.

Upon receipt of approval of our Closure Plan, the cleosure schedule
will be initiated. All hazardous waste in storage will be sent
offsite for disposal within 90 days after approval of the Closure
Plan or after receipt of the final volume of waste, whichever is
later. All of the closure activities described in this plan will be
completed within six months after approval of the Clesure Plan.

Estimated Maximum Waste Inventory in Storage - Based on current and
projected w: stes generated at this site, we estimate a maximum in-
ventory of .20,000 pounds of wastes in storage at any given time
during the life of our storage facility.

Removal of Inventory - All hazardous waste to be shipped offsite for
disposal will be sent to an EPA-approved facility. Containerized
hazardous waste will be shipped from storage if the existing con-
tainers are deemed to be satisfactory for shipment. If the storage
containers are defective, the wastes will be placed in larger con-
tainers of acceptable quality for transportation to an offsite
disposal facility.

Decontamination of the Facility - Our container storage facility will
be decontaminated at closure by removing all hazardous waste and resi-
dues from eguipment and structures. We will complete to the extent
necessary the steps listed below and described in subsesquent
paragraphs.

a
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(2}

(3)

identify which amg are contaminated and CEEIMmIinsg She nabty
and extent of contamination.

n

Select appropriate cleaning procedures including equipment and
media. -

Decontaminate items; collect and containerize cleaning fluids
and residues for offsite disposal; conduct sampling and analysis
to show that contamination no longer exists.

Send for offsite disposal those items that cannot be properly
decontaminated.

o Identification of Waéte to be Removed

We will identify the items to be decontaminated from our
knowledge of past storag: practices and operations involving
hazardous wastes. We will visually inspect the identified
items to determine the nature and extent of contamination.
Under natural light, discolorations, stains, corrosive ef-
fects and visible dirt may indicate the presence of contami-
nants. In addition, samples of contaminating waste will be-
taken and analyzed to identify or confirm waste composition
or characteristics.

o Cleaning Media, Equipment and Procedures

We will refer tc the CRC Handbook of Chemistry and Physics
for information cn sclvents for specific waste compositions
or components in order to select appropriate cleaning media
for removing soluble wastes from items. Wastes soluble in
water will be removed from items by flushing with water,
then washing the items with soap and water. Organic sol-
vents will be used as needed to dissolve and remove wastes
from items; such items will then be washed with soap and
water to remove any organic residues. Special c¢leaning
ligquids will be used if deemed necessary on the basis of
unusual solubility characteristics of the waste involved.
Acidic and basic wastes will be neutralized to convert them
into a safe, deactivated state.

The following cleaning procedures are representative of
those that will be used for decontamination of the storage
facility and associated equipment at closure: 1) washing
with soap and water, 2} solvent flushing, 3} hydraulic
scouring and blasting, 4) steam blasting, and 5) manual or
mechanical removal of waste by scrubbing/scraping followed
by sclvent cleaning. After decontamination, we will sample
all equipment, structures and surfaces and analyze such
samples for - -evidence of residual hazardous wastes. I1If no
residual hazardcus waste is found, the item will be con-
sidered to have been adeguately decontaminated. If organic
hazardous waste is evident, additional cleaning will be

-2



completed un 1 waste constitusnts in zpresentative
sample are below detection levels. If a heavy metals waste
is evident, additional cleaning will be completed until such

constituents in a representative sample are not signifi-
cantly greater than background levels.

=

Cleaning will be completed using various types of equipment
including 1) drums and other large contailners for collecting
waste fluids and residues, 2} any contaminated vessel, pip-
ing, etc. itself, 3) hoses, portable pumps and vacuum equip-
ment, and 4) hand tools, shovels and earth-moving equipment
for dirt removal. TFor example, small items (suc> as contami-
nated pumps) can be placed in a drum or large contailner for
decontamination. If any installed equipment (such as piping
and vessels} must be decontaminated in place, containers
will be placed at the eguipment outlet to collect cleaning
fluids. 1If a large undiked surface (such as the drum hold-
ing area) is to be cleaned, small dam-like structures or
plastic overlays will be placed on the surfaces toc control
the flow of cleaning fluids, which will be removed from the
surface by vacuum or mopping and placed intc containers for
disposal. All empty containers previously used for hazard-
ous waste storage will be decontaminated for re-use or
snipped offsite for disposal. Hazardous waste residues from
the decontamination procedure alsc will be sent offsite for
disposal.

We will determine the potential for penetration of waste
into the concrete structure and the underlying and adjacent
soil owing te leaks or spills. Cracks and damage to the
diked enclosures will be carefully examined for evidence of
penetration. If severe contamination 1s observed and found
to be beyond the possibility of satisfactory decontamina-
tion, the concrete area will be broken into pieces, removed,
and shipped offsite for disposal in a landfill. 1If no
contamination is found, the concrete will be removed and may
be landfilled onsite. If contaminated soil is found below
the pad or elsewhere, soil samples will be taken and
analyzed to determine the extent of contamination.

If the soil is found to be contaminated with organic
hazardous waste, that soil will be excavated, containerized,
and sent for offsite disposal; the newly exposed soil will

' be sampled, analyzed and removed until the new soil shows no
detectable organics. If the soil is found to be contami-
nated with neavy metals waste, that soil will be excavated,
containerized, and sent for offsite disposal; the newly
exposed soil will be samplea, analyzed and removed until the
new soil shows no heavy metals significantly greater than
background levels. '

-

Items tha
nated dis
disposal.

t cannot be properly decontaminated and contami-
posable items will be enclosed and sent for offsite

3.



Sampling Pro--dure

4]

Random wipe sampling will be used to obtain information on
the effectiveness of decontamination of objects, surfaces
and equipment. A dry or wet cloth, glass Fiber filter
paper, or swab will be wiped over the surface of the
potentially contaminated object or equipment and then
analyzed for organics, heavy metals or other RCRA-hazardous
_censtituents that are known or suspected to be pPresent.

So0il samples will be taken around the waste management
facility and/or at other areas related to the former waste .
handling operation if contamination is evident or suspected,
S¢mples of soil from near the soil surface will be obtained
using a spade, shovel or scoop to remove the soil cover to
the required depth, and then using a stainless steel or
other chemically compatible scoop to collect the sample, A
systematic sampling scheme will be used to collect samples
at predetermined regular intervals. Some compositing of
scil samples prior to analysis may be done depending on
preliminary findings and practical considerations. An
undisturbed sample will be collected from the excavation by
using a thin-wall tube sampler, which is forced into the
soil, then extracted. Friction will usually hold the sample
material in the tube during the extraction. The construc-
tion material will generally be steel; some samplers may
utilize plastic liners and interchangeable cutting tips.
8011 sampling could also be completed by hand augering a
borehole, removing the auger, and lowering a tube sampler
into the hole, then forcing it into the soil at the com-
pletion d=pth,

In aclition to samples of potential contamination, blank
samples (deionized/distilled water, rinsed collection
devices, etc.) will be taken, handled in the same manner as
the contamination samples, and analyzed to identify possible
sources of contamination during collection, preservation,
handling or transport.

Containerized or bulk waste in inventory at closure of the
waste management facility, whose composition and character—
istics are not sufficiently known to allow offsite disposi-
tion, will be sampled and analyzed using the approach
described in our Waste Analysis Plan.

Sample containers will be selected on the basis of compati-
bility with the waste, resistance to breakage, cost and
volume, Analytical procedures for determining waste con-
stituents will be those cutlined in RCRA Part 251 and EPA
Report SW-846, Third Edition,



Personnel 3-faty Eaulpment

Personnel protective equipment and safety requirements
during decontamination will be appropriate to protect
against known or potential hazards. Eguipment will be
selected based on the type, concentraticn, possibilities,
and routes of personnel exposure from the substances
present. If the types of materials and possibilities of
contact are unknown or not clearly identifiable, a more
subjective determination will be made of personnel pro-
tective equipment required. Using the best available
information, the appropriate level of protection will be

- selected from the Interior Standard Operating Safety Pro-
cedure provided by U.S. EPA (April 1981):

Level A - When the highest available level of respiratory,
skin and eye contact protection is needed.

Level B When the highest level of respiratory protecticn

1s needed, but exposure to small unprotected areas
of the body is unlikely or concentrations are
known to be within acceptable exposure standards.

Level C - When the type(s) and concentration(s) of respir-

able material are known, the material has adequate
warning properties, or the material is reasonably
assumed to be not greater than cthe protection
factors assoclated with air-purifying respirators:
and exposure to the few unprotected body areas is
unlikely to cause harm.

L

Level D When the site is positively identified as having

noc toxic hazards, the basic work uniform should
be worn,

For example, Level A protection could be indicated if:

1. The type(s) and concentration(s) of toxic substances are known
and any of the following conditions exist:

0 Atmospheres that are immediately dangerous to life and
health

o] Known atmospheres or potential situations that would affec
the skin or eyes or be absorbed into the body '

o Oxygen~deficient atmospheres with the above conditions.

2. The type(s) and/or potential concentration(s) of toxic
substances are unkncwn.

3. Total vapor readings indicate 500 ppm to 1,000 ppm on
instruments such as the photoionizer or organic vapor analyzer,

-5



For Level A, the following personal protectior 2QUIpTSAL wouid e
uted: 1} positive c-essure SCmz totally enca, ulating suit,

} inner chemical~resistant gloves, 3) chemicaluprotective boots,

) outer chemical-resistant gloves, 5) cotton underwear, 6) harg hat,
) disposable protective suit, gloves and boots, §) Coveralls, and

) 2-way radio communications, Other eqguUipment jg brescribed by uy.s,.
PA for Levels B, C and D,

personal hygiene. Existing directives will be followed Pertaining to
the fit of respiratory protection equipment, corrective lenses,
contact lenses, eating angd smoking areas, and toilet facilities,

Soap and water. Clothes will be placed in marked containers for
laundering., Persons will shower completely using soap and water
before donning clean street or work clothes. Waste waters from
laundering and other activities will be treated as contaminated until

certification will be signed by Mound's owner or operator and by the engineer
and submitted to EPA by registered mail. The registered professional engineer
will be an employee of BG&G Mourd Applied Technologies who is not associated
with the waste management activity at the site but who is employed in our ILoss
Prevention and Environmental Control Activity. The LP&EC function performs
technical reviews of all engineering service orders at Mound to ensure that
relevant safety, health, and environmental issues are addressed. Documentation
Supporting the engineer's certification will be furnished to EPA upon request.

2. SCHEDULE FOR CLOSURE

The following schedule includes the basijc activities that would be
completed at closure. al) losure activities will be completed
within six months after Stare,

Month After Start Activity

1 Identify any unknown wastes by waste sampling
and analysis. .

1-2 Remeve stored waste and ship for offsite dis-
posal per EPA~approved Closure Plan,

2-3 Temporarily relocate any remaining hazardous
waste that require analysis or cannot be shipped
offsite immediately to a limited access area
until arrangements have been made for offsite
transport and disposal of the wastes,
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3_4 Decontaminate structure and eguipment by removing
: all hazardous waste and residue; collect and con-
tainerize cleaning fluids and residues:; conduct
sampling and analysis to show that contamination
no longer exists.

4-5 Remove siting, grating, electrical service, roof,
concrete pad, and fence.

5.6 Dispose of all equipment, structures, and
: analyzed wastes/residues intended for discard.

6 Complete any remaining activities.
6 Submit certification to EPA that facility has
been closed per specifications in approved

Closure Plan.

3. COST ESTIMATE FOR DEMOLITION OF BUILDING 72

Using the basic procedure outlined in this plan, the cost associated
with such work is estimated to be $211,300, as shown in the following
table. This cost meay be less if contamination is found to be minimal
or if decontaminated materials can be re-used instead of disposed

of. _

A. Removal of roof structural steel, sheet metal siding, floor
grating and fence

1. Material -

30 steel boxes, 2' x 4' x 7'; EPA-approved $32,300
2. Labor

a. Welders 3 man-weeks 2,470

b. Sheetmetal 3 man-weeks 2,420

c. Laborers 6 man-weeks 4,200

d. Forklift 2 man-weeks 1,720

e. Driver 2 man=weeks 1,290

B. Removal of electrical services

1. Material -
1l steel box, 4' x 4' x 7 2,159

2. Labor
Electricians - 1.0 man-week 860



C. PRemoval of ncrete pads from area
60' x 40' with soil to depth of 6 inches
to 1 foot {2400 ft 7).
1. Material -
48 steel boxes, 2' x 4' x 7'; EPA-approved 51,600
2. Labor
a. Masons 4 man-weeks 3,230
b. Backhoe Operator 2 man-weeks 1,610
c. Laborers 8 man-weeks 5,480
d. Welders 1l man=week 860
e. Forklift Operator 1 man-week : 860
f. Driver 1l man-week 645
g. Supervision 1 man-week 1,080
D. Restocration
Seed and Sod 2,150
E. Other
Sampling and
Analytical Suppeort 510,000

F. Disposal o2st (including transportation)

78 bor s @$500 = $39,000
25 dru. s of waste @5200 = 5,000
Total disposal $44,000 $44,000
Subtotal $169,000
G. Subtotal Contingency (25%) _ 42,300

- Total Cost $211,300

Adjustment for Inflation - 1-27-87

Inflation factor: 1.031 (per J. Amos, MRC Engineering)

$211,300 x 1.031 = $217,850 (adjusted closure cost)

Adjustment for Inflation - 10-12-87

Inflation factor: 1.036 (per J. Amos, MRC Engineering)

2

$217,850 x 1.036 = $225,690 (adiusted closure cost)
-8-
(Revised 10/12/87)



adjustment for Inflation - 1-6-89

Inflation factor: 1.043 (per J. Amos, EG&G Englneering)

$225,690 x 1.043 = $235,395 (adjusted closure cost)

(Revised 1-6—-89)



CLOSURE PEHAN FOR THE GLASS MELTER/PYRO CONVERTER
{WD-BUILDING)

DESCRIPTION OF CLOSURE

The operating life of this piece of equipment is estimated to be .
10 years., The determining factor is the operating life time of
the furnace electrodes. When the cost of replacing the
electrodes is higher than the replacement cost of the furnace,
the present furnace will be removed according to the plan
described herein.. At this writing, it is estimated that the
furnace will no longer be operational after January, 1995,

MAXTIMUM INVENTORY

The maximum inventory of hazardous chemical waste in the staging
area for this furnace at any given time, is estimated to be less
than 100 55 gal. drums (less than 45,000 lbs. of waste).

DESCRIPTION OF STEPS DURING CLOSURE

To close the glass melter furnace in a safe manner, samples will

- be taken from the glass pool in the furnace and analyzed for the

content of any hazardous materials. Bscause this glass ancé all
internal parts of the furnace will be at or will have been at a
very high temperature 2OOOOF) for extended times, it is
expected that there will not be any residual hazardous organic
cr other hazardous material in the glass or the entire furnace
chamber. Based on this analysis, the contaminated glass will
either be removed from the furnace and packaged for disposal
according to the then current guldelines and regulations, or
left in the furnace and the -hole furnace packaged for
disposal.

It must be noted that this furnace is currently contaminated
with radiocactive materials, and thus, will have to be packaged
for disposal at a suitable radwaste disposal site.

All auxiliary equipment and duct work will be checked for
contamination, both hazardous chemical and radicactive.
Depending on the results of these checks, the material will be
decontaminated with appropriate chemicals and procedures and
packaged for disposal according to currently applicable
procedures and regulations.

The decontamination and decommissioning (D&D) of the
radicactively contaminated waste will be done according to the
Coordinated ANSPD (NEW) and OMA Decontamination and

Decommissioning Program Plan, MLM-MU-84-64-0015.

-



3.1

If decontamination to remove hazardous chemicals 15 needed, we
will complete t - steps listed below and scribed in subse-
quent paragraphs.

”Identify which items are contaminated and determine the nature

and extent of contamination.

Select appropriate cleaning procedures including equipment andg
media. '

Decontaminate items; collect and containerize cleaning fluids
and residues for offsite disposal; conduct sampling and
analysis to show that contamination no longer exists,

Send for offsite disposal those items that cannot be properly
decontaminated,

Identification of Waste to be Removed

We will identify the items to be decontaminated from our
knowledge of operations involving hazardous wastes, We will
visually inspect the identified items to determing the nature
and extent of contamination. Under natural light, discolor-
ations, stains, corrosive effects, and visible dirc may
indicate the presence of contaminants. In addition, samples of
contaminating waste will be taken and analyzed toc identify or
monfirm waste composition or characteristics.

Cleaning Media, Eguipment and Procedures

We will refer to the CRC Handbook of Chemistry and Physics for
information on solvents for specific waste compositions or
components in order tc select appropriate cleaning media for
removing soluble wastes from items. Wastes soluble in water
will be removed from items by flushing with water, then washing
the items with soap and water. Qrganic solvents will be used
as needed to dissolve and remove wastes from items; such items
will then be washed with soap and water to remove any organic
residues. Special cleaning licuids will be used if deemed

necessary on the basis of unusual solubility characreristics of
the waste involved.

The following cleaning procedures are representative of those
that will be used for decontamination of the incinerator and
associated equipment if necessary at closure: 1) washing with
soap and water, 2) solvent flushing, 3) hydraulic scouring and
blasting, 4) steam blasting, and 5) manual or mechanical
removal of waste. After decontamination, we will sample all
equipment, structures and surfaces and analyze such samples
for evidence of residual wastes. If no residual hazardous
waste is found, the item will be considered to have been
adequately decontaminated. If organic waste is evident, addi-
tional cleaning will be completed until waste constituents in a
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representative sample are belcw detection levels., If a heavy
metals waste 1. 32vident, additional clear g will be completed
until such constituents in a representative sample are not
significantly greater than background levels.

Cleaning will be completed using various types of equipment
including 1) drums and other large containers for collecting
waste fluids and residues, 2) any contaminated vessel, piping,
etc., 1ltself, 3) holes, portable pumps and vacuum equipment,
and 4} hand tools, shovels and earth-moving equipment for dirt
removal. For example, small items (such as contaminated pumps)
can be placed in a drum or large container for decontamination.
If any installed equipment (such as piping and vessels) must be
decontaminated in place, containers will be placed at the equip=
ment outlet to collect cleaning fluids. If a large surface .
{such as the drum holding area) is to be cleaned, small dam-
like structures or plastic overlays will be placed on the sur-
faces to control the flow of cleaning fluids, which will be
removed from the surface by vacuum or mopping and placed into
containers for disposal. All empty containers previously used
for hazardous waste storage will be decontaminated for reuse or
shipped offsite for disposal. Waste residues from the decon-
tamination procedure also will be sent offsite for disposal.

~Items that cannot be properly decontaminated and contaminated
disposal items will be enclosed and sent for offsite disposal
probably by landfilling.

Sampling Procedure

Random sampling will be used to obtain information on the
effectiveness of decontamination of objects, surfaces and
equipment. Samples will be analyzed for organics, heavy metals
or other RCRA-hazardous constituents that are known or
suspected to be present.

The glass bed in the incinerater will be sampled when the glass
is still molten, prior to the finz. shutdown of the unit.
Molten glass samples can be taken Dy use of the drain below the
bed or by dipping a container into the bed. Alternatively, the
solidified glass bed can be sampled by coring or chipping. The
refractory lining in the furnace will be sampled by coring or
by chipping away some of the material. The ductwork between
the incinerator and the scrubber, and the ductwork in the
offgas system downstream from the scrubber will be sampled by
scraping deposits using a putty knife or metal scraper. The
solution from the scrubber unit will be sampled by dipping or
draining. A sample of material collected on the filter in the
recycle loop to the scrubber will be obtained by scraping.



In addition to samples of potential contamination, blank
samples (deion :d/distilled water, rinse collection devices,
etc.) will be taken, handled in the same manner as the
contamination samples, and analyzed to identify possible
sources of contamination during collection, preservatlon,
handling or transport.

Containerized or bulk waste in inventory at closure of the
waste management facility, whose composition and character-
istics are not suff1c1ently known to allow offsite disposition,

will be sampled and analyzed uSLng the approach described in
our Waste Analysis Plan. : :

'Sample containers will be selected on the ba31s of compatibil-
ity with the waste, resistance to breakage, cost and volume.
Analytical procedures for determining waste constituents will

be those outlined in RCRA Part 261 and EPA Report SW-846, Third
Edition.

Personnel Safety Egquipment

Personnel protective equipment and safety requirements during

- decontamination will be appropriate to protect against known or
potential hazards. Egquipment will be selected based on the
type, concentration, possibilities, and routes of personnel
exposure “rom the substances present. If the types of
materials and possibilities of contact are unknown or not
clearly identifiable, a more subjective determination will be
made of personnel protective eqguipment required. Using the
best available information, the appr.priate level of protection
will be selected from the Interior Standard Operating Safety
Procedure provided by U.S. EPA (April 1981):

Level A

When the highest available level of respiratory,
skin and eye contact protection is needed.

Level B

When the highest level of respiratory protection
is needed, but exposure to small unprotected areas
of the body is unlikely or concentrations are
known to be within acceptable exposure standards.

Level C

L

When the type(s) and concentration(s) of respir-
able material are known, the material has adequate
warning properties, or the material is reasonably
assumed to be not greater than the protection
factors associated with air-purifying respirators;
and exposure to the few unprotected body areas is
unlikely to cause harm,

Level D

When the site is positively identified as having

no toxic hazards, the basic work uniform should
be worn. .

o



For example, Level A protection could be indicated if:

1. The type(s} and concentration(s) of toxic substances are known
and any of the following conditions exist:

o) Atmospheres that are immediately dangerous to life and
health ‘

o Known atmospheres or potential situations that would affect
the skin or eyes or be absorbed into the body

o) Oxygen~deficient atmospheres with the above conditions.

2. The type(s) and/or potential concentration(s) of toxic
substances are unknown.

3. Total vapor readings indicate 500 ppm to 1,000 ppm on
instruments such as the photoionizer or organic vapor
analyzer.

For Level A, the follcwing personal protection -=:quipment would be
used: 1) positive pressure SCBA totally encapsulating suit,

© 2) inner chemical-resistant gloves, 3) chemical-protective boots,

- 4) outer chemicz!-resistant gloves, 3) cotton underwear, 6) hard
hat, 7) disposab. protective suit, gloves an . boots, 8) coveralls,
and 9) 2-way radic communications. Other equipment is prescribed by
U.S. EPA for Levels B, C and D,

Personnel involved in decontamination procedures will practice good
persconal hygiene., Directives will be provided pertaining to the fit
of respiratory protection ecguipment, corrective lenses, contact
lenses, eating and smoking areas, and toilet facilities.

Such perscnnel themselves will be decontaminated before leaving the
work site, depending on the seriousness of the contamination. Im-
permeable clothing will be flushed with water before being removed
by the person wearing it. Boots will be scrubbed with decontaminant
or soap and water, Clothes will be placed in marked containers for
laundering, Persons will shower completely using soap and water
before donning clean street or work clothes. Waste waters from
laundering and other activities will be treated as contaminated
until proven otherwise.



4.

SCHEDULE FOR CLOSURE

The following scheuule includes the basic activities that would be
completed at closure.

Month After Start Activity

1 Identify any unknown wastes by waste sampling
and analysis.

2-6 Complete any onsite waste treatment, and
remove waste from staging area to approved
Storage site or package appropriately for
shipment and offsite disposal per EPA-approved
closure plan.

4-8 Remove hazardous waste and residues from any
discharge control equipment and any discharge
confinement structures.

6-12 Decontaminate equipment by removing all hazard-
Ous waste and residue; collect and containerize
cleaning fluids and residues; conduct sampling
and analysis to show that contamination no

- longer exists,

g8-15 Dispose of all equipment, structures, and
wastes/residues intended for discard,

12-20 Package main furnace for disposal.

12-24 Ship main furnace for disposal.

14-26 Complete any remaining activities,

18-26 Submit certification to EPA that facility

has been closed per specifications in
approved closure plan.

CLOSURE CERTIFICATION

When closure of the glass melter has been completed, a registered
professional engineer will certify that the unit has been closed in
accordance with the approved closure plan. The certification will be
signed by Mound's owner or operator and by the engineer and submitted to
EPA by registered mail. The registered professional engineer will be an
employee of BG&G Mound Applied Technologies who is not associated with +he
waste management activity at the site but who is employed in our Loss
Prevention and Environmental Control Activity. The IPsEC function
performs technical reviews of all engineering service orders at Mound to
ensure that relevant safety, health, and environmental issues are
addressed. Documentation supporting the engineer's certification will be
furnished to EPA upen -request.

-5



10.

CLOSURE COST ESTIMATE

"GLASS MELTER/PYRO CONVE.[ER

Activity
Identify any unknown waste.

Complete any onsite waste treatment,

and remove waste from staging area to

approved storage site or package appro-

priately for shipment and offsite

disposal per EPA-approved closure plan. (2 weeks, 2 men)

Remove hazardous waste and residues

from any discharge control eguipment

and any discharge confinement '
structures. {1 week, 2 men)

Decontaminate equipment by removing
all hazardous waste and residues;
collect and containerize cleaning
fluid and residues:; conduct
sampling/analysis to confirm ab-
sence of contamination,.

Labor (2 weeks, 2 men)
Container (20 drums @$50)
Materials
(Sampling/analysis)
Dismantle/remove eguipment

Labor {3 weeks, 4 men)
Eguipment rental

Dispose of all equipment,

structures, and waste/residues

intended for discard. (1 truck @$1000)
Package main furnace for disposal. ' (1l week, 2 men)

Ship main furnace for disposal. (1 truck @€$1000)

Complete any remalning activities
and certify.

Contingency

Total

<

*Not included in cost estimated for 1-21-85,

-]

Cost

$ 1,000

$ 2,500

$ 1,500

$ 2,500
$ 1,000
$ 1,000
$(5,000)%

7,500
6,000

Ly U

$ 1,000
$ 1,500

$ 1,000

$§ 2,000

5,000

$33,500

1-21-85



Adiustment for Inflation - 1-27-87

Inflation factor for 1985-1986 = 1,04
$33,500 x 1.04 = $34,800 (adjusted closure cost for 198¢)
Inflation factor for 1986~1987 = 1.031

$34,800 x 1.031 = $35,900 (adjusted closure cost as of 1-27-87)

s — . I e ey T X

Adjustment for Inflation -~ 10-12-87

Inflation factor: 1.036

$35,900 x 1.036 = $37,190
Additional sampling/analysis cost = 5,000

$42,190 (adjusted closure cost)

Adjustment for Inflation - 1-6-89

Inflation factor: 1.043 (per J. Amos, EG&G Engineering)

$42,190 x.1.043 = $44,004 {adjusted closure cost)

(Revised 1-6-89 )



CiwWSURE PLAN FOR THE BURN AREa

BASIC APPROACH -

We estimate the burn area will be closed in 1999. The burn area
will be closed in a manner that minimizes the need for further
maintenance and that controls, minimizes,; or eliminates to the
extent necessary to protect human health and the environment,
post-closure escape of hazardous waste or constituents or
decomposition products to the atmosphere, surface water, and
ground water.

Explosive wastes processed in the burn area consist of bulk
explosive powders, assemblies containing explosives, and paper,
plastic and c¢loth contaminated with explosives. The composition
of virtually all explosive waste generated at the burn area is
known from process conditions; hence, hazardous waste
characterization will be accomplished mostly by declaration
instead of chemical analysis. If necessary, sampling and
analyses will be conducted to identify unknown wastes.

Upon receipt of approval of our Closure Plan for the burn area,
the closure schedule will be initiated. The closure activities
described in this plan will be completed within the schedule
shown in Section 4.

ESTIMATED MAXIMUM EXPLOSIVE WASTE INVENTORY IN STORAGE

Based on current and project explosive wastes generated at this

site, we estimate a maximum inventory of 500 pounds of explosive
wastes in storage at any given time during the life of the burn

area.

DESCRIPTION OF CLOSURE

To close the burn area, we will remove all explosive waste and
residues from equipment and structures and complete to the extent
necessary the steps listed below and described in subsequent
paragraphs:

'} Identify which items are contaminated and determine the
nature and extent of contamination.

o Select appropriate cleaning procedures including egquipment
and media.

o Decontaminate items, and collect and containerize cleaning
fluids and residues for offsite disposal.

o Use thermal flashing of equipment as the major methdd of
eguipment contamination.



3.1

o Conduct sampi. .g as necesgary to show tha. contamination no
longer exists,

o) Send for offsite disposal those items that cannct be
properly decontaminated, -

Identification of Waste to be Removed

We will identify the items to be decontaminated from our
knowledge of operations involving hazardous explosive wastes.
We will visually inspect the identified items to determine the
nature and extent of contamination. 1In addition, samples of
contaminating waste may be taken and analyzed to identify or
confirm waste composition or characteristics.

Cleaning Media, Equipment and Procedures

All decontamination activities will be guided by DOE Explosives
Safety Manual DOE/EV/06194-3,

General

Water or a water-steam mixture will be used to clean up waste
explosives or remove explosives contamination from equipment,
Solvents that have been tested for and are compatible with
explosives will be used if necessary and controls for their use
specified in operating procedures. Clean cloth rags, paper
wipes, and approved non-metallic brushes or scrapers will be
used to clean or remove explosives material from equipment, work
surfaces, and floors.

Cleaning Contaminated Equipment

Items to be cleaned will be positioned so that water and residue
will have a short, open route to the gutters.

If a water-steam mixture is used as a cleaning agent, the water
will be turned on before the steam and turned off after the

- steam, Live steam alone will not be used as a cleaning agent.

Output water pressure from a high-~velocity water jet will not
exceed 3,5 MPa (500 psi). For certain types of more sensitive
explosives, a lower pressure specification may be necessary.

The object to be cleaned will be scaked in a suitable solvent to
soften the explosives material before applying the water jet.

Cleaning Screw Threads

Threads will be cleaned by judicious use of approved nonmetal
"picks," solvent, or hot water,



Final Decontamir 1icon and Disposal of Egui; :nt

If the item to be decontaminated has only smooth, flat surfaces
(i.e., no cracks or other tight places where explcsive residue
may be inaccessible), solvents will be employed to effect total
decontamination. '

If the item to be decontaminated has tight places where
explosives may remain lodged following normal cleaning
procedures, the item will be subjected to final decontamination
techniques. To facilitate cleanup, some items may have to be
partially disassembled during the decontamination operation.

Final decontamination by thermal techniques will be done by
subjecting the item to sustained heating at a temperature at
least 60 C higher than required for decomposition of the most
thermally stable explosive substance present. The item will he
kept at that temperature for a sufficient period of time to
ensure that all parts have reached the temperature and all
explosives material is decomposed. This operation will be
conducted remotely or with operator protection.

Final decontamination may also be accomplished by immersing the

item in a chemical cleaning agent. The period of immersion will
be of sufficient duration to ensure that all explosive material
is chemically decomposed. The chemical cleaning agent will be
one which, when reacted with any substance involved, does not
release a flammable vapor.

Before subjecting the item to final decontamination by thermal
or chemical techniques, as much explosive as possible will be
removed by the approved mechanical means.

Inspection

After decontamination procedures are complete and before
transfer to a nonexplosive area, the item will be inspected. If
the inspector determines the item i1s adeguately decontaminated,
it will be documented and the item shall be labeled to indicate
its decontaminated state. Inspection will be accomplished by
representatives of at least two departments, such as the
operating department and the safety department,

Sampling Procedure

Random wipe sampling will be used as necessary to obtain
information on the effectiveness of decontamination of objects,
surfaces and equipment A dry or wet cloth, glass fiber filter
paper, or swab will be wiped over the surface of the potentially
contaminated object or equipment Samples will be placed in a
contrclled barricaded area, ignited, and observed for evidence

+



cf detonation ¢ deflagration (rapid surf¢ -~ burning), 1If
detonation or a.:slagration occur, the equipment/cbject will be
further decontaminated and sampling repeated until no explosion
or burning is observed in the wipe sample.

If necessary, wipe samples also may be analyzed chemically for
evidence of residual wastes such as organics, heavy metals or
other RCRA-hazardous constituents that are known or suspected to
be present. If no residual hazardous explosive is found, the
equipment/item will be considered to have been adequately decon-
taminated. If organic waste is evident, additional cleaning
will be completed until waste constituents in a representative
sample are below detection levels. If a waste containing heavy
metals is evident, additional cleaning will be completed until
such constituents in a representative sample are not signifi-
cantly greater than background levels.

Soil samples will be taken around the burn area if contamination
is evident or suspected in accordance with DOE guidance. Sam-
ples of soil from near the soil surface may be obtained using a
spade, shovel or scoop to remove the soil cover to the required
depth, and then using a stainless steel or other chemically
compatible scoop to collect the sample. A systematic sampling
scheme may be used to collect samples at predetermined regular
intervals. Some compositing of soil samples prior to analysis
may be done depending on preliminary findings and practical
considerations. An undisturbed sample could be collected from
this excavation by using a thin-wall tube sampler, which is
forced into the soil, then extracted. Friction will usually
hold- the sample material in the tube during the extraction. The
construction material will generally be steel: sonme samplers may
utilize plastic liners and interchangeable cutting tips. Soil
sampling could also be completed by hand augering a borehole,
ramoving tre auger, and lowering a tube sampler into the hole,
then forcing it into the soil at the completion depth.

In addition to samples of potential contamination, blank samples
(deicnized/distilled water, rinsed collection devices, etc.)
will be taken, handled in the same manner as the contamination
samples, and analyzed to identify possible sources of contamina-
tion during cellection, preservation, handling or transport.

Containerized or bulk waste in inventory at closure of the burn
area, whose composition and characteristics are not sufficiencly
known to allow onsite burning or offsite disposition, will be
sampled and analyzed using the apprcach described in our Waste
Analysis Plan.

Sample containers will be selected on the basis of compatibility
with the waste, resistance to breakage, cost and volume. Analyt-
ical procedures for determining waste constituents wil} be those
outlined in RGRA Part 261 and EPA Report SW-846, Third Edition,
as applicable,.
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3.4

Personnel Safet' <quipment

Each operation will be analyzed to determine when personnel
working with explosives must wear approved coveralls or labor-
atory coats to prevent skin contact with explosives and to
prevent contaminating personal apparel. Flame-retardant cover—
alls may be desired for certain explosives operations where the
possibility of a flash fire exists. These coveralls will not
have cuffs and will not have metallic fasteners Written
procedures include protective clothing and equipment
requirements, :

Cotton (or other antistatic material) outer and undergarments,
including socks, will be worn where generation of static elec—
tricity would create a hazard.

Footwear

Personnel working in a building or area where electrostatic~-
sensitive explosive powders or materials are handled will wear
conductive, nonsparking footwear. Exception: Personnel working
on electrical or electronic equipment will not wear conductive
footwear unless protected by insulated mats, ground fault
circuit interrupters (GFCI), etc. Personnel working in other
areas where explosives contamination may be present will wear
nonspark:ng footwear or bootie shoe coverings,

Respirators

Approved respirators will be worn in dusty atmospheres to
prevent breathing of explosives dust,

Eve Protection

Suitable eye protection devices will be worn by all perscnnel
when working or visiting in eye hazard areas, particularly when
electroexplosive devices are handled. The type of explosive
ope-ation will be evaluated for eye hazard risks. Contact
lenses will not be considered as an appropriate eye protection.

Gloves

Gloves will be worn'during manual handling of unpackaged toxic
explosives,

Cleaning and Disinfecting

Provision will be made for the laundering and disinfecting of
protective garments and devices. Attention to cleaning- and
disinfecting is especially important for equipment worn about

e



the face. Beca 2 laundering affects the ame-retardant
properties of fabric, flame-retardant coveralls will be tested
£0 establish the maximum number of laundering cycles permitted.

Contaminated Clothing -~

If clothing becomes contaminated, as much contaminant as
possible will be removed by wiping or dusting; compressed air
will not be used for this purpose. If obvious contamination
remains, clothing will be changed.

Personnel involved in decontamination procedures will practice
good personal hygiene. Directives will be provided pertaining
to the fit of respirateory protection equipment, corrective
ienses, contact lenses, eating and smoking areas,; and toilet
facilities.

Such personnel themselves will be decontaminated before leaving
the work site, depending on the seriocusness of the contamina-
tion. Impermeable clothing will be flushed with water before
being removed by the person wearing it. Boots will be scrubbed
with decontaminant or scap and water. Clothes will be placed in
marked containers for laundering. “ersons will shower complete-
ly using soap and water before donr ng clean street or work
clothes. Waste waters from launder:ng and other activities will
be treated as contaminated until proven otherwise.

SCHEDULE FOR CLOSURE

The following schedule includes the basic activities that will
be completed at closure., All closure activities will be com-
pleted within six months after start.

Month
After Start Activity

1 ‘Identify any unknown wastes by wascte sampling and
analysis.

1-2 Complete onsite destruction of explosive wastes.

2-3 Remove hazardous waste -and residues from any dis-
: charge control equipment and any discharge
confinement structures.

3-4 Decontaminate equipment by removing all hazardous
waste and residue; use thermal decontamination as
needed; cocllect and containerize cleaning fluids
and residues; conduct sampling and analysis as
needed to show that contamination no longer exists.

46 Dispose of all egquipment, structures, and waste/
: residues intended for discard.

6 Complete any remaining activities.

6 Submit certification to EPA that facility has
been closed per specifications in approved
closure plan.

-6-



CLOSURE CERTIFICAT TN

When closure of the burn area has been completed, a registered
professional engineer will certify that the area has ﬁgen Closed in
accordance with the approved clesure plan.  The certification will be
signed by Mound's owner or operator and by the engineer and submitted to
EPA by registered mail. The registered professignal englnesr will be‘ag
employee of EG&G Mound Applied Technologies whe is not-assgc1ated wlth the
waste management activity at the site but who is employed in our Loss
Prevention and Environmental Control Activity. The LP&EC function
performs technical reviews of all engineering service orders at Mound to
ensure that relevant safety, health, and environmental issues are .
addressed. Documentation supporting the engineer's certification will be
furnished to EPA upon request.

COST ESTIMATE FOR CLOSURE OF BURN AREA

Using the basic procedure outlined in this plan, the cost associ-
ated with such work is estimated to be $100,000, as shown in the
following table. This cost may be less if contamination is found
to be minimal or if decontaminated materials can be re~used
Identification of unknown waste $§ 1,000

Onsite destruction of residual waste $ 2,000

Removal of waste from equipment/structures
(1 week, 3 men) $ 2,000

Decontamination of equipment

Labor (4 weeks, 4 men) $ 10,000
Containers (100 drums @$50) $ 5,000
Materials $ 3,000
(Sampling/analysis to confirm absence of
decontamination) $( 5,000)*
Dismantling/removal of equipment
Labor (8 weeks, 10 men) $ 50,000
Equipment rental $ 10,000
Disposal of equipment, waste, etc,
Ten truckloads €$1000 $ 10,000
Remaining activities and certification $ 2,000
Contingency $_ 5,000

Total $100,000

*Not included in cost of $100,000



Adjustment for Inflation - 1-127-87

Inflation factor: 1.031

$100,000 x 1.031 = $103,100 (adjusted closure cost)

Adjustment for Inflation - 10-12-87

Inflation factor: 1,036

$103,100 x 1.036 = $106,810
Sampling/analysis cost = 5,000

$111,810 (a2djusted closure cost)

Adjustment for Inflation - 1-6-89

Inflation factor: 1.043 (per J. amos, EG&G Engineering)

5111,810 x 1.043 = $116,618 ({(adjusted closure cost)

(Revised 1-6-89)



ENCLOSURE 3

INFORMATION FOR D=5 INCIKRERATORS
(PAGES 4~34 THROUGH 4-53)

4.2.2.6 Description of Auxiliary Fuel System (Par. 270.19(c) (2} (1v)

An overview of the electrical system for the glass melter is shown in Figure 4-11.
A schematic diagram of the original power supply is provided in Figure 4-12. The
upgraded power control unit is shown in Figure 4-13. The upgraded power supply unit

is depicted in Figure 4-14. Figure 4-15 provides a schematic diagranm of the modified
electric current control.

Energy to maintain glass in the molten state and provide necessary
heat for transfer to chamber walls and gases is supplied electricaily
by means of three electrode pailrs (six electrodes) embedded hori-
zontally in the glass pool. The electricity supplied to the furnace
is 150 kVA, 3-phase, 460 V AC. Up to 150 KW of power 1s available,.
Control of the power supply is by a three-phase, phase angle firing
SCR unit. Temperature control is achieved by regulating the level of
the voltage to the furnace.

The glass melter is also eguipped with a 400,000 Bru/hr propans-firsd
baurner. This is used only at the cold start-up of cthe unit te bril
the glass to 1ts molten statz, at which time 1t becomes electrical
conductive. Once the glass 1s capadle of conducting current, the

oropane burner 1s turned off; 1t 1s not used during wasts processing.

=
ng
1w

1,2.2.7 Capacity of Prime Mover (Par. 270.15{cy{2) (v})

Two centrifugal fans installed in series following tne HEFA filter
iaduce combustion air to the chamber and provide the differsnctial
sressure reguirsmencs of the offygas scrubbing unit., Tne tirstc £an nas
a capacity to deliver 42 inches W.G. static pressucr= and 200 scfxa of
air flow; it 1s power=d by a 7.5-hp motor. The second fan has a
capacity of 61 inches W.G. statlc prassurs and 550 c¢fm of air flcow; 1t

is powered by a l>-hp motor.

System (Par. 270.19(c) (2) (vi)

4.2,.2.8.1 Waste Feed Syvstem

Four small scale feed systems are presently available for experimental
feeding of solids, liquids, and sludges. These systems all feed to a.
common furnace penetration of the chamber ceiling at the end of the
furnace opposite that of the offgas outlet. Wastes drop by gravity
directly to the surface of the glass, where most ligquid evaporation
and primary combustion takes place. Tne remaining volume of the

4-34 Revised 3/3%
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chamber iz then avallable for secondary combustion rzactions. Ash
laying on the surface 15 assimilated into the glass matrix, and then
mixed by convection currents throughout the bed,

Two screw feeders are used for solid materials. The first is a 6-inch
water-cooled screw used generally for larger particle feeds, or
inorganics where feed rate i3 not critical., The other screw feeder
a Vibra Screw Live Bin feeder with a l-inch screw. The hoppers for
both feeders have gasketed lids, and are enclosed in controlled air
fume hoods, with ventilation being provided by a building exhaust
system designed for radioactivity control {(HEPA filtered before
release to the stack).

is

The sludge feeding system consists of a 55~gallon hopper, a Moyno

"open throat" sludge pump, and l-inch piping to deliver feed to the
farnace,

The liquid feed system consists of a 55-gallon feed tank, metering
solvent pump, 100-micron filter, flow meter, needle valve, check
valve, and shut-off valve. Stainless steel tubing is used for liguid
transport, The ligquid nozzle allows full stream entry toc the furnace,
Fuel atomization 1is not considered necessary, would complicate the
feed system and make 1t more susceptible to plugging, and may, in
fact, reduce effective residence time since atomization technigues
project droplets inte the gas stream.

4.2.2.8.2 Automatic Waste Feed Cutoff System

The glass furnace is equipped with a propane burner system which is
uszd only upon ccld start-up of the furnace to prepares a molten glas
barch that will conduct elecctricity. This burner has a standard flzaz

L

=
safzty svstem consisting of a flame-rcd-type flame detsction, gas l:ine

35w

pressure switch, concrol module, and automatlc valving., Additional
manual valves are closed as tnhe electrical systam comes up.

All critical process data, including system pressurss, temperatures,
and analvzer information, are fed to a Kaye Instrument Digiscrip TIX
Recorder ‘Data Logger for monitoring and recording purposes. Alarm et
peints (1:1gh, low, and rate of change} can be programmed indegenuenzly
for each ilnput channel. Wastz feed cutcff will be initiated auto-
matically when selected measarements fall ocutside prescribed ranges.,
For liguid feed operations, Digilstrip relays will interact with a
Hauck flame safety svstem, tripping the system shut-off valve when
selected results are outside specifications. For sludges and
combustible solids feed systems, alarm signals will be used to shuc
off power to feed system motors.

The parameters that will be used for automatic waste cutoff are: flue
gas carbon monoxlide, chamber temperature, and scrubber outlet flue gas
temperature., Shut-off will occur at carbon monoxide values greater
than 700 parts per million, chamber temperatures less than 1500°F or

4-40 Revised 3/8%



greater than 2700 F, or scrubber outlet flue gas temperatures
greater than 205°F, Thermocouples used for the above temperature
measuremants are B and J types, respectively:; they will bs calibrarted
by the Mound 3tandards laboratory, or by the manufacturer,
Recalibration or replacement will be performed as specified by
Department of Energy Quality Assurance guidellines,

The carbon monoxide continuocus emission monitor 1s a Beckman Model
865, non-dispersive infrared instrument. Zero and standard gases will
be used to periocdically calibrate the instrument in accordance with
EPA procedures for continucus emission monitoring, A conditioning
system 1s used to prepare the flue-gas sample for the instrument.

This system consists of a particle filrter, a refrigeraced condenser
and liquid trap, additional filters, and a rotometer.

4.2.2.9 Stack Gas Monitoring and Pollution Control Equipment (Par. 270.19(c) {27 (vii)

Carbon meonoxide is meonitored continuously using a sample gas extrac-
tion system coupled to a Beckman Model 865 non-dispersive infrared
(NDIR) analyzer as specifiled in EFPA Method 10 (CFR 40, Chapter I, A
A}. The Beckman instrument has range opticns of § to 1000 parts
million and 0 to 1000 parts per million. The analvzer's 0 to 100
range is equipped with a linearizer circult beard to provide linear
concentration rsadouts to the meter and to a Dilgistrip III data
logger. A gas condicionlng assembly 1s used to prepars the flue gas
sample for the NDIR c¢ell (see Figure 4-/6 ), A gas sample 1s drawn

from the flue duct bv way of a Lear Siegler probe asqenblyﬁfffgzﬁqH__#’
vrope featurss an electrically heated filter chamber which 1s locactzd
adjacent to, but outside the mounting flange so that tne filter czan be
easily maintained. Separate gas connections at tne filcer permit
mple exzraction, backflush, and calibraticon gas injection. The
ﬂole iz next drawn througn two heat exXchanger cells in series whiczh
= ilmmersed in solution maintained at just above freezing temper-
arure., Moisture which condenses from tne sample 1s czught in traes
Two additional filters remove remaining particle matter from the
sample, and then a pump sends 1t though a rotomezer and to the
analyzer., Span gases of zero air, 400 ppm CO, and 1000 ppm CO ar=
usa2d to calibrace the analvzer. For EPA Methiod 10, the minimum
detscrable concentration of CO has bkeen determined to dDe 20 spm in
range of 1 to 1000 pcm. Collaborative tests have spown that tiis
m=thod c¢3n be executs=d with accuracies within +/-10.1 mc CO,x"mj
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A Teledyne Model 9700 ecxygen analyzer 1s used to continuously monic
O, in the offgas. The analvzer employs a micre-fuel cell
(Slectro-chemical transducer) to provide an electrical signal that is
directly proporticnal to, and specific to, oxXygen concentratlon 1in tie
gas adjacent to its sensing surface, The instrument 1s rated to have
an accuracy of =1% to +1% of scale, over a range selection of 0-5 to
0-25% 0,. A sample conditioning system cleans and cools the gas
sample %or the analyzer. Sample gas is drawn into the system through
a two-way selector valve, Cooling water is introduced through a spray
nozzle. The sample gas and cooling water mixture then enters the
pump. The discharge of the pump goes through a mixer tube where the
sample gas 1s thoroughly scrubbed. The mixer tube empties into a
separator, with the water going to a drain and the sample gas (vlia a
filter condensate trap) to the oxygen analyzer.
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4.2.2.10 Nozzle and Burner Design  (Par. 270.19{(c)(2)(viii)

Since heat for combustion in the glass melter is electrically generated,
auxiliary fuel nozzles and burner assemblies are not required. Waste,
both in the solid and liquid form, s free fed directly to the furnace
with no atomization required.

4.2.2.11 Construction Materials (Par. 270.19(c)(2)(ix))

The glass melter consists of a rectangular 310 stainless steel box lined
with Criteria I alumina, zirconia, silicate fused-cast refractory on the
floor and lower sides to contain the glass pool, and of high-density
firebrick in the upper chamber where combustion takes place. An outer
layer of standard firebrick and an air space separate the interior
refractory from the outer skin. Electrodes embedded in the glass pool are
fabricated of high purity iron.

The offgas duct between the furnace and the scrub tank and the scrub tank
itself are constructed of 316L stainless steel.. Scrub tank nozzles are
fabricated of Inconel 625 and 316 stainless steel. The venturi scrubber
and the section of duct immediately proceeding it are constructed of
Hastelloy C-276. The remainder of the offgas ductwork is fabricated of
304L stainless steel. Exhaust fan impellers and casings are constructed
of carbon steel.

The scrub Tiquor system is composed of a mixture of iron and stainless
steel materials. The pump casing and vertical leaf filter housing are of
cast iron. The filter Teaves are constructed of 316 stainless steel, and
are covered externally with polypropylene fabric. The heat exchanger and
the recycle tank are fabricated of 316 stainless steel. Black iron pipe
makes up most of the piping system. Pipe directly adjacent to the spray
nozzles is 316 stainless steel. Stainless steel strainers separate the
black iron and stainless steel pipe.

Location and Description of Temperature, Pressure, and

LEERRERE Flow-Indicating and Control Devices (Par. 270.19(c)(2){x)]

The control instruments described in Table 4-5 are used to monitor process
parameters. The locations of these sensors are shown in Figure 4-18.
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Measurement D
Furnace Chamber Temperature - Zone 1 TC1
Furnace Chamber Temperature - Zone 2 Tcz
Furnace Chamber Temperature - Zone 3 T3
Electrode A Temperature TC20
Electrode B Temperature Te21
Electrode D Temperature Teed
Furnace Cooling Water Temperature TC19
Furnace Chamber Pressure PGl
PTY
Offgas Temperature - Before Scrubber TC4
Offgas Tenmperature - Before Scrubber 75
Offgas Temperature - After Spray Tank T¢h
0ffgas Temperature - After Venturi 1C7
Of fgas Temperature - After fans T8
Gffgas Temperature - System Exit 1C9
PG4
Offgas Velocity - System Exit Vi
0ffgas Mass Flow Rate - System Exit viz
{P63
Venturi Pressure Differential PT3
Spray Tank Pressure P12
flue Gas Oxygen 02
Fiue Gas Carbon Monoxide co
Flue Gas €arbon Dioxide co,
flue Gas Hitrogen Oxides NOK
Flue Gas Combustibles Ly

Table.d-5

8 Type

B Type
B Type

K Type
K Type
K Typa

J Type

Magnche

Pressuir

Type
Type
Type
Type
Type
Type

L Lo G . O D

DESCRIPTION OF SYSTEM MONITORS

Analysis Methed

Range(s)

Recorded

Anstrument

Thermaccuple
Thermacoupie

Thermocoupie

Thermocouple
Thermecouple

Therimocouple

Thermocouple

lic Gauge
e Transducer

Thermaceuple
Thersiccoupte
Thermecouple
Thermocouple
Thermocouple
Thermccoupte

Magnehelic Gauge

Annubar -

Kurz Mass flow Moter

Magnehelic Gauge

Pressur

Pressar

Teledyne 9700 Flue Gas Analyzer

e Transducer

e Transducer

Beckman 865 Analyzer

Beckman 864 Analyzer
Beckmars 951A

Teledyne /00 Flue Gas Analyzeor

Pressure Transducer

Thermal Sensor

Electrochemical Transducer
Non-dispersive infrared
Non-dispersive infrared
Chemiluminescent

Catalytic Scnsor

0-(-)15
{-)10-10 inches water

32-3092°F
32-35092°F
32-3092°F

(-330-2300°F
(-1330-2300%
(-330-2300°%

32-1400°%F

323092
12-3092°F
32-1400°F
32-1400"F
32-1400%¢
32-1400°F

0-2 inches water
0-5 inches water
0-2500 feet/minute
0-80 inches water
0-802 inches water
0-¢-) 10 inches wWater

0-25%
0-1000 ppm
0-20%

0-10 to 0-10,600 ppm

0-5%

inches water

- A A

A

O e

Page 1 of 2
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Measureiment

Scrub Liquor Temperature - Supply
Scrub Ligquor Temperature - Spray Tapk Drain
Scrub Liquor Temperature - Demister Drain
Scrub Ligquor Temperature - #Heat Exchanger
Intet
- Heat Exchanger
Cuttet
Furnace Coolant Temperature - Radiator Inlct
- Radiator Outlet
Scrub Liquor pH

Taple. 4-5

10

112
TC13
TC14

1¢I5

TC14
TC17
Tc18
PH

DESCRIPTION OF SYSTEM MONITORS (continued)

Instroment Analysis Method Range(s) Recorded
J Type Thermocouple 32-1400°F X
J Type Thermocouple 32-1400"F X
J Type Thernocouple 32-1400°F X
J Type thermocouple 32-1400°F X
4 Type Thermocoupic 32-1400%F X
4 Type Thermocoupie 32-1400%F X
4 Type Thermocouple 32-1400%F %
Leeds & Northrup 0-14 X

Page 2 of 2

Revised &6/87
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An engineering flow diagram of the incinerator cffgas system, showing the location
of associated instrumentation, is presented in Figure 4-19.

Process diagram details for the glass melter and prescrubber blue duct are shown
in Figure 4-20, for the prescrubber flue tc the venture scrubber in Figure 4-21,
and for the venture scrubber to the stack in Figure 4-22.
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1. PURPOSE

This plan describes the actions to be taken in response to fires,
explosions, or releases (e.g., spills) of hazardous wastes,
hazardous waste constituents, and other materials to air, soil, or
surface water that could threaten human health or the environment.

NOTE: Names and phone numbers of persons and organizations to
be contacted are provided in Appendix A.

2. SCOPE

This plan pertains to hazardous wastes, hazardous waste
constituents, and other materials designated by the Environmental
Protection Agency (EPA) and the Department of Energy (DOE) in the
references listed herein. It does not pertain to fires,
explosions, or releases involving strictly radiocactive materials.
Special procedures for handling PCB for emergencies are provided

in Appendix B, and special procedures for handling emergencies in
the burn area are provided in Appendix C.

3. POLICY

Mound will respond to fires, explosions, or unplanned sudden or
nonsudden releases of waste, hazardous waste constituents, and
other materials to air, soil, or surface water to minimize hazards
to human health or the environment and to comply with applicable
federal, state, and iocal regulations.

4, REFERENCES

0 Natiunal Oil and Hazardous Substances Pollution Contingency
Plan, #40 CFR1510.

! MD-10135 Mound Emergency Planning System Master Plan.

o Ohio EPA Hazardous Waste Management Regulations, Ohio
Administrative Code, Title 33745, Sections 50 through 55,
1987. )

o} U.S. EPA Regulations for Manufacturing, Processing,

Distribution in Commerce, and Uses Prohibitions for

Polychlorinated Biphenyls under the Toxic Substance Control
Act, 40 CFR 761,

ML-8444
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1.

PLAN CONCEPT

Any fire, explosion, or releases of hazardous waste or hazardous
waste constituents is considered an emergency. An appropriate
Emergency Control Center (CCI/II level I and/or II) will be
established. On-the-scene authority will be assumed by the
ranking Fire Protection Officer, herein called the Emergency
Response Coordinator (ERC). Mr. David L. Heitz, Fire Protection
Supervisor, will serve as the ERC. In Mr., Heitz's absence and
after normal working hours, the Fire Protection Officer omsite
will serve as the ERC.

BACKGROUND INFORMATTION

Site Description

o Site

Mound is located in Miamisburg, Ohio, 12 miles south of
Dayton, Ohioc. This facility is operated by EG&G Mound
Applied Technologies (MAT) for DOE under Contract No,
DE-AC04-88DP43495,

o Qffice Responsible

The EG&G contract is administered by the Dayton Area Office
(DAO) of the U.S. Department of Energy, with offices located
at Mound. The Albuquerque Operations Office is the
responsible Field Office.

o Programs

Mound (principal SIC GCode 9711; other SIC Codes: 3483, 2819,
and 376%) is an integrated research, development, and
production facility performing work in support of DOE weapons
and energy programs, with emphasis on explosives and nuclear
techneology.

The weapons program missions include: process development,
production engineering, manufacturing and surveillance of
detonators, explosive timers, explosive actuated transducers,
explosive pellets, nuclear components, and specific testing
equipment.

Energy related activities support the DOE programs and
include research, development, and fabrication of
radioisotope-fueled heat sources for space and terrestrial
applications.
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o Contractors

EG&G Mound Applied Technologies is the sole contractor
involved in waste generation and waste management activities
at the Mound site.

o Lead Responsibility for Site Plan

Mr. J. M. McGough, Jr., DOE/AL (WMTD) is the DOE officer
assigned the lead role in maintaining an updated site plan.

6.2, Site Activities

o Waste Storage - Containerized hazardous wastes are stored in
a covered open-ended structure (Bldg. 72), 40 ft x 60 ft,
containing three rectangular diked areas with a concrete
base, capable of holding 360 55-gallon drums single stacked.

Containerized radicactive mixed waste (mostly scintillation
vials) is stored in the east end of Bldg. 23. Containerized
radicactive PCB waste is stored inside of a diked area in the
northeast end of Bldg. 23.

Solid hazardous explosive wastes are containerized in bags,
trays, and suitcases and stored in a bunker (Bldg. 53) that
meets DOD and DOE safety specifications and is located in the
secure burn area where such wastes are destroyed.

o Waste Treatment - Open burning of hazardous explosive-
contaminated wastes is conducted as needed and in accordance
with minimum-distance requirements from such cperations to
the property of others. Some explosive waste is placed in an
"incinerator", which consists principally of an open-top drum
located inside of a container holding a cooling fluid to
prevent overheating of the drum base and to reduce shock; the
waste is covered with excelsior, ignited, and destroyed as
needed. Waste detonators and explosive pellets are destroyed
as needed in a retort, which consists of a propane-fired kiln
that provides sufficient residue time and mixing for complete
destruction of the waste, primarily by detonation.

A cyclone incinerator and a glass melter are developmental
units available for hazardous waste treatment. The
incinerator includes a single-stage cyclonic combustion
chamber, a wet off-gas treatment system, and a high-
efficiency filter. The glass melter includes a refractory
chamber with molten glass over which waste is burned, a wet
off-gas treatment system, and a high efficiency filter.

ML -8444
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0 Disposal Facjlities - There are no onsite disposal facilities

(i.e., placement of waste into or on land or water) at Mound
for hazardous waste.

6.3. Wastes Handled

The following table lists the types of wastes that have been
handled at Mound and the maximum quantities expected to be
onsite., The hazards associated with these wastes are shown in

Figure 1.

Waste tvoe Quantity
Organic solvents 11,000 gal
Paints and thinners 300 gal
Corrosive liquids 3,000 gal
Plating-bath wastes : 120 gal
EP toxic wastes 250 gal
Polymeric wastes . 200 gal
Photoprocessing wastes 1,600 gal
Explosive wastes 800 1b.
Radiocactive mixed wastes 9,400 gal
Laboratory wastes 1,800 1b.

*Consists mostly of scintillation vials in 55-gal drums.

6.4. Site Plan

The major structural features of Mound, including topography, are
shown in Figure 2 and listed in Figure 3. Hazardous waste storage
and treatment facilities are noted. A map showing adjacent land

features and uses that could be affected by an emergency situation
is provided in Figure 4,

ML-8444
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Waste Tvype

FIGURE 1: HAZARDS ASSOCIATED WITH WASTE HANDLED

Fire/Explosion

Health Hazards

EP toxic waste

Polymeric waste

Photo waste

Explosive waste

Some of these materials may burn not none them

ignite easily.

Flammable/combustible material; may be
ignited by heat, sparks or flames.

Vapors may travel to a source of ignition

and flash back.

Container may explode in heat of fire.

Vapor explosion hazard indoors, outdoors
or in sewers.

Runoff to sewer may create fire or
explosion hazard.

Some of these materials may burn but
none of them ignite readily.

Flammable/poisonous gases may accumulate
in tanks and hopper cars. '

Some of these materials may ignite com-
bustibles (wood, paper, oil, etc.)

May explode if fire reaches cargo area,

Poisonous if swallowed,

Inhalation of dust
poisonous,

Fire may produce irrita-
ting or poisonous gases.

Runoff from fire contrel
or dilution water may
cause polliution.

May be poisonous if
inhaled or absorbed
through skin.

Vapors may cause dizziness
or suffocation.

Fire may produce irrita-
ting or poisoncus gases.

Runoff from fire control
or dilution may cause
-pollution.

If inhaled, may be harm-
ful; contact may cause
burns to skin and eyes.

Fire may produce irrita-
ting or poisonous gases.

Runoff from fire control
or dilution water may
cause pollution.

Fire may produce irrita-
ting or poisonous gases.
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FIGURE 1 (Continued)

Waste Type

Fire/Explosion

Health Hazards

Radioactive
mixed wastes

Laboratory waste

Organic solvents

Some of these materials may burn but none
ignite readily.

May burn rapidly.

May ignite other combustible materials
(wood, paper, oil, etc.)

Reaction with water may be violent.

Flammable/poisonous gases may accumulate
in tanks and hopper cars.

Runoff to sewer may create fire or
explosion hazard.

Flammable/combustible material; may be
ignited by heat, sparks or flames,

Vapors may travel to a source of ignition
and flash back.

Container may explode in heat of fire,

Vapor explosion hazard indoors, outdoors
or in sewers.

Runoff to sewer may create fire or
explosion hazard.

External radiation from
unshielded radioactive
material,

Internal radiation from
inhalation, ingestion or
skin abserption.

Radioactive material;
degree of hazard will
vary greatly, depending
on type and quantity of
radicactive material.

Runoff from fire control
or dilution may cause
pellution,

Vapors or dust may be
irritating.

If poisonous, may be fatal
inhaled, swallowed or

' absorbed through skin.

Contact may cause burns to
skin and eyes.

Runoff from fire contrel
or dilution water may
cause pollution.

May be poisonous if in-
haled or absorbed
through skin.

Vapors may cause dizziness

- or suffocation.

Contact may irritate or
burn skin and eyes.

Fire may produce irrita-
ting or poisonous gases,

Runcff from fire control
or dilutien may cause
pollution.

aNOWN

I fes
s 18
Tt | @
T
&
> ®
@ 1y
g o
7 |-
e
o o
P e
: |3
oz
& | &
. ®
o | @
7
Rt
L]
—
®
B
I
o o
0 h
(. ]
0
=}t
I
<
o @
'—'»].a
wn
n

88/1/01

17. IBRUBA SWIISAG



baza b1y

FIGURE 1 (Continued)}

Waste Tvpe

Fire/Explosion

Health Hazards

Coal tar compounds

Paint and thinner

Flammable/combustible material; may be ignited
by heat, sparks or flames.

Vapors may travel to a source of ignition
and flash back.

Container may explode in heat of fire.

Vapor explosion hazard indoors, outdoors
or in sewers. :

Runoff to sewer may create fire or explosion
hazard.

Vapors may cause dizziness or suffocation.

Exposure in an enclosed area may be very
harmful .

Contact may irritate or burn skin and eyes.

Fire may produce irritating or poisonous
gases.

Runoff from fire control or dilution water
may cause pollution.

Flammable/combustible material; may be
ignited by heat, sparks or flames.

Vapors may travel to a source of ignition.

Container may explode in heat of fire.

Vapor explosion hazard indoors, outdoors
or in sewers,

Runoff to sewer may create fire or
expleosion hazard.

May be poisoncus if in-
haled or absorbed
through skin.

Vapors may cause dizzi-
ness or suffocation.
Contact may irritate or
burn skin and eyes.
Fire may produce irrita-

ting or poisonous pgases.’

May be poisonous if in-
haled or absorbed
through skin.

Vapors may cause dizziness
or suffocation,.

Contact may irritate or
burn skin or eyes.

Fire may produce irrita-
ting or poisonous gases.

Runoff from fire control
or dilution water may
cause pollution.

Some of these materials
may burn but none of
them ignite readily.

Most vapors are heavier
than air,

Container may explode in
heat of fire.
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FIGURE 1 (Continued)

Waste Type

Fire/Explosion

Health Hazards

Corrosives

Plating waste

Some of these materials may burn but none of
them ignite readily.

Flammable/poisonous gases may accumulate
in tanks and hopper cars.

Some of these materials may ignite combusti-
bles (wood, paper, oil, ete.)

Some of these materials may burn but none
of them ignite readily.

Flammahle/poisonous gases may accumulate
in tanks and hopper cars.

Some of these materials may ignite combust-
ibles (wood, paper, oil, etc.)

Contact causes burns to
skin and eyes.

If inhaled, may be
harmful.

Fire may produce irrita-
ting or poisonous gases.

Runoff. from fire contrel
or dilution water may
cause pollution.

Peisonous; may be fatal if
inhaled, swallowed or
abhsorbed through skin.

Contact may cause burns to
skin and eyes.

Runoff from fire control
water may give off
poisonous gases.

Runoff from fire control®
or dilution may cause
pollution.
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BUYLDING  FUNCTION
A Administration
B Detonater Manufacture
Inert Components
c Cafeteria
DS Explosive Components
) Development & Standards
E Detonactor Production
Explosives Analytical Support
Development Counting
G Garage Motor Pool
GH Security
GP#l Guard Post #] Headquarters
GW Bonded Stores
M Change House and Laundry
MN Stable Isotope Separation
1 Detonator Manufacture
Explosive Components
M Machine Shop
0s Computer Facllity/Drafting
P Powerhouse
PH 011 Pump House
PS Paint Shop
R Research & Technical Information
Center
R&R Empty
sD Sanitary Disposal
SM Special Metallurgical Processing
SST Salt Storage
SW Disassembly and Surveillance
Classified Fabrication,
Special Devices, Cave-Isctope
Separation of Irradiated Materials
T Technical Building
v Warehouse /Malntenance Shop
WD Radioactive Waste Disposal
GSA Off-Site Warehouse
1 Crystallization Building
2 Test Firing
3 Test Firing
4 Magazine
5 Magazine
6 Magazine
7 Magazine

BUILDING

Deep Wells

FIGURE 3: BUILDING CODE FOR FIGURE 2
BUIEDING  FUNCTICN

g Magazine

9 Hagazine

10 Magazine

11 Magazine

12 Storage Warehouse-Explosives/TF

13 Burn Area Firing Shed

14 Lead Melting

16 Storage Warehouse 0 I Bulilding

17 Storage Warehouse O I Bullding

18 Storage Warehouse-Explosives/TF

14 Storage Warehouse-Excess Material

20 Magazine

21 Thorium Sludge Storage

22 Storage Warehouses

23 Waste Materials Staging Center

24 Water Treatment Plant

25 Meteorological Station

26 Area Mailntenance

27 Explosive Processing

28 Plastic Development

29 Plastic Formulation Facllicy

30 Gamma Scan

k11 Contaminated Materials Storage
Warehouse

33 SM Malntenance Building

34 FD Training Facility

35 Non-Destsructive Testing Facility

36 System & Capsule Design
Testing Faclility

37 Radiocactive Heat Source Testing
Facilicy

38 Plutenium Processing

39 Warehouse/Fiberglassing Facility

40 Printing Services

41 WD Rundown Tanks

42 Pyrotechnic Component Fabrication
Facility

43 Addition to Explosive Preparation
Complex

44 SM Cafeteria

45 Neutron Standards and Multiplication
Facilicy

46 Welding Development

FUNCTION

Central Fire Station
Process Mechanization
Timer Fabrication

GPHS Assembly & Testing
Incinerator

Magazine

Magazine

Magazine .
Effluent Water Continucus
Monitoring System

Fire Fump House

Sewage Treatment Plant
High Filtration Plant
Neutron Radiegraphy
Ceramic Facility
Logistical Support
Warehouse /Purchasing
Aqueous Tritiated Waste Facility
Surveillance Facility
Magazine

Modular Office

Modular Office

Modular Office

D&D Facility

Modular Office

Hodular Office

1, 2, and 3

Flammable Liquid Storage
Chemical Waste

Gas Cylinder Storage
Explosive Packaging
Modular

Modular

Modular

Modular

Modular

Modular

HE Storage

Retort

Modular-4 Building
Modular-1 Building
Modular-D§

Firestation

ga I
3|3
o =
o
= I
o =
g &
6 ™
A
rd (1]
g‘ -
2 13
= =3
I =]
: ©
L73
o 1 e
o
St
&
g
o £
fu h
m )
@ o
[¢]
=
PR
o
o o
|—h bl
wh
+ =
)
~.
l_-J
~
(o ]
(o]

INNON

17L Tenue]y Swidisig



MOUND Systems Manual 721

Emergency Preparedness Sysiem Effective: 10/1/88

Contingency Plan No. 9 Page 15 of 54

FIGURE 4: PORTION OF TOPOGRAPHIC MAP OF MOUND SHOWING
SURFACE WATER AND LAND USES AROUND PLANT SITE
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7. RESPONSIBITITIES AND PROCEDURES
7.1. Emplovees
Employees will report fires, explosions, or releases of oils,
hazardous substances, or hazardous wastes by dialing 7111, by
contacting the radic, or by manually activating the fire alarm
box.
7.2. Emerpgency Response Coordinator

ML-B444

The EG&G MAT ERC will:

o Be familiar with all processes and aspects of this
Contingency Plan.

o Direct and coordinate all internal emergency response - .
measures needed to control and minimize the hazards
associated with fire, explosion, or release of oils,
hazardous substances, or hazardous wastes that could threaten
human health or the enviromment.

- Commit the site resources needed to implement this plan.

- Employ the services of the site Spill Management Team if
the emergency involves a spill. (The Spill Management
Team includes representatives from the Environmental
Section, Industrial Hygiene, Technical Support Waste
Management, and Facilities Maintenance.)

- Obtain advice and assistance from site Hazardous Waste
Management (HWM) persomnel, who are members of the
Technical Services Group, Technical Support Section.

o Activate internal alarms or communication systems to notify
facility personnel of the emergency, notify the Miamishurg
Fire and Police Division if necessary, and inform the
appropriate local authorities,

o Report his findings regarding a release, fire, or explosion
that could threaten human health or the environment outside
the facility, through the Safety Manager to the EG&G MAT
President, the DOE-DAO Manager, and the site Public Relations
Manager; recommend evacuation of local areas, if deemed
advisable, through the Safety Manager to the EG&G MAT
President and the DOE-DAO Manager and/or the DAO Duty Officer

for after hours and weekends, who will notify the appropriate
authorities.
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o Utilize the services of site HWM personnel and other

personnel to characterize and quantify any released materials
and to assess possible hazards to human health or the
enviromment that may result from any release, fire, or
explosiont., The assessment will include the effects of
generated gases and surface water run-off from water or
chemical agents used to control the emergency situation.

0 Take all reasonable measures necessary to ensure that fires,
explosions, and releases do not occur, recur, or gpread to
other hazardous wastes or materials or other areas of the
site. Measures will include, as applicable, stopping
processes and operations, collecting and containing released
waste, and removing or isolating containers.

o Monitor for leaks, pressure buildup, gas generation, or
ruptures in valves, pipes, or other equipment, as
appropriate, whenever the facility stops opertions in
response to a fire, explosion, or release.

o Contact, if necessary, Chemical Transportation Emergency
Center (CHEMTREC), a 24-hour public service offered by the
Chemical Manufacturers Association (800-424-9300), or other
information sources to cobtain immediate advice on the-
emergency at hand.

o Provide for the proper treatment, storage, and disposal of
all waste, contaminated soil or surface water, or any other
material resulting from the release, fire, or explosion, and
ensure the emergency response measures taken.

- Ensure that, in the affected area(s) of the facility, no
waste that may be incompatible with the released
material is treated, stored, or disposed of until
cleanup procedures are completed.

- Ensure that all used emergency equipment is cleaned and
ready for reuse before operations are resumed.

o Utilize, as appropriate, the guidance provided in Appendix E
of this plan for responding to toxic fumes or gas generation,
contact with incompatible materials, major spills, and minor
leaks.

ML-8444
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7.3. Security Communications Center

The EG&G MAT Security Communications Center will sound the
emergency tone and use the emergency paging system to direct
emergency response personnel to the emergency location.

7.4. Hazardous Waste Management Personnel

The EG&G MAT HWM persommnel will:

o Advises and assist the ERC in any emergency involving
hazardous wastes.

o Manage as hazardous waste, any recovered waste, contaminated
soil or surface water, or other material resulting from a
fire, explosion, or release, unless it can be shown that such
material is not hazardous.

o Note the time, date, and details of any incident that
requires implementation of this plan in the operating record;
submit a written report on the incident to the DOE-DAO
Manager for forwarding to the Ohio EPA Director within
fifteen days after the incident. The report should identify
the owner/operator and describe the incident, the materials
involved, any injuries, potential hazards to human health or
the environment, and the quantity and disposition of
recovered material.

o Report the findings to the Security Supervisor in the event
that vandalism is evident or suspected with respect to
hazardous waste. The Security Supervisor will initiate
actions following an established procedure to investigate the
situation, determine the source and reason for the vandalism,
and take corrective actiomn, which could include discipiinary

action against the person(s) involved, as well as involvement
of the FBI.

0 Supervise the removal of the containers of waste requiring
such action, using appropriate persomnel and equipment.

o) Identify the type and quantity of material released and
consult with site industrial hygiene and site envirommental
persormel in the event of a waste release, to determine its
potential hazard te human health on the environment.

ML-8444
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7.5. gSafety Manager

ML-8444

5

.6.

The EG&G MAT Safety Manager will:

o Establish CCI/IT to mobilize and coordinate facility
resources in support of emergency operations,

0 Inform the appropriate EG&G MAT and DOE personnel of any
fire, explosion, or release that could threaten human health
or the environment outside Mound.

0 Recommend evacuation of local areas to the EG&G MAT President
and the DOE-DAO Manager for decision, if such evacuation
appears advisable.

o Alert the CCI/IIL staff for briefing and decision making if it
is determined that EOC activation may be needed. The CCI/II
staff consists of the EG&G MAT President and his Department
Directors, the DOE-DAO Manager, health and safety
representatives, and other key personnel.

o Advise management of the need to notify federal and local
officials based on advice of the ERC.

Spill Management Team
The EG&G MAT Spill Management Team will:
o Direct the facility resources, through authority of the

onsite Fire Protection Officer and CCI/II, to control and/or
clean up the spill and to mitigate potential consequences.

o Provide technical expertise on control and cleanup to ensure
personnel safety and compliance with applicable government
regulations.

) Advise the CCI/II on relevant aspects of the spill and of any

response requirements including, but not limited to,
notification of federal, state, and local officials.
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7.7. DOE-DAQ Manaper

The DOE-DAQ Manager will:

o Decide, in consultation with the EG&G MAT President, on the
necessity to evacuate site facilities and/or to recommend
evacuations of local areas to appropriate local state or
national authorities. Activate the CCI/TI and notify the AL
Duty Officer as appropriate.

o Report to the National Response Center (800-424-8802) the
release of any oil or hazardous substance stipulated by the
Superfund Program (The Comprehensive Environmental Responses,
Compensation, and Liability Act of 1980), if the relesase
exceeds the reportable quantity. :

o Notify the Ohioc EPA Emergency Response Team (800-282-9378)
and provide the name and phone number of the reporter, the
name and address of the facility, the time and type of
incident, the name and quantity of material(s) invelved, the
extent of any injuries, and the possible hazards to human
health or the environment outside the facility.

o Notify the Ohio EPA Director and appropriate local
authorities when the facility is ready to resume operations,
after cleanup procedures have been completed and all
emergency equipment listed in the Contingency Plan has been
cleaned and made fit for its intended use.

o Submit a written report of any incident that requires
implementing the Contingency Plan to the Ohio EPA Director
within 15 days after the incident.

o Notify the U.S. Coast Guard/EPA National Responses Center in
the event of any discharge of 0il or hazardous substance in
violation of the Water Pollution Control Act as soon as the
ranking official at the facility is aware that the discharge
is in vielation of 33 CFR 153.201. Discharge violations will
include 1) oil spills that violate water quality standards,
causes a sheen on the surface of the water or shore, or cause
a sludge or emulsion to be deposited beneath the water
surface and 2) the discharge of hazardous substances
designated in 40 CFR 116 in amounts exceeding the reportable
quantities specified in 40 CIFR 117.

ML-8444
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7.8, Public Relations Manager

ML-8444

7.

8

9.

1.

The EG&G MAT Public Relations Manager will:

o Be fully informed of any fire, explosion, or release of oils,
hazardous substances, and hazardous wastes to air, soil, or
surface water that could threaten human health or the
environment.

o Be aware of any recommendations to evacuate local areas and
of any reports made to the Ohio EPA, the National Response
Center, the U.S5. Coast Guard, EPA, or other Government

organization.

0 Respond to inquiries from the media and other persons outside
of Mound.

o Prepare and issue press releases initiated by Mound to inform

the public of emergency situations as needed. The issuance
of a press release will be coordinated with DAO/AL prior to
release to the media.

Coordinator of Emergency Plang

The EG&G MAT Coordinator of Emergency Plans will maintain this

plan and keep users of oils, hazardous substances, and hazardous
wastes advised of the plan.

EMERGENCY SUPPLIES AND EQUIPMENT

Basic Health and Safetv Equipment

The basic first aid, health, and safety equipment listed below
coupled with a knowledge of the wastes involved and experience in
working with such materials, enables the ERC and site waste
management personnel to handle any hazardous waste at the
facility.
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ITEM

LOCATION

(See Figure 2)

REMARKS

Protective clothing and
equipment

Bldg. 72

Portable fire extinguishers Bldg. 72

Portable eye wash station

Telephone

Grounding straps

Overpark drums

Personnel protective
equipment and supplies

Acid suits

Class A fire pumper

ML-8444

Bldg. 23
Bldg. 72
Bldg. 72,
Bldg. 23,
WD Annex
Bldg. 72
Bidg. 72
Bldg. 61;

also stored by
spill response
team members at
their work
stations

Bldg. 90
{(Fire Station)

Bldg. 96
(Fire Station)

Includes face shields, gloves,
aprons, etc.

For fire control

For flushing eves with water

For communication between waste
management personnel and others,
including Security Communica-
tions Center Operator who can
summon any help. needed,

For eliminating static while
transferring flammable liquids
wastes between containers.

For repacking a smaller leaking
or damaged container of waste by
inserting it inside of larger
overpack drum.

Include various assorted items.

Provides protection against skin
contact with acids.

Includes 750-gpm pump and a
300-gallon booster tank; carries
700 feet of 3-inch supply hose,
800 feet of 2 1/2 inch hose, and
300 feet of preconnected 1
1/2-inch hose. Unit include
four Air Packs and tools/
equipment for fighting fires.
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) LOCATION
ITEM (See Figure 2) REMARKS
4 x 4 Pumper Bldg. 90 Includes 300-gallon booster tank
(Fire Station) and high-pressure pump that

allows extinguishing large fire
with minimum amount of water,

Unit includes Air Packs, supply
fire hose, and other equipment.

Alcohol-resistant foam Bldg. 96 Includes equipment for applying

conceritrates (Fire Station) foam; 400 gallons on hand.

Ambulance Bldg. 96 ' Includes standard equipment for
(Fire Station) emergency care and transporta-

tion of sick or injured persons.

8.2. Spill Contrel Equipment
The following spill control supplies and resources are available:
LOCATION
ITEM (See Figure 2) REMARKS

Absorbent materials Bldg. 72 Includes foams, pillows, etec.,
for absorbing liquids.

Absorb-All Bldg. 72 For absorbing liquids.

Backhoe, bulldozer, crame, G Bldg, Mechanical equipment for digging

tractors, trucks, end- (Garage) and moving soil and materials.

loader, yard tractor with and various

snow blades

ML-B444

non-fixed
locations

Offsite equipment includes a small boat with motor, emergency
lighting, and acid suit, which are available from the Miamisburg
Fire Department. Heavy-duty, large spill control/cleanup
equipment and services are available on a 24-hour emergency basis
from: 1) the Dayton Fire Department's Arson Abatement Unit
(225-5584); 2) Ford Brothers, P.0. Box 727, Ironton, Ohio, 45638
(614-532-3143); 3) O.H. Materials Company, P.0. Box 1022, Findlay,
Ohio 45840 (419-423-3526 or 800-537-5660); and 4) Associated
Chemical & Environmental Services (ACES), 876 Ottes Creek Road,
Oregon, Ohio 43616 (419-726-1521).
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g.

3.

Decontamination Eouipment

Decontamination invelves the removal of all hazardous waste and
residues from contaminated equipment and structures It consists

10/1/88

of 1) identifying the contaminated items and determining the
nature and extent of contamination; 2) selecting appropriate
cleaning procedures, including equipment and media; 3)
decontaminating the items, and collecting/containerizing the
cleaning fluids and residues for offsite disposal; and 4) sending
for offsite disposal for those items that cannot be properly
decontaminated.

Decontamination will be accomplished by 1) washing with socap and
water; 2) solvent flushing; 3) hydraulic scouring and blasting; 4)
steam blasting; .and 5) manual or mechanical removal of waste.
Appropriate supplies and equipment available onsite will be used
as listed below.

ITEM

LOCATION
(See Figure 2)

REMARKS

Soap

Water

Organic solvents
Drums and other
containers

Hoses, pumps,
vacuum equipment
Hand tocls, shovels,
and earth-moving

equipment

Personal protection
equipment

ML-B444

Various locations

Various locations

Bldg. 61;
Bldg. 72;
Bldg. 61;
Bidg. 22
Garage;

machine shop
Garage;
machine shop,

various locations

Bldg. 61

Cleansing medium

For use in washing, rinsing,
etc.

For use as dilutent

For containing residue, cleaning
material, etc,

For transporting flammable
materials

For moving solid materials and/

or misc. work

Includes protective suits,
goggles, gloves, boots,
coveralls, and hard hats
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8.4, Coordination Arrangements

Mt.-8444

8

5.

Mound's 24-hour onsite Fire Department, comprised of equipment and
personnel trained and experienced in fire fighting and responding
to emergency situations, can reach the hazardous waste storage
facility in about two minutes. Mound’'s full-time guard force,
charged principally with maintaining site security, is also
trained in basic emergency responses procedures. In view of this
around-the-clock onsite capability, no written agreements have
been developed with local police, fire departments, or emergency
response teams for the potential need for their services.

However, we are confident that, in the event of a major fire or
emergency beyond the capability of our onsite personmel, the
Miamisburg Fire and Police Divisions will respond to Mound's needs
and provide all necessary services. The Miamisburg Fire Division

has, in fact, participated in practice drills at Mound with the
Mound Fire Department.

Mound's doctor and nurses onduty during normal working hours are
familiar with the types of injuries or illnesses that could result
from fires, explosions, or releases of oils, hazardous substances,
and hazardous wastes. In view of this resource and the site
practice that all operations involving the handling of oils,
hazardous substances, and hazardous wastes occur virtually always
during normal working hours, no formal arrangements have been made
with local hospitals for the potential need for their services.
However, it is expected that local hospitals will provide any
emergency services required by Mound.

Evacuation Plan

Basic safety and health equipment is located at the waste storage
facility for use in controlling minor emergencies. Supplementary
equipment and resources, including personnel trained in emergency
response procedures, are available from the 24-hour onsite Fire
Department and safety personnel, as well as the doctor and nurses
onduty during normal working hours. In view of these available
resources and the restricted nature of our hazardous waste storage
facility, we do not anticipate the need for evacuation of Bldg.
72, and no evacuation plan has been developed for that purpose.

Annex A of Mound's Emergency Preparedness System (MD-10135),
entitled General Emergency Procedure, describes the signals,
onsite responsibilities, instructions to take cover, and other
relevent information regarding emergencies and building
evacuation. This Annex is included in Appendix C of this
contingency Plan. Instructions to take cover or evacuate
buildings are provided via our public address system. Maps and
signs in each building show specific evacuatioen routes and areas.
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CONTTINGENCY PIAN DISTRIBUTION

This contingency plan is maintained in the Waste Management area,

which is part of the Operational Safety function of the

Administration Department, and in the office of Mound's Emergency

Response Coordinator.

Although we believe that Mound emergency response personmel and

equipment can satisfactorily handle any emergency onsite involving

hazardous waste, copies of our contingency plan have been sent to

the following:

Organization Phone

City of Miamisburg, Fire and Police 513-866-3303
Division, Miamisburg, Chio

Sycamore Hospital, 2150 Leiter Rd., 513-866-0551
Miamisburg, Ohio

OEPA Emergency Response Team, 614-942-8261
P.0. Box 1049, 1800 WaterMark Dr.,-
Columbus, Ohio 43266-1049

Sycamore Hospital has been provided with guidance regarding the
number of potential exposures at Mound in the event of a fire,

explosion or release of hazardous waste or hazardous waste

constituents that could threaten human health or the environment.



MOUND

Systems Manual 721

Emergency Preparedness System

Effective: 10/1/88

Contingency Plan No. 9

Page 27 of 54

Site Person

President, EG&G
Mound Applied
Technologies

Emergency Response
Coordinator*

Emergency Response
Coordinator*

Manager, DOE Dayton
Area Office

DAO Safety and

Occupational
Health Manager

Mi-8444

APPENDIX A
EMERGENCY CONTACTS

Name

Donald E. Michel

D. L. Heitz, Fire Protection
Supervisor

7609 Lower Miamisburg Rd.-

Miamisburg, Ohio 45342

Senior Fire Protection
Qfficer on Duty

Daniel E. Bechtol
647 Mears Dr.
Miamisburg, OH 45342

Charles G. Geloff
536 Gabriel St.
Vandalia, OH 45377

Charles W. Izor
42 Washington Street
Farmersville, OH 45325

Paul L. Kulback

835 Glenstone Court
Trotwood, OH 45426
V. Ray Hensley

661 Fairview Drive

Carlisle, OH 45005

James A. Morley

Allen b, Bickerton

Office Phone

Home :

Home :

Home:

Home :

Home

Home:

Home

Home :

Home :

865-5090
439-2005

865-3125
866-5390

865-3313
866-3390

865-3313-.
898-3067

865-4322
:1-696-2271

865-3313
837-3760

865-3313
:1-746-2491

865-3597
859-6592

865-3597
439-5965



MOUND

Systems Manual 721

Emergency Preparedness System

Effective; 10/1/88

Contingency Plan No. 9

Page 28 of 54

APPENDIX A (Continued)

Site Person

Name

Public Relations
Manager

Safety Manager

ACES (Associated
Chemical &
Environmental
Services)

CHEMTREC (Chemical
Transportation

Emergency Center

Dayton Fire Dept.
Arson Abatement Unit

Ford Brothers
National Response
Center

Ohio EPA Emevgency
Response Team

Ohio EPA Director

0.H. Materials Co.

Orr Safety Supply

U.S. Coast Guard/
EPA National
Response Center

ML-8444

H. I. Charbeneau

L. W. Metcalf

876 Qttes Creek Road
Oregon, OH 43616

300 North Main Street
Dayton, OH 45402

P.0. Box 727
Ironton, OH 45638

P.O. Box 1049
1800 WaterMark Drive
Columbus, Ohio 43266-1049

P.0. Box 1022
Findlay, OH 45840

11379 Grooms Road
Cincinnati, OH

2100 Second St., - S.W.
Washington, D.C. 20593

0ffice Phone

865-3002
Home: 866-7417
865-3924
Bome: 433-5483

or

419-726-1521

800-424-9300

225-5584

614-532-3143

800-424-8802

614-942-8261

614-644-2782

419-423-3526
800-537-5660

830-7984

800-424-8802
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APPENDIX B

PCB_EMERGENCY HANDLING PROCEDURES

LOCATIONS

PCBs are used in electrical transformers, capacitors and some hydraulic
systems throughout the facility. Any leakage of an oil-like substance
from such equipment should be treated as if it were PCBs or PCB
contaminated.

PROCEDURES

Avoid Skin Contact

PCBs can cause chloracne, acne-like skin erruptions and skin lesions.
Persomnel exposed to such materials should:

o]

o]

Wear proper protective clothing (rubber gloves, boots)

Use good personal hygiene; wash hands, remove soiled clothing before
smoking or eating.

Use a respirator equipped with organic vapor filters.

Clean Up Spills

Determine the extent of the spill by lab analysis, if necessary.

Qo

If the leak is minor (less than 0.5 oz/hr)

If
of

Consult supervision and correet.

Notify Industrial Hygiene and Waste Management of corrective steps
taken.

the leak is significant (greater than 0.5 oz/hr with no indication
equipment damage)

Call supervisor to report incident; supervisor should then notify
Industrial Bygiene.

Obtain recommendations for corrective action from site HWM
personnel.
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o If the leak is critical {greater than 2.0 oz/hr)
- Gall Emergency Extension 7111 for the Spill Management Team.

Remove and package all PCB clean-up materials; e.g., swabs, rags,
brushes, soil, sorbent, etc.

Package waste in DOE 17C, 30-gallon open-head drum, or use DOT 17E
55-gallon drum for liquid PCE mixtures.

PCBs from spill clean-up and removal operation must be stored and
disposed in accordance with 40 CFR 761.1.

Decontaminate Containers

Containers used for PCBs must be decontaminated as follows:

o Flush container three times with solvent containing less than 0.05%
PCB.

o Use a volume of rinse solution that is at least 10% of the container
capacity.

o Limit the solvent life to 0.5% PCBs.
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APPENDIX C

GUIDANCE FOR EMERGENCTIES IN THE BURN AREA

This Appendix provides specific guidance for emergency situations in the

burn area.

The DOE Explosives Safety Manual, DOE/EV/06194-2, requires

that a written plan exist for the control of emergencies involving
explosives.

General Rules

The basic response to an unplanned fire or explosion is for personnel
to get out of the active area of the facility and to remain at a safe

Personnel are not allowed to work in the burn area unless they have
been properly trained in the handling and destruction of explosive

Just one operation can take place in the burn area at a given time;
i.e., only open burning, or only incineration or only retorting.

The explosives storage magazine cammot be occupied while waste

o
distance until it is safe to return.
o
waste by open burning, incineration, and retorting.
o]
o
destruction operations are underway.
o

In the event of an unplanned detonation or explosion, personnel
should remain in the remote control shed area and notify the
Production Supervisor, who will wait at least 1/2 hour before
entering the burn area to evaluate and rectify the situation.

Emergency Response Cogrdinators

The Contingency Plan designates the site Emergency Response Coordinator
and alternate personnel who can serve in that capacity for any site

emergency.

as

In addition, the following personnel are qualified to serve
Emergency Response Coordinator for emergencies in the burn area:

Phone (Area 513)

Name Address Office Home
James Harrison 119 Stadia Dr., 865-4260 746-2645
Franklin, Ohio 45005
Daniel Gorman 2323 Andrew Rd., 865-3239 434-4980
Kettering, Chio 45440

ML-8444
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Phone {(Area 513)
Name Address Office Home

Walter R. Vinings 1424 Cardington Rd., 865-4237 298-3623
Kettering, Chio 45409

Emergency Equipment

The Contingency Plan lists the emergency equipment available at Mound
for any situation. In addition, the following emergency equipment is
available at the burn area.

o Portable fire extinguishers
o Telephone
o Internal communications system

The fire extinguishers would be used only for a non-waste fire.

Evacuation Plan

Owing to the limited access to the burn area and the practice that only
two personsg are present for virtually all operations in the burn area,

no special evacuation plan is necessary, and no real need for such a
plan ig evident.
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APPENDIX D

GENERAL EMERGENCY PROCEDURES AND BRIGADE RESPONSIBILITIES

PURPOSE

To set forth those general emergency procedures which apply to and
should be known by every employee at Mound.

SCOPE

The following procedures apply to emergencies resulting from fire,
explosion, acts of nature, release of toxic material, enemy action or
personal injury.

RESPONSTBILITY

o Fire Protection Group

Maintain primary on-the-scene-controel until the "All Clear® is
sounded.

o Emergency Brigade

Maintain in each building, no bulletin boards and other prominent
locations, current diagrams of evacuation routes, which are
reviewed at least once each quarter.

Assume primary on-the-scene-control pending arrival of Fire
Protection personmel.

o Relinquish primary responsibility to the ranking Fire
Protection Officer on his arrival.

Account for all building or area persomnel in case of building
evacuation.

Assist Fire Protection perscnmnel, as necessary, in controlling the
emergency.

© Security Inspector Force

Announce the emergency (upon receipt by telephone, automatic or
manual fire alarm) over the public address system and retransmit
evacuation or take cover signal, as required.
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o Follow procedures in the "Guard Order Book."
- Assure in case of a building evacuation that all uncleared

contractors in the building or under control of Security are
escorted outside of the security area.

o When "Take Cover"” is signaled, uncleared personnel so electing
may be escorted to the fallout shelter.

o Security - Visitor Control

- Maintain a system of identification for all visitors, except DOE
vigitors, that facilitate accounting for personnel in event of an
emergency.

o Supervisor

- Assure that all employees and visitors know what action to take in
an emer gency.

- Bring the contents of this document to all employees attention at
least once each six months.

- Assure in case of a building evacuation that all visitors are
escorted from the area and accounted for to the Security Section.

PROCEDURE - ON-SCENE EMFRGENCY RESPONSIBILITIES

EMERGENCY BRIGADE LEADER 1. Assume initial command until

arrival of Senior Fire Protection
Qfficer.

2. Account for all building and area
personnel if evacuation ordered.

SENIOR FIRE PROTECTION OFFICER 3. Assume command for all on-scene
emergency control activities.

4. Advise Emergency Operations Center
of emergency status.

ML-8444
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BUILDING MANAGER

SUPERVISORS

EMPLOYEE

PROCEDURE - RESPONDING TO FIRE OR

5. Advise and assist the on-scene
command as required.

6. Advise and instruct personnel in
actions relative to the emergency.

7. Report any emergency related

information te the Building
Manager.

8. Account for persommel to immediate
supervisor if evacuation ordered.

9. Repeort to supervisors in case of
evacuation or if requested on PA.

EMERGENCY TN AREA

-EMPLOYEE

1. Turn in the alarm.

o DPial 7111 and report the
emergency.

o Pull the nearest fire alarm
box.

2. Get nearby assistance.
3. Attempt to extinguish fire.

4. Leave the building if unable to
extinguish fire.

5. Standby to direct Fire Protection
personnel responding to emergency.

PROCEDURE - RESPONDING TO NOTIFICATION OF FIRE OR EMERGENCY IN BUILDING

(PUBL.TC ADDRESS. OR ADT BELLS)

EMPLOYEE

1. Prepare to evacuate the building.

2. Remain in work area, out of the
way of emergency personnel, until
the "Evacuate the Building" or the
"All Clear” signal is received.
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PROCEDURE - RESPONDING TO EVACUATE THE BUILDING ANNOUNCEMENT PUBLIC
ADDRESS , EMERGENCY BELIS

EMPLOYEE 1. Secure e¢lassified material.

2. Close windows. (Except in case of
bomb threat.)

3. Shut off equipment which would
create a hazard if left running
unattended.

4. Personnel in Buildings 27, 42, 48,
DS, TF2, 3, 49, and I only,
evacuate building automatically.

5. Go directly to assigned assembly
area.

6. Report to supervisor,

SUPERVISOR 7. Report unaccounted for personnel
to immediate supervisor and
Building Manager or Emergency
Brigade Leader.

EMERGENCY BRIGADE LEADER 8. Initiate search for missing
OR FIRE OFFICER personnel.
EMPLOYEE 9. Remain in the assembly area until

additional instructions or the
"All Clear" is received.

FIELD COMMANDER . 10. Determine need to order evacuation
away from regular assembly area.

PROCEDURE - RESPONDING TO TAKE COVER ANNOUNCEMENT (PUBLIC ADDRESS,
EMERGENCY BELLS OR WAVERTNG TONE ON ATR RAID SIREN)

1. Move to the assigned shelter area
by the prearranged route or leave
the plant site,.

ML-B444
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PROCEDURE - RESPONDING TO ALT CLEAR ANNOUNCEMENT (PUBLIC ADDRESS SYSTEM
OR FIRE CONTROL PUBLIC ADDRESS SYSTEM)

EMPLOYEE IN UNAFFECTED AREA 1. Return to work.
2. Await further instructions.
o The "All Clear" will be issued

by the Fire Protection
persomnnel or Brigade Leader.

ML-8444
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BRIGADE LEADERS: BUILDING RESPONSIBILITY

Brigade No.: 2

Buildings Assiesned

Brigade Leader: William Woollayrd - 4254

Assembly Area

GH

GIsS

GPl

GW

40

47

65

21

ML-8444

- Cafeteria

- Garage

- (Visitor Control)

- Guard Island Shelter

- Guard Post #1

- Laundry

- Print Shop

- Modular

- Modular

East of A building

North of G, next to fence
Parking lot south of building
Parking lot south of building
South of building near W building
North of GW building along fence
Between C and H buildings

North of W, next to fence

South of € building entrance
North of building

East of W building

South of building near W building
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Brigade No.: 3

Buildings Assigned

Brigade Leader: Rob Ward - 3821

Assembly Area

A - Administrative

OSW - Operational Support
West

OSE - Operational Support
East ’

ML-8444

Between C and H buildings

West of building, next to fence

North of G building
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Brigade No.: 4 Brigade Leader: William Jewell - 3477
Buildings Assigned Assembly Area

Bast Stack Fan House

EG-4

M - Machining and Plating Between C and H buildings
P - Powerhouse East of M building

PS- Paints & Solivents - East of M building

25- Meterological West of building 25

28- Organic Chemistry South dock of W building
60- Ceramic Facility ' South dock of W building

ML-8444
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Brigade No.: 2

Buildings Assipned

Brigade Leader;

Assembly Area

B - Production
B - Solvent Shed

I - Production
Magazine 7
Magazine 11

16 - Storage

17 - Storage

92

ML-8444

Primary - Northwest corner of B building
near fence

Primary - Northwest corner of B building
near fence

North of building next to fence

North of I building next to fence
North of I building next to fence
North of I building next to fence
North of I building next to fence

Roadway near west tumnmel
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Brigade No.: 6

Buildings Assigned

Brigade Leader: Paul Teanev - 3668

Assembly Area

E

Labs, Production
R - Labs .
West Stack Fan House

68 - D&D Dock

ML-8444

Roadway between C and H building

Roadway between C and H building

Roadway between C-and-HI building ------ -
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Brigade No.: 7

Buildings Assiegned

Brigade Leader:

Assembly Area

105

ML.-8444

North of building outside fence
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Brigade No. 8

Buildings Assisned

Brigade

Leader: Martin Prisc - 3442

Assembly Area

EG-1

EG-6

R - Labs

SW- Radiocactive Labs
58- Filtering System

62- Tritiated Waste

ML.-8444

Roadway
Roadway
West of

West of

south of H building
west of B building
B building

B building
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8
Brigade No. 9 Brigade Leader: Ronald Reece - 5578
Buildings Assipned Assembly Area
E-Solvent Roadway between C and H buildings
E Building Roadway between C and H buildings

ML-8444
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Brigade No. _190

Buildings Assigned

Brigade Leader: Brady Barnhart - 4047

Assembly Area

0il

PH

24

27

42

43

52

64

67

74

94

TR

ML-8444

Storage Tank

- Pump House

- Explosives

- Water Treatment

- Explosives

- Pyrotechnic

- Explosives Preparation
- Magazines

- Magazines

- Energetic Materials
- Modular

- Explosives

- 15

North side of roadway

South side of Test Fire parking lot
Roadway north side of building 24
Roadway west of building 67

Roadway west of building 67

South side of Test Fire parking lot

Roadway west of building
South side of Test Fire parking lot
East of building

Roadway north of trailer
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-]
Brigade No. _11 Brigade Leader: Chas Lindsay - 4544
Buildings Assigned Assembly Area
T-Labs, Offices, Kyle East side of west tower

ML-8444
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Buildings Assigned

HH

SD

WD

23

79

TR

ML-8444

k

Brigade No. _12

Brigade Leader:

Assembly Area .

Stable Isotopes
Pump Controls
ﬁaste bisposal
Waste Staging
Modular

36

DS stairway north of HH building
South of SD building
North of building 23
North of building 23
North of building 23

DS stairway north of HH building
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Brigade No. _13

Buildings Assigned

Brigade Leader:

Ken Muncy - 3200

Assembly Area

EG - 7

MAG- 6

2 Explosive Components
3 Test Firing- - -~
35 ND Test Facility

49 Timer Fabrication -
59 - Neutron Radiography
63 - Surveillance Facility
87

TR - 31

TR - 40

ML-8444

South

South

South

South

South

South

South

South

South

' South

South

side

gide

side

side

side

side

side

side

side

side

side

of

of

of

of

of

of

of

of

of

of

of

Test

Test

Test

Test

Test

Test

Test

Test

Test

Test

Test

Fire

Fire

Fire

Fire

Fire

Fire

Fire

Fire

Fire

parking
parking
parking
parking
parking
parking
parking
parking
parking
parking

parking

lot

lot

lot

lot

lot

lot

lot

lot

lot

lot

lot
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Brigade No. _l4

Buildings Assirned

Brigade Leader: Pete Grimsly - 3102

Assembly Area

EG-2 -
GP-44, Guard Post

SM-Radicactivity -

31-Contaminated Materials

33-5M Maintenance
36-Design Test Facility
37-Heat Source Test
38-Plutonium Process
39:Storage

44-8M Cafeteria
50-Alpha Fuels

TR-11

TR-39

TR-46

TR-47

TR-67

TR-79

TR-88

ML-8444

Roadway south of GP-44
Reoadway south of GP-44

South of -31, toward.SM building
NE corner SM building

South of building 37 -
Southeast of building 37
Roadway near building 44
East side of building 39
Roadway south of GP-44
Roadway south of building 50
North dock of building 44
North end of SM building
Roadway south of GP-44
Roadway south of GP-44

South of building 37

South of building 36

Roadway south of GP-44
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Brigade No. _l14

Buildings Assisgned

Brigade Leader:

Pete Grimsly - 3102

(Continued)

Assembly Aresa

TR -90

88

95

101-Modular

102

ML-83444

South of building 36

South of building next to 37
Roadway west of building
Rorth of building 39

North of building
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Brigade No. _l6

Buildings Assipned

D&

DS

26

54

69

70

93

Cos-

ML-B444

Brigade Leader: Herbert Hertenstein-4050

Assembly Area

Development & Standards
Solvent Shed

Pipe Shop

Magazine

Modular

Modular

Modular

Roadway north of DS building

Area east of building

South of E building

South of E building

Roadway north of DS building

Eagt of building next to east tunnel
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APPENDIX E

GUIDANCE FOR RESPONDING TO SPECIFIC INCIDENTS

FOR _RESPONDING TO TOXIC FUMES OR GAS GENERATORS

o Identify the composition of the fumes or gas generated and its
characteristics and hazardous properties.

o Refer to reference information sources to define the actual or
potential dangers invelved.

o If necessary, contact the Ohio EPA Emergency Response Team
(614-942-8261) and/or CHEMTREL (Chemical Transportation Emergency
Center) (800-424-9300) for guidance.

o Define and implement the safety precautions needed to respond to the
incident, including protective clothing/equipment.

o Define and implement the best procedure for handling the situation.
o Complete any related cleanup needed in the affected area.

FOR RESPONDING TO CONTACT WITH INCOMPATIBLE MATERIALS

o Identify the composition of the incompatible materials involved and
their characteristics and hazardous properties.

o Refer to EPA document on incompatible materials and to other
reference information sources to define the actual or potential

dangers involved,

o If necessary, contact the Ohio EPA Emergency Response Team
(614-942-8261) and/or CHEMTREC (800-424-9300) for guidance.

o Define and implement the safety precautions needed to respond to the
incident, including protective clothing/equipment.

o Define and implement the best procedure for handling the situation.

o Containerize any resulting stable materials or any known unreacted
material,

o Complete any related cleanup needed in the affected area.

ML-8444
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FOR RESPONDING TO MAJOR SPITILS

o Identify the composition of the spilled material and its
characteristics and hazardous properties.

o Refer to reference information sources to define the actual or
potential dangers involved.

o Define and implement the safety precautions needed to respond to the
incident, including protective clothing/equipment.

‘o Define and implement the best procedure for cleaning up the spill and
containerizing the spilled material. ’

o Complete any related cleanup needed in the affected area.

FOR RESPONDING TO MINOR LEAKS

o Identify the composition of the spilled material and its
chatacteristics and hazardous properties,

o Refer to reference information sources to define the actual or
potential dangers involved.

o Define and implement the safety precautions needed to respond te the
incident, including protective clothing/equipment.

o Define and implement the best procedure for stopping the leak.

o Define and implement the best procedure for cleaning up and
containerizing the leaked material.

o Complete any related cleanup needed in the affected area.

ML-8444



ENCLOSURE 5

7. TRAINING PROGRAM

All facility personnel (i.e., personnel who work at or oversee the
operations of hazardous or radicactive mixed waste facilities and
whose actions or failure to act may result in noncompliance with
interim status or permit standards)} successfully complete a program
of instruction and on-the-job training that teaches them to perform
their duties in a way that ensures the site’s compliance with 40 CFR
265.16. The introductory and continuing training programs at Mound
prepare our employees to operate and maintain the hazardous waste
management facilities in a safe manner.

Training is provided in one or a combination of the following ways:

o Formal training programs outside of Mound offered by professional
training organizations

o In-house training programs offered by qualified instructors

o] On-the-job training programs offered by the job supervisor or
other qualified instructor

7.1 Training Program Outline

The intent of our personnel training is to reduce the potential for
mistakes which might threaten human health or the environment by
insuring that facility personnel handling hazardous waste are
thoroughly familiar with their duties and responsibilities. In
addition to providing training in the mechanics of their job func-
tion, the training program provides information on the following
topics as applicable to the particular person’s position:

o Compliance with applicable procedures

o] The proper use of health, safety, and environmental
monitoring equipment, including safe equipment operation

o} Emergency response procedures

All facility personnel receive instruction on implementation of the
contingency plan relevant to the positions in which they are em-
ployed. In addition, facility personnel are prepared to respond
effectively to emergencies by familiarizing them with emergency
procedures, emergency equipment, and emergency systems, including
where applicable:

o Procedures for using, inspecting, repairing, and replacing
facility emergency and monitoring equipment

o Key parameters for automatic waste and cut-off systems

o Communications or alarm systems

o Response to fires or explosion
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© Response to ground water contamination incidents

o Shutdown of operations

In addition, other specific topics are included in the initial training
program and in the annual review program for various positions in the
different waste management activities at Mound as outlined in Table
7-1. Job descriptions for these positions are provided in Table 7-2.

TABLE 7-1.

Activity Position
Overall responsibility for Supervisor
site waste management
Keeping abreast of applicable Regulatory
statutes and regulations Specialist
and advising site personnel
in regulatory compliance
and interpretation
Collection, storage and Waste
shipment of hazardous Engineer
and radiocactive mixed
waste
Maintenance of waste Waste
storage facility, Technician
inventory control,
preparation of waste
for offsite shipment
Burning of hazardous Thermal
and radicactive mixed Treatment
waste in glass melter Engineer/

Technician

Storage/treatment
of explosive/
pyrotechnic

waste

Burn Area
Technicians

TYPES OF TRAINING RELEVANT TO VARIOUS POSITIONS

Training Relevant
To Position

RCRA/DOT regulations
and DOE orders/guidance
that impact Mound

Federal/state RCRA
regulations; DOE orders/
guidance; DOT shipping
regulations

RCRA and DOT regulations
applicable to Mound:
properties of hazardous
chemicals/wastes; standard
operating procedures,
emergency response

Safe waste handling
procedures; regulatory
compliance requirements;
hazardous properties of
chemicals/waste;
protective clothing

and equipment;

emergency response.

Properties of hazardous
chemicals/wastes and
radicactive materials;
RCRA compliance standards;
waste handling/storage
procedures; operation of
glass melter and ancillary
equipment; emergency
reponse

Explosive safety training
for burn area operations;
procedures for storage and
destruction of energetic
waste materials using

open burning, retorting
and thermal treatment



TABLE 7-2. JOB DESCRIPTIONS FOR POSITIONS INVOLVING HAZARDOUS WASTE

Position

Supervisor

Regulatory Specialist

Waste Engineer

Job Description .

Overall responsibility for all site waste
management activities, including hazardous
waste, radiocactive mixed waste, radicactive
waste and nonhazardous waste; provides
direction and gquidance for day-to-day
activities; assures compliance with applicable
regulations and DOE orders; requires degree in
chemistry, chemical engineering, environmental
engineering, nuclear engineering or related
field:; requires management and interpersonal
skills.

Overall responsibility for keeping abreast of
federal, state and local statutes and
regulations pertaining to hazardous waste,
radicactive mixed waste and other
environmental regulations; provides requlatory
interpretation and guidance to waste
management personnel and to other site
persconnel regarding compliance with applicable
regulations; requires degree in chemistry,
chemical engineering, environmental
engineering or related field:; requires
interpersonal skills and ability to understand
and interpret complex rules.

Responsible for daily support of waste
management activities; responsible for weekly
pickup of hazardous and radiocactive mixed
waste generated throughout site and for
consolidation and storage of such waste;
responsible for maintaining waste storage
facility in regulatory compliance; provides
guidance to site personnel on safe treatment,
packaging and disposal of waste generated;
ships containerized waste offsite for
treatment and/or disposal; requires working
knowledge of applicable RCRA and DOT
requlations and knowledge of standard
operating procedures and emergency response
procedures; requires degree in chemistry,
chemical engineering, environmental
engineering, or related field: requires
interpersonal skills.



Waste Technician

Thermal Treatment
Engineer/Technician
waste (position not

currently filled)

Burn Area Technicians

Material Handlers,
and Drivers, Forklift
Operators, and
Laborers

TABLE 7-2 (CONTINUED)

Responsible for maintenane of hazardous
waste storage facility, waste inventory
control, and preparation of containerized
waste for offsite shipments; requires
on-the-job training in hazardous waste
storage facility operation including safe
handling of waste, properties of hazardous
aterials, safety data sheets, inventory
control, protective clothing and equipment,
and emergency response; requires high school
education and preferably technical college
courses in chemistry or the environmental
field; requires maturity, dedication and
conscientiousness.

Responsible for operating glass melter for
burning hazardous and radicactive mixed

and for maintaining the facility in a state
of

readiness; responsible for proper management
of any containerized waste located at glass
melter prior to burning and for proper
disposal of any wastes generated in waste
burning process; requires degree in
engineering (for engineer) or some technical
education (for technician) and extensive
on-the-job training in operation of the
glass melter facility; requires knowledge of
properties and handling of hazardous and
radioactive waste, regulatory compliance
standards, and emergency response.

Responsible for storage and treatment of
explosive and pyrotechnic waste using open
burning, retorting, and thermal treatment:;
requires related science, engineering or
associate degree or extensive hands-on
training and experience with explosive and
pyrotechnic materials; requires knowledge of
safe handling of energetic materails,
personnel protection and emergency response.

Provide hands-on assistance in waste pickup
transport; requires knowledge of waste
properties, safe waste handling procedures,
protective measures, and basic applicable
requlations.



7.2

7.2

Supplementary Training Program Information

.1l Storage of Hazardous Waste and Radicactive Mixed Waste

Personnel who work with stored hazardous waste and radiocactive mixed
waste are provided training in accordance with their Jjob
requirements. Specific topics covered in such training include those
briefly described below:

O

Waste Identification/Analysis - Wastes must be uniquely identified
and chemical/physical analyses of waste must be completed to obtain
information needed for waste treatment, storage or disposal.

Special Requirements for Ignitable, Reactive, Incompatible Wastes -

Precautions must be taken to prevent accidental ignition or reac-
tion of ignitable/reactive waste; precautions must be taken to
prevent reactions between incompatible wastes or incompatible
wastes and other materials. Containers of ignitable/reactive waste
must be kept at least 50 feet from property line.

Compatibility of Waste With Containers - Container materials of
construction must be compatible with waste properties.

Container Condition/Management - Containers of stored waste must be
kept closed and inspected weekly for deterioration. Waste
containers must be handled and stored in a manner that does not
rupture the container or cause it to leak.

General Inspection Requirements - The facility must be inspected
for malfunctions, deterioration and discharges that could lead to
the release of hazardous waste or threaten human health; inspection
records must be maintained.

Preparedness and Prevention - Facility design, construction,
maintenance and operation must minimize the possibility of fire,
explosion or unplanned release of waste to the environment.
Communications and emergency response equipment must be available,
tested and maintained. Aisle space among stored containers must
allow unobstructed movement of personnel, and fire/spill control
egquipment in an emergency.

Facility Security - Unknowing entry to the facility must be
prevented and the possibility for unauthorized entry must be
minimized.

Operating Records - Written operating records must be kept and
maintained at the facility until closure.

Manifest System - Manifests must be prepared and accompany all
hazardous waste shipped offsite for treatment or disposal. Copies
of manifests must be retained for at least three years.
Significant manifest discrepancies must be reconciled.
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o Recordkeeping and Reporting - Required records must be available
to EPA upon request and retained for prescribed periods. Reports
must be submitted to the EPA as requested covering waste types and
quantities managed onsite and shipped offsite. Efforts to reduce
hazardous waste volume and toxicity must be described.

0 Closure - A plan for the closure of each hazardous waste
management facility must be maintained and updated as needed.

Figure 7-1 lists some of the seminars and workshops used to train
personnel working with hazardous waste and radioactive mixed waste.

7.2.2 Thermal Treatment of Hazardous and Radioactive Mixed Wastes

The Waste Management Supervisor, who is familiar with the glass
melter system and with the overall plant facility, conducts all
training sessions for persons who operate the glass melter. The
sessions include safety, spill prevention and control, and operation
procedures. Operating directives, safety directives, and Contingency
Plans are reviewed by all operating personnel. Files of these
documents are available to operating personnel.

During the training program, employees receive instructions on the
following major topics: (1) the hazardous nature of chemicals and
chemical wastes in general, (2) the purpose of RCRA and importance of
maintaining compliance with RCRA regqulations, (3) the hazardous
nature of the wastes being treated, (4) proper handling and storage
procedures for wastes, (5) emergency procedures and the contingency
plan related to the thermal treatment process, and (6) the operation
of the glass melter and ancillary equipment.

The training program is outlined in Figure 7-2. Other specific
training topics include:

Using appropriate personnel protective equipment
Handling hazardous materials

System coperating conditions

System safety and monitoring interlocks

Spill prevention and control

0000

The training program is tiered in some areas to provide training to
personnel at levels that are relevant to their positions within the
glass melter operation. On-the-job training is used to provide the
additional specialized training.

For key personnel, Mound tries to supplement this training with
attendance at one or more technical seminars or training programs on
hazardous materials.



Department of Energy Seminars/Workshops

Land Disposal Regulations

Part B Permit

Mixed Waste

Underground Storage Tanks

Implementation of Hazardous Waste Program
Superfund

Explosives Safety

Ohio Environmental Protection Agency Seminars/Workshops

Workshop on Hazardous Waste Regulations
Update for Ohio Businesses Regarding Hazardous Waste

Commercial Seminars

Government Institutes Seminar on RCRA

EXPO Hazardous Waste Conference

Lion Technology Workshop on Hazardous Waste Regulations
HMWM Seminar on Hazardous Waste Dispeosal and Regulations
National Security Council Seminar on Supervisory Safety

Mound Seminars

Training Manuals

RCRA

Safety and Loss Prevention Training
Hazardous Materials Incident Analysis
Department of Transportation Regulations

Monsanto Workshops Seminars

RCRA Part A Permit

RCRA Amendments Update

Environmental Control Workshop
Groundwater Briefing

Sampling/Analytical Requirements for RCRA

Figure 7-1.

Seminars/Workshops Used for Training Personnel Working
With Hazardous Waste and Radicactive Mixed Waste



1. Introduction
Chemical hazards
The Resource Conservation and Recovery Act - RCRA

2. Glass Melter Process Description

Waste description

Description of unit

Air pollution control facilities description

Key terms of the permit

Normal/routine operations

Waste analysis

Auxiliary fuel system

Recordkeeping requirements (carbon monoxide in
stack gas, waste feed rate, chamber temperature,
excess oxygen)

Security

Inspections

3. Emergency Procedures and Contingency Plans

Emergency Coordinator

Emergency procedures

Emergency communications/phcone numbers and alarms

Location, maintenance, inspections, use, and repair
and replacing facility emergency and monitoring
equipment

Procedures for waste feed cut-off systems

Procedures for electrode failure

Spill control and response to groundwater contamination
incidents

Fires and explosions

Power interruption or failure

Tornadoes and severe storms

Appendix A RCRA Requlations for Hazardous Waste Management

Appendix B Summary of Conditions Specific in Mound’s RCRA
Permit

Appendix C Training Programs in Hazardous Waste Management

Figure 7-2. Outline of Mound‘’s Hazardous Waste
Training Program for Glass Melter
Personnel



A brief description of each section of the training program for glass
melter personnel follows:

1 — Introduction

This section of the course introduces the employees to the general
classes and characteristics of chemicals and chemical wastes that can
be hazardous to health and property. In this context, the terms
toxicity, reactivity, corrosivity, and ignitability are defined. It
is Mound’s policy that each employee handling chemical substances
respect them and be aware of these potential hazards. The company’s
policy on the use of protective clothing and safety equipment to
prevent accidental worker exposures and releases to the environment
of hazardous chemicals and wastes is discussed.

The authority for regulating hazardous wastes under RCRA also is
discussed. The regulatory framework for classifying hazardous
wastes, setting operational standards, and permitting procedures and
achieving compliance is explored. The RCRA permit (once it is
received) will also be studied to be sure that each employee is
familiar with its terms.

2 - Glass Melter Process Description

This section focuses on the types of hazardous wastes that will be
burned in the glass melter, and procedures for maintaining compliance
with the RCRA permit (e.g., waste analysis, recordkeeping,
inspections, and security). A system diagram showing the dimensions,
capacity, and relative position of each system component is

included.

Training for normal or routine operating conditions includes the
following topics:

Proper operation and maintenance of the glass melter
Scheduled inspections

Purpose and use of security and communications systems
Monitoring requirements for tracking and recording the
operation of the melter

0o Recordkeeping requirements and procedures

coO00Q

3 - Emergency and Contingency Plan

The third section of the course will provide detailed instruction on
steps to be taken in the event of an emergency such as a waste spill
or fire, power outage, or damage from wind and storms. The emergency
coordinator will be identified, as will emergency phone numbers and
directions for locating and using unit emergency equipment, alarms,
and communications. Contingency plans will also be detailed.



7.2.3 Storage/Treatment of Explosive/Pyrotechnic Waste

Burn area personnel complete a program of classroom instruction and
on-the-job training that teaches them to perform their duties in a
way that ensures the facility‘’s compliance with Mound, DOE and Ohio
EPA rules. All operating personnel in the burn area receive annual
refresher training on inspection, repair and replacement of emerdgency
monitoring equipment, alarm systems, emergency responses, and
shutdown of operations. Personnel training records are maintained by
Administration Department personnel for all Mound employees.

Mound Course No. 0116, outlined in Figure 7-3, provides explosive
safety training for burn area personnel and includes discussion of
the history of explosives, definitions, explosives at Mound, labeling
of explosives, safe handling procedures, explosive lab requirements,
explosive lab processes, explosive lab clothing, lab hazards, static
electricity, explosive waste disposal and the DOE Explosive Safety
Manual (DOE/EV/06194-3, August 1985). The course is presented by a
Mound employee who is trained and experienced in explosive waste
management procedures.

The training program includes a review of Mound Manual MD-10091,
Destruction of Energetic Waste Materials. The manual describes the
materials and equipment needed for the destruction of energetic
waste, the segregation of waste materials, the collection of
materials and their preparation into various categories for
destruction, and the destruction and disposal of energetic waste
material by open burning, thermal treatment, and burning or
detonation in a retort. Response to fires and explosives and
procedures for the shutdown of operations in the burn area are
covered in MD-10091.

Other topics discussed in training include:

o Problems that occur during the burning or destruction of
wastes and that are diagnosed from a remote area using
instrument data and operating records.

0 The retort unit with its automatic waste feed cut-off
provision (conveyor belt); the open burning and incinerator
burning (thermal treatment), which are batch operations.

o Communications facilities which include a telephone system.

7.3 Trainer Qualifications

In general, employees receive training from an individual trained or
knowledgeable in hazardous waste management procedures. Persons
serving as trainers are qualified employees of Mound, EG&G, (Monsanto
Company employees with specific knowledge and expertise had provided
training in the past) or the U.S. Department of Energy, or they are
consultants or persons employed by organizations that professionally
develop and provide training information in seminars, workshops, or
audio~-visual presentations. Some training sessions have been
provided by state and federal EPA personnel knowledgeable in specific
relevant fields. L
7-10



Session 1
Course Introduction
Pre-test - Signature Requirement
History of Explosives
Definitions
Explosives = Mound (Video)

Session 2
Labeling of Explosives (MD-10190)
Safe Handling Procedures (Film)
Explosives - LLNL (Video)

Session 3
Explosive Lab Regquirement
Explosive Lab Processes
Explosive Lab Clothing
Lab Hazards
Static Electricity (Film)

Session 4
Explosive Waste Disposal (Video)
DOE Explosive Safety Manual
Test
Critique
Diploma

Figure 7-3. Outline of Mound Course 0116 Used for Explosive
Explosive Safety Training of Burn Area Personnel



Personnel who operate the glass melter are trained by the waste
management supervisor, who is familiar with that system and with the
overall plant facility. Training is provided by the Waste Engineer
to waste handlers, drivers, forklift operators and laborers who
supply hands-on support to site waste management activities.

7.4 Perscnnel Training Frequency

Facility personnel successfully complete their training programs with-
in six months after the date of their assignment to one of the waste
management units described in the permit application. Such personnel
also take part in an annual review of the initial training.

Personnel working in the glass melter area complete 16 hours of
classroom instruction and six weeks on-the-job training. An annual
eight-hour refresher/update session is provided annually. In addi-
tion, project engineers and their supervisor attend seminars and
conferences involving hazardous waste management.

7.5 Personnel Training Records

Documents and records are maintained describing each position and the
training and experience obtained by facility personnel. Such records
will be kept until closure of each waste management unit/area and for
three years from the date of termination for former employees. Such
records are maintained at Mound for the following positions.

CURRENT PERSONNEL IN HAZARDOUS WASTE MANAGEMENT

POSITION INDIVIDUAL
Supervisor R. K. Blauvelt
‘Regulatory Specialist R. J. Janowiecki
Waste Engineer L. M. Klinger, Mary Boyce
Waste Technician S. Nohacs
Thermal Treatment Engineer (Position not currently filled)
Burn Area Technicians E. Brewer, J. McQueen, W. Vinings,
N. Way
Material Handlers, Drivers Various Individuals

Forklift Operator and Laborers o "

FORMER PERSONNEL IN HAZARDOUS WASTE MANAGEMENT

POSITION INDIVIDUAT,
Waste Engineer A. Vaughters, S. Wilson
Waste Technician J. Sallee, L. Ratliff, D. Hopkins,
S. Sarris
Thermal Treatment Engineer K. Armstrong (L. Klinger served in

this position prior to transfer
to Waste Management Group.

~3
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Training by site waste management personnel also is provided at Mound to

persons who generate, handle or supervise persons involved with hazard-

ous waste or have the potential for such work.

are listed below:

Date

Topic

Past training sessions

Audience

2/12/80

6/09/80

7/15/80

7/28/80

10/29/80

3/12/81

Non-Nuclear Waste Management
Program

Safety Aspects of Solvent
Waste Handling

Fire Protection, Personal
Protective Equipment,
Labeling and
Identification

RCRA Regulations and Their
Impact on Mound

RCRA Regulations and Their
Inpact on Mound

Safety and Loss Prevention
Training

~J
]

13

Utilities, Facilities, and
Design Engineering
personnel

V. D. Smallwood, C. A.
Parrish, 15 laborers,
and 6 custodians

Laborers who handle hazard-
ous material

Mound Executive Safety Com-
mittee including R. T.
Braun, J. E. Caldwell,

V. E. Castleberry, W. T.
Cave, R. E. Howard,

J. R. McClain, T. M.
McGavick, M. L. Mullins,
and A. F. Vollmer

DOE Dayton Area Office
persconnel including
H. N Hill, G. R.
Gartrell, D. S. Ingle,
R. M. Munson, H. R.
Watkins, and R. J.
Granfield

L. W. Metcalf, Mgr. Safety
and Fire Protection, and
staff; D. A. Edling,
Mgr. Technical Support
and staff



Date

Topic

Audience

6/17/85

11/26/85

12/9/85

12/11/85

7/24/86

As Needed

As Requested

Hazardous Materials
Incident Analyses

Hazardous Waste Handling
Safety

Hazardous Waste Handling
Safety

Hazardous Waste Handling
Safety

Waste Identification,
Packaging, Labeling and
Waste Pickup Procedures
for Brine and Asbestos
Wastes

Safe Handling Practices
for Waste (0OTJ)

Waste Handling and
Packaging Guidance

7-14

Traffic personnel including
A. Heitkamp, R. Burnett and
C. Fuller; waste manage-
ment personnel including
R. Janowiecki and R. Hampel:;
Fire Department personnel
including D. Heitz (chief),
C. Izor, S. Ward,

D. Bechtol, H. Holbrock,
D. Cunningham, C. Smith,
C. Geloff, R. Hensley,
R. Erisman, P. Kulback,
B. Potter, F. Kennedy,
M. Lucas

Transportation personnel in-
cluding R. Howard, G. Berch
and M. Waller; distribution
personnel including
J. Michaels; and laborers

including D. Tall, S. Gregory,

W. Beverly and J. Hart

Laborers including M. Ishmael,
D. Tall, M. Huguely,
D. Tincher, J. Keney,
E. Parker, P. Le Vangie,
B. Pettey, H. Head, and
H. Matheson

Radioactive waste management
personnel including
F. Traino, D. Grimm,
K. Haney and L. Pitts;
glass melter personnel
including L. Klingler
and X. Armstrong

Maintenance supervisors and
foremen.

Material Handlers; during
weekly waste pickup and

other activities involving

waste.

Any site personnel having a
waste-related concern.



Date

Topic

Audience

6/17/85

11/26/85

12/9/85

12/11/85

7/24/86

As Needed

As Reduested

Hazardous Materials
Incident Analyses

Hazardous Waste Handling
Safety

Hazardous Waste Handling
Safety

Hazardous Waste Handling
Safety

Waste Identification,
Packaging, Labeling and
Waste Pickup Procedures
for Brine and Asbestos
Wastes

Safe Handling Practices
for Waste (OTJ)

Waste Handling and
Packaging Guidance

~J]
I

15

Traffic personnel including
A. Heitkamp, R. Burnett and
C. Fuller; waste manage-
ment personnel including
R. Janowiecki and R. Hampel:;
Fire Department personnel
including D. Heitz (chief),
C. Izor, S. Ward, :
D. Bechtol, H. Holbrook,
D. Cunningham, C. Smith,
C. Geloff, R. Hensley,
R. Erisman, P. Kulback,
B. Potter, F. Kennedy,
M. Tucas

Transportation personnel in-
cluding R. Howard, G. Berch
and M. Waller; distribution
personnel including
J. Michaels; and laborers
including D. Tall, S.
W. Beverly and J. Hart

Laborers including M. Ishmael,
D. Tall, M. Huguely,
D. Tincher, J. Keney,
E. Parker, P. Le Vangie,
B. Pettey, H. Head, and
H. Matheson

Radicactive waste management
personnel including
F. Traino, D. Grimm,
K. Haney and L. Pitts;
glass melter personnel
including L. Klingler
and K. Armstrong

Maintenance supervisors and
foremen.

Material Handlers; during
weekly waste pickup and

other activities involving

waste.

Any site personnel having a
waste~related concern.

Gregory,



CLOSURE PLAN FOR MIXED WASTE STORAGE ARE%,IN BUILDING 23

1. PROCEDURE

We plan to close the radicactive mixed waste portion of the Bldg. 23
storage facility at Mound during 1895,

Performance Standard - The specified waste storage facility will be
closed 1n a manner that minimizes the need for further Zaintenance
and that contreols, minimizes, or eliminates, to the extsnt necessary
to protect human health and the environment, post-closure escape of

- hazardous waste or constituents or decomposition products to the

atmosphere, surface water, and ground water.

Facility Conditions ~ Radioactive mixed wastes generated at the site

are mostly scintillation vials which are ignitable liquids. Small
vials of such wastes are stored in 55-gallon drums.

The composition of virtually all mixed waste generated zr this gite
is known from process conditions: hence, waste characterization is
accomplished mostly by declaration instead of chemical analysis.
However, chemical analyses will be conducted to identify unknown
wastes, '

Upon receipt of approval of our Closure Plan, the closurs schedule
will be initiated., All mixed waste in storage will be sant offsite
for disposal within 90 days after approval of the Closure Plan or
after receipt of the final volume of waste, whichever is later. All
of the closure activities described in this plan will be completed
within six months after approval of the Clozure Plan.

Estimated Maximum Waste Inventory in Storage - Based on current and
projected wastes generated at this site, we estimate a maximum in-
ventory of 200 drums of mixed wastes in storage at any given time
during the life of our storage area.

Removal of Inventory - All mixed waste to be shipped offsite for

disposal will be sent to an EPA-approved facility or DOE-approved
facility. Containerized waste will be shipped from storzge if the
existing containers are deemed to be satisfactory for shipment, If
the storage containers are defective, the wastes will be placed in
larger containers of acceptable quality for transportation to an
offsite disposal facility,.

Mixed waste may be incinerated onsite at closure, if the technology
is available and the procedure is within EPA/DOE/state regulations
and orders.

Decontamination of the Facility - That portion of Bldg. 23 where

mixed waste 1s stored will be decontaminated at closure by nemoving
all hazardous waste and residues from equipment and structures. We

-1-



used for

& on removir the hazardous compcnent 7~ the contaminacion,

adivactlve «_.npeonent, since the remaine.r of the building 1is
radicactive wazte storage, . We will complete to the extent

necessary the steps listed below and described in subseauent
paragraphs.

(1) Identify which items are contaminated and determine the nature
and extent of contamination.

(2)

{3)

Select appropriate cleaning procedﬁres including equipment and
media.

Decontaminate items; collect and containerize cleaning fluids and
residues for offsite disposal; conduct sampling and analysis to
show that contamination nco longer exists.

Send for offsite disposal those items that cannot be properly
decontaminated.

Q

Identification of Waste to be Removed

We will identify the items to be decontaminated from our

knowledge of past storage practices and operations involving
hazardous wastes. We will visually inspect the identified
items to determine the nature and extent of contamination.
Under natural light, discolorations, stains, corrosive ef-
fects and visible dirt may indicate the presence of contami-
nants. In addition, samples of contaminating waste will be
taken and analyzed to identify or confirm waste composition
or characteristics.

Cleaning Media, Equipment and Procedures

We will refer to the CRC Handbook of Chemistry and Physics
for information on solvents for specific waste compositions
or components in order to select appropriate cleaning media
for removing soluble wastes from items. Wastes socluble in
water will be removed from items by flushing with water,
then washing the items with soap and water. Organic sol-
vents will be used as needed to dissolve and remove wastes
from items; such items will then be washed with soap and
water to remove any organic residues. Special cleaning
ligquids will be used if deemed necessary on the basis of
unusual solubility characteristics of the waste involved.

The following cleaning procedures are representative of
those that will be used for decontamination of the storage
facility and associated equipment at closure: 1) washing
with scap and water, 2} solvent flushing, 3) hydraulic
scouring and blasting, 4) steam blasting, and 5) manual or
mechanical removal of waste by scrubbing/scraping followed
by solvent cleaning. After decontamination, we will sample
all equipment, structures and surfaces and analyze such

-2



samples f{or ~ridence of residual hazar s wastes. If no
residual hazerdous waste is found, the i1tem will be con-
sidered to have been adeguately decontaminated., If organic
hazardous waste 1s evident, additional cleaning will be
completed until waste constituents in a representative
sample are below detection levels, If a heavy metals waste
15 evident, additional cleaning will be completed until such
constituents in a representative sample are not signifi-
cantly dgreater than the background levels,

Cleaning will be completed using various types of equipment
including 1) drums and other. large containers for collecting
waste fluids and residues, 2) any contaminated vessel, pip-
ing, etc. itself, 3) hoses, portable pumps and vacuum eguip-
ment, and 4) hand tools, shovels and earth-moving equipment
for dirt removal. For example, small items (such as contami-
nated pumps) can be placed in a drum or large container for
decontamination. If any inst:zlled eguipment {such as piping
and vessels) must be decontam:inated in place, containers
will be placed at the equipment outlet toc collect cleaning
fluids. 1If a large undiked surface (such as the drum hold-
ing area) is to be cleaned, small dam~like structures or
plastic overlays-will be placed on the surfaces to control
the flow of :leaning £fluids, which will be removed from the
surface by vacuum or mopping and placed into -ontainers for
disposal. All empty containers previously uszd for hazard-
ous waste storage will be decontaminated for re-use or
shipped offsite for disposal., Hazardous waste residues from
the decontamination procedure also will be sent offsite for
disposal.

We will determine the potential for penetration of waste
into the concrete structure and the underlying and adjacent
soil owing to leaks or spills. Cracks and damage to the
diked enclosures will be carefully examined for evidence of
penetration. If contamination is observed and found to be
beyond the possibility of satisfactory decontamination, the
contaminated concrete will be broken into pieces, removed,
and shipped offsite for disposal in a landfill. If contam-
inated soil 1is found below the pad or elsewhere, soil
samples will be taken and analyzed to determine the extent
of contamination. If the soil is found to be contaminated
with organic hazardous waste, that soil will be excavated,
containerized and sent offsite for disposal; the newly
exposed soil will be sampled, analyzed and removed until the
new so0ll shows no detectable organics. If the soil is found
to be contaminated with heavy metals waste, that soil will
be excavated, containerized, and sent for offsite disposal;
the newly exposed soil will be sampled, analyzed and removed
until the new soll shows no heavy metals significantly
greater than background levels, :

Items that cannot be properly decontaminated and contami-
nated disposable items will be enclosed and sent for offsite
disposal,
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ndem wipe sampling will be u 2in information on
the effectiveness of dacontzminaticon of Objects, surfaces
and eguipment A dry or wet cloth, glass fiber filter
paper, or swab wlll be wiped over the surface of the
potentially contaminated cbiject or eguipment and then
analyzed for organics, heavy metals or other RCRA-hazardous
constituents that are known or suspected to be present.

Soil samples will be taken around Building 23 and/or at
other areas related to the former waste storage area if
contamination is evident or suswpected. In that case,
samples of soil from near the soil surface will be obtained
using a spade, shovel or scoop to remove the soil cover Lo
the required depth, and then using a stainless steel or
other chemicail” compatible scoop to collect the sample., A
systematic :amp ng scheme will be used to colleet samples
at predeter ine. re - ular intervals., Some compesiting of
soil sample. proor .o analysis may be done depending on
preliminary findings and practical consideraticns.  An
undisturbed sample will be collecte’ from the excavation Dy
using a thin-wall ube sampler, wn: 2 is forced into the
soil, then extract 4, PFrictrion wil._ usually hold the sample
material in the tuce during the extraction. The construc-
tion material will generzllv be stz=l; some samplersz may
utilize plastic liners and 1interchangeable cutting tips.
Soil sampling could alsoc be completsd by hand augering a
borechole, removing the auger, and lowering a tube sampler
into the hole, then forcing it into the soil at the com—
pletion depth,.

In addition to samples of potential sntamination, blank
samples (deionized/distilled water, -nsed collection
devices, etc.) wil_ be taken, handle_ in the same manner as
the contamination samples, and analvzad to identify possible
scurces of contamination during collection, preservation,
nandling or transport,

Containerized or bulk waste in inventory at closure of tne
waste management facility, whose composition and character-
istics are not sufficiently known teo allow offsite disposi~
tion, will be sampled and analyzed using the approach
described in ocur Waste Analysis Plan.

Sample containers will be szlscrsd on the basis of compati-
bility with the waste, resistance to breakage, cost and
volume. Analytical procedures for determining waste constitc-

uents will be those outlined in RCRA Part 261 and EPA Report
SW-846, Third Edition.
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Persconnel protective equipment and safety requirements
during decontaminaticn will be appropriate to orotect
agalnst known or potential hazards. Egulpment will be

selected based on the type, concentration, possibilities,
and routes of personnel exposure from the substances
present. If the types of materials and possibilities of
contact are unknown or not clearly identifiable, a more
subjective determination will be made of personnel pro-
tective equipment required. Using the best available
information, the appropriate level of protection will be
selected from the Interior Standard Operating Safety Pro-
cedure provided by U.S., EPA {April 19%81):

Level A

When the highest available level of respiratory,
skin and eye contact protection is needed.

Level B

When the highest level of respiratory protection
1s needed, but exposure to small unprcoctected areas
of the body is unlikely or concentrations are
~known to be within acceptable exposure standards.

Level C When the type(s) and concentration(s) of respir-

able material are known, the material has adeguate
warning properties, or the material is reasonably
assumed to be not greater than the protection
factors associated with alr-purifying respirators;
and exposure to the few unprotected body areas is
unlikely to cause harm,

Level D When the site is positively identified as having

no toxic hazards, the basic work uniform should
be worn. '
For example, Level A protection could be indicated if:

1. The type(s) and concentration(s) of toxic substances are known
and any of the following conditions exist:

o Atmospheres that are immediately dangerous to life and
health

o Known atmospheres or potential situations that would affect
the skin or eyes or be absorbed into the body

o Oxygen-deficient atmospheres with the above conditions.

2. The type(s) and/or potential concentration{s) of toxic

substances are unknown.

3. Total vapor readings indicate 500 ppm to 1,000 ppm on .
instruments such as the photoionizer or organic vapor analyzer.
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For Level A, the following personal protectio equirment weould b
uscd: 1) positive ressure SCBA totally encap.ulating Sult,

2) inner chemical-resistant gloves, 3) chemical-protecrive boots“

) outer chemical-resistant gloves, 5} cotton undervear, 6) hard hat,
7) disposable protective suit, gloves and boots,.S) coveralls, and

9) 2-way radio communications. Other equipment. is prescribed by U.s3,
EPA for Levels B, C and D, :

[}

Personnel involved in decontamination procedures will practicg good
personal hygiene. Existing directives will be folloyed pertaining to
the fit of respiratory protection equipment, corrective lensgs,
contact lenses, eating and smoking areas, and toilet'facilit}es.

Such personnel themselves will be decontaminated befo;e lgavxng the
work site, depending on the seriousness of the contamlngtlon. Im-
permeable clothing will be flushed with water before being removed by
the person wearing it. Boots will be scrubbed with decpntamlnant or
soap and water. Clothes will be placed in marked containers for
laundering. Persons will shower completely using soap and water
before donning clean street or work clothes. Waste water; from .
laundering and other activities will be treated as contaminated until
proven otherwise.

Closure Certification - When closure of this hazardous waste storage facility
has been cCompleted, a registered professional engineer will certify that this

technical reviews of alj €ngineering service orders at Mound to ensure that
relevant safety, health, and environmental issues are addressed, Documentation
Supporting the engineer's certification will be furnished to Epa upan request

Month After Start Activity

1 Conduct health pPhysics scan of each container
to determine the extent of radiocactivity

1-2 Open containers, examine contents, and repack-
age Or sort as necessary.,

1-2 Identify unknown wastes; sample and analyze
such waste tg determine composition/
characteristics,

2-3 Dispose of wastes offsite or incinerate onsite,

-
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Month

3.

3-4 Decontaminate structure and egulipm
all hazardous waste and residue:

colle
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tainerize cleaning flujds and residues; conduct
sampling and analysis to show that contamination

no longer exists,

4~6 Dispose of all equipment, structures, and
analyzed wastes/residues intended for discard.

6 Complete any remaining activities,

6 Submit certification to EPA that facility has

been closed per specifications in approved

Closure Plan.

COST ESTIMATE FOR CLOSURE

Using the basic prbcedure ontiined in this plan, the cost asscciated
with such work is estimated to be between $46,000 and $100,000,
depending on the method for waste disposal, as shown in the following

table.

This cost may be less :f contamination is found to be minimal

or i1f decontaminated materials can be reused instead of disposed of.

Al

B.

Conduct health physics scan
2 man-weeks @ $20/hr

Open containers, examine contents,
repackage/sort
6 man-weeks @ S$20/hr

Sample/analyze unknown wastes and
samples of decontaminated objects/
equipment

100 samples @ $200

Dispose of waste offsite
250 drums @ 3200

Incinerate waste onsite
8 man-weeks @ $20/hr

Decontaminate structure/eguipment
2 man-weeks @ $20/hr

Dispose of structure/residues as necessary

1 man-week @ $20/hr = $800
Offsite transport/disposal = $1,000

Ceomplete remaining activities
0.5 .man-week @ $20/hr

$ 1,600

$ 4,800

$20,000

$50,000

$ 6,400

$ 1,600

$ 1,800

$ 400



H, Prepare/submit ¢ tification S 100
0.1 man-week € $25/hr ______

(offsite disposal) - (cnsite incineration)
Subtotal $ 80,300 $36,700
Contingency @ 25% 20,075 9,175
Total Cost $100,375 $45,875

Adjustment for Inflation - 1-27-87

Inflation factor: 1,031 (per J. Amos, MRC Engineering)

$100,375 x 1.031 = $103,490 (adjusted closure cost if offsite
disposal)
$ 45,875 x 1.031 = $ 47,300 (adjusted closure cost if onsite

incineration)

Adjust for Inflation - 10-12-87

Inflation factor: 1.036 (per J. Amos, MRC Engineering)

$103,490 x 1.036 = $107,220 (adjusted closure cost if offsite
: disposal)}
$ 47,300 x 1.036 = $ 49,000 {adjusted closure cost if onsite

incineration)

Adjustment for Inflation - 1-6-89

Inflation factor: 1.043 (per J. Amos, EG&G Engineering)

$107,220 % 1.043

$111,830 (adjusted closure cost if cffsite
disposal)

$ 49,000 x 1.043 $51,107 {adjusted closure cost if onsite

incineration)

-8~

(Revised 1-6-89)



